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PROCEDURAL SUMMARY

This section summarizes the computational procedures described in this report
to compute dynamic earth pressures. The procedures for computing dynamic
earth pressures are grouped according to the expected displacement of the
backfill and wall during seismic events. A yielding backfill displaces
sufficiently (refer to the values given in Table 1, Chapter 2) to mobilize
fully the shear resistance of the soil, with either dynamic active earth pres-
sures or dynamic passive earth pressures acting on the wall, depending upon
the direction of wall movement. When the displacemenit of the backfill (and
wall) is less than one-fourth to one-half of the Table 1 values, the term non-
yilelding backfill is used because the shear strength of the soil is not fully
mobilized.

The procedures for computing dynamic active and passive earth pressures
for a wall retaining a dry ylelding backfill or a submerged yielding backfill
are discussed in detail in Chapter 4 and summarized in Table i and Table ii,
respectively. The procedures for computing dynamic earth pressures for a wall
retaining a non-yielding backfill are discussed in Chapter 5 and summarized in
Table 1.

The assignment of the seismic coefficient in the design procedures for
walls retaining yielding backfills are discussed in detail in Chapter 6 and
summarizad in Table iii. The assignment of the seismic coefficient in the
design procedures for walis retaining non-yielding backfills are discussed in
detail in Chapter 8 and summarized in Table iii.
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TABLE 1
DETERMINATION OF DYNAMIC EARTH PRESSURES FOR DRY BACKFILLS

_ YIELDING BACKFILL L

DYNAMIC ACTIVE EARTH PRESSURES
MONONOBE - OKABE

Equivalent Static Formulation (Arango)

Simplified Procedure (Seed and Whitman)
- restricted to: vertical wall and level backfills.
- approximate if: ¢ » 35°, k, » O,

DYNAMIC PASSIVE EARTH PRESSURES

MONONOBE - OKABE
- approximate for § > O,
- inaccurate for some wall
geometries and loading conditions.

Equivalent Static Formulation
- approximate if: Kp(8*,0") is computed
using Coulomb’s equation, see above comments.
- approximate if: Kp(B8",0") is computed using
Log-Spiral solutions.

Simplified Procedure (Towhata and Islam)
- restricted to: vertical walls and level backfills
and § = 0°.
- approximate if: ¢ » 35°, k, » O.

iii




TABLE { - Continued
DETERMINATION OF DYNAMIC EARTH PRESSURES FOR DRY BACKFILLS

__ NON-YIELDING BACKFIL

Wood's Simpiified Procedure
- restricted to: ky constant with depth and k, = 0.

Soil-Structure Interaction Aralysis Using the Finite Element Method

TAB i

DETERMINATION OF DYNAMIC EARTH PRESSURES
FOR SUBMERGED OR PARTIALLY SUBMERGED BACKFILLS

—

R R |

—

Select the appropriate technique for either yielding backfill or non-
yielding backfill with additional computations as specified by one of the
following procedures:

Restrained water case
Free water case

- restricted to soils of high permeability
(e.g. k > 1 cm/sec)

———

iv




TABLE 11i

DESIGN PROCEDURES - ASSIGNMENT OF SEISMIC COEFFICIENT

YIELDING BACKFILL

Preselected Seismic Coefficient Method

- The approximate value of horizontal displacement
is related to the value of the horizontal seismic
coefficient,

Displacement Controlled Approach
- The seismic coefficient is computed based upon

an explicit choice of an allowable level of
permanent horizontal wall displacement.

u "NON-YIELDING BACKFILL “

Displacement Of The Wall Is Not Allowed

The seismic coefficient is set equal to the peak
horizontal acceleration coefficient, assuming
acceleration within the backfill to be constant
with depth. Otherwise, consider dynamic finite
element method of analysis,
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CHAPTER 1 GENERAL DESIGN CONSIDERATIONS FOR WATERFRONT SITES

1.1 Scope and Applicability

This manual deals with the soil mechanics aspects of the seismic design
of waterfront earth retaining structures. Specifically, this report
addresses:

* The stability and movement of gravity retaining walls and
anchored bulkheads.

* Dynamic forces against subsurface structures such as
walls of dry docks and U-frame locks.

The report does not address the seismic design of structural frameworks of
buildings or structures such as docks and cranes. It also does not consider
the behavior or design of piles or pile groups,

The design of waterfront retaining structures against earthquakes is
still an evolving art. The soils behind and beneath such structures often are
cohesionless and saturated with a relatively high water table, and hence there
is a strong possibility of pore pressure buildup and associated liquefaction
phenomena during strong ground shaking. There have been numerous instances of
failure or unsatisfactory pesrformance. However, there has been a lack of
detailed measurements and observations concerning such failures. There also
are very few detailed measurements at waterfront structures that have per-
formed well during major earthqualies. A small number of model testing pro-
grams have filled in some of the blanks in the understanding of dynanic
response of such structures. Theoretical studies have been made, but with
very limited opportunities to check the results of these calculations against
actual, observed behavior. As a result, there are still major gaps in know-
ledge concerning proper methods for analysis and design.

The methods set forth in this report are hence based largely upon
judgement. It is the responsibility of the reader to judge the validity of
these methods, and no responsibility is assumed for the design of any struc-
ture based on the methods described herein.

The methods make use primarily of simplified procedures for evaluating
forces and deformations, There is discussion of the use of finite element
models, and use of the simpler finite element methods is recommended in some
circumstances. The most sophisticated analyses using finite element codes and
complex stress-strain relations are useful mainly for understanding patterns
of behavior, but quantitative results from such analyses should be used with
considerable caution.

This report is divided into eight chapters and five appendixes. The
subsequent sections in Chapter 1 describe the limit states associated with the
seismic stability of waterfront structures during earthquake loadings, the key
role of liquefaction hazard assessment, and the choice of the design ground
motion(s).

Chapter 2 describes the general design considerations for retaining
structures, identifying the interdependence between wall detiormations and
forces acting on the wall. Additional considerations such :¢s failure surfaces
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passing below the wall, failure of anchoring systems for sheet pile walls, and
analysis of the post-seismic condition are also discussed.

The procedures for calculating static earth pressures acting on walls
retaining yielding backfills are described in Chapter 3. A wall retaining a
yielding backfill is defined as a wall with movements greater than or equal to
the values given in Table 1 (Chapter 2). These movements allow the full
mobiliz. cion of the shearing resistance within the backfill. For a wall that
moves away from tre backfill, active earth pressures act along the soil-wall
interface. In the case of a wall that moves towards the backfill, displacing
the soil, passive earth pressures act along the interface,

Chapter 4 describes the procedures for calculating seismic earth pres-
sures acting on walls retaining yielding backfills, The Mononobe-Okabe theory
for calculating the dynamic active earth pressure force and dynamic passive
earth pressure force is described. Two limiting cases used to incorporate the
effect of submergence of the backfill in the Mononobe-Okabe method of analysis
are discussed: (1) the restrained water case and (2) the free water case.
These procedures include an approach for incorporating excess pore water pres-
sures generated during earthquake shaking within each of the analyses.

The procedures for .alculating dynamic earth pressures acting on walls
retaining nonyielding backf.1lls are described in Chapter 5. A wall retaining
a nonyielding backfill is one that does not develop the limiting dynamic
active or passive earth pressures because sufficient wall movements do not
occur and the shear strength of the backfill is not fully mobilized - wall
movements that are less than one-fourth to one-half of Table 1 (Chapter 2)
wall movement values. The simplified analytical procedure due to Wood (1973)
and a complete soil-structure interaction analysis using the finite element
method are discussed.

The analysis and design of gravity walls retaining yielding backfill are
described in Chapter 6. Both the preselected seismic coefficient method of
analysis and the Richards and Elms (1979) procedure based on displacement
control are discussed.

Chapter 7 discusses the analysis and design of anchored sheet pile
walls.

The analysis and design of gravity walls retaining nonyielding backfill
using the Wood (1973) simplified procedure is described in Chapter 8.

Appendix A describes the computation of the dynamic active and passive
earth pressure forces for partially submerged backfills using the wedge
method.

Appendix B describes the Westergaard procedure for computing hydro-
dynamic water pressures along vertical walls during earthquakes.

Appendix C contains a design example of an anchored sheet pile wall.

Appendix D is a brief guide to the several types of finite element
methods that might be used when considered appropriate.

Appendix E summarizes the notation used in this report.
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1.2 Limit States

A broad look at the problem of seismic safety of waterfront structures
involves the three general limit st.ces shown in Figure 1.1 which should be
considered in design.

1) Gross site instability: This limit state involves lateral earth
movemenits exceeding several feet. Such instability would be the result of
liquefaction of a site, together with failure of an edge retaining structure
to hold the liquefied soil mass in place. Liquefaction of backfill is a prob-
lem associated with the site, mostly independent of the type of retaining
structure, Failure of the retaining structure might result from overturning,
sliding, or a failure surface passing beneath the structure. Any of these
modes might be triggered by liquefaction of soil beneath or behind the retain-
ing structure. There might also be a structural failure, such as failure of
an anchorage which is a common problem if there is liquefaction of the
backfill.

2) Unacceptable movement of retaining structure: Even if a retaining
structure along the waterfront edge of a site remains essentially in place,
too much permanent movement of the structure may be the cause of damage to
facilities immediately adjacent to the quay. Facilities of potential concern
include cranes and crane rails, piping systems, warehouses, or other
buildings. An earthquake-induced permanent movement of an inch will seldom be
of concern. There have been several cases where movements as large as
4 inches have not seriously interrupted operations or caused material damage,
and hence have not been considered failures. The level of tolerable displace-
ment is usually specific to the planned installation.

Permanent outward movement of retaining structures may be caused by
tilting and/or sliding of massive walls or excessive deformations of anchored
bulkheads. Partial liquefaction of backfill will make such movements more
likely, but this limit state is of concern even if there are no problems with
liquefaction.

3) Local instabilities and settiements: If a sice experiences liquefac-
tion and yet is contained against major lateral flow, buildings and other
structures founded at the site may still experience unacceptable damage.
Possible modes cf failure include bearing capacity failure, excessive settle-
ments, and tearing apart via local lateral spreading. Just the occurrence of
sand boils in buildings can seriously interrupt operations and lead to costly
clean-up operations.

This document addresses the first two of these limit states. The third
limit state is discussed in the National Research Council (1985), Seed (1987),
and Tokimatsu and Seed (1987).

1.3 Key Role of Liquefaction Hazard Assessment

The foregoing discussion of general limit states has emphasized problems
due to soil liquefaction. Backfills behind waterfront retaining structures
often are cohesionless soils, and by their location have relatively high water
tables. Cohesionless soils may also exist beneath the base or on the water-
side of such structures. Waterfront sites are often developed by hydraulic
filling using cohesionless soils, resulting in low density fills that are
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susceptible to liquefaction. Thus, liquefaction may be a problem for build-
ings or other structures located well away from the actual waterfront,

Hence, evaluation of potential liquefaction should be the first step in analy-
sis of any existing or new site, and the first step in establishing criteria
for control of newly-placed fill. Methods for such evaluation are set forth
in numerous articles, including the National Research Council (1985) and Seed,
Tokimatsu, Harder and Chung (1985).

The word "liquefaction" has been applied to different but related
phenomena (National Research Council 1985). To some, it implies a flow fail-
ure of an earthen mass in the form of slope failure or lateral spreading,
bearing capacity failure, etc. Others use the word to connote a number of
phenomena related to the buildup of pore pressures within soil, including the
appearance of sand boils and excessive movements of buildings, structures, or
slopes. Situations in which there is a loss of shearing resistance, resulting
in flow slides or bearing capacity failures clearly are unacceptable. How-
ever, some shaking-induced increase in pore pressure may be acceptable, pro-
vided it does not lead to excessive movements or settlements.

Applicaction of the procedures set forth in this manual may require eval-
uation of: (a) residual strength for use in analyzing for flow or bearing
capacity failure; or (b) buildup of excess pore pressure during shaking. As a
general design principle, the predicted buildup of excess pore pressure should
not exceed 30 to 40 percent of the initial vertical effective stress, except
in cases where massive walls have been designed to resist larger pore pres-
sures and where there are no nearby buildings or other structures that would
be damaged by excessive settlements or bearing capacity failures. With very
loose and contractive cohesionless soils, flow failures occur when the resid-
ual excess pore pressure ratio reaches about 40 percent (Vasquez and Dobry
1988, or Marcuson, Hynes, and Franklin 1990).* Even with soils less
susceptible to flow failures, the actual level of pore pressure buildup
becomes uncertain and difficult to predict with confidence when the excess
pore pressure ratio reaches this level.

Remedial measures for improving seismic stability to resist
liquefaction, the buildup of excess pore water pressures, or unacceptable
movements, are beyond the scope of this report. Remedial measures are dis-
cussed in numerous publications, including Chapter 5 of the National Research
Council (1985).

1.4 Choice of Design Ground Motions

A key requirement for any analysis for purposes of seismic design is a
quantitative specification of the design ground motion. In this connection,

* The word "contractive" reflects the tendency of a soil specimen to decrease
in volume during a drained shear test. During undrained shearing of a con-
tractive soil specimen, the pore water pressure increases, in excess of the
pre-sheared pore water pressure value., "Dilative" soil specimens exhibit
the opposite behavior; an increase in volume during drained shear testing
and negative excess pore water pressures during undrained shear testing.
Loose sands and dense sands are commonly used as examples of
soils exhibiting contractive and dilative behavior, respectively, during
shear.




it is important to distinguish between the level of ground shaking that a
structure or facility is to resist safely and a parameter, generally called a
seismic coefficient that is used as input to a simplified, pseudo-static
analysis,

1.4.1 Design Seismic Event

Most often a design seismic event is specified by a peak acceleration.
However, more information concerning the ground motion often is necessary.
Duration of shakirg is an important parameter for analysis or liquecaction.
Magnitude is used as an indirect measure of duration. For estimating
permanent displacements, specification of either peak ground velocity or
predominant period of the ground motion is essential., Both duration and
predominant periods are influenced strongly by the magnitude of the causative
earthquake, and hence magnitude sometimes is used as a parameter in analyses.

Unless the design event is prescribed for the site in question, peak
accelerations and peak velocities may be selected using one of the following
approaches:

(1) By using available maps for the contiguous 48 states. Such maps may
be found in National Earthquake Hazards Reduction Program (1988). Such maps
are available for several different levels of risk, expressed as probability
of non-exceedance in a stated time interval or mean recurrence interval. A
probability of non-exceedance of 90 percent in 50 years (mean recurrence
interval of 475 years) is considered normal for crdinary bujildings.

(2) By using attenuation relations giving ground motion as a function of
magnitude and distance (e.g. attenuation relationships for various tectonic
environments and site conditions are summarized in Joyner and Boore (1988).
This approach requires a specific choice of a magnitude of the causative
earthquake, requiring expertise in engineering seismology. Once this choice
is made, the procedure is essentially deterministic. Generally it is neces-
sary to consider various combinations of magnitude and distance.

(3) By a site-specific probabilistic seismic hazard assessment (e.g.
National Research Council 1988). Seismic source zones must be identified and
characterized, and attenuation relations must be chosen. Satisfactory accom-
plishment of such an analysis requires considerable expertise and experience,
with input from both experienced engincers and seismulogists. This approach
requires selection of a level of risk.

It is of greatest importance to recognize that, for a given site, the
ground motion description suitable for design of a building may not be appro-
priate for analysis of liquefaction.

Local soil conditions: The soil conditions at a site should be con-
sidered when selecting the design ground motion. Attenuation relations are
available for several different types of ground conditions, and hence the
analyses in items (2) and (3) might be made for any of these particular site
conditions., However, attenuation relations applicable to the soft ground
conditions often found at waterfront sites are the least reliable. The maps
referred to under item (1) apply for a specific type of ground condition:
soft rock. More recent maps will apply for deep, firm alluvium, after
revision of the document referenced in item (1). Hence, it generally is nec-
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essary to make a special analysis to establish the effects of local soil con-
ditions.

A site-specific site response ctudy is made using one-dimensional analy-
ses that model the vertical propagation of shear waves through a column of
soil, Available models include the computer codes SHAKE (Schnabel, Lysmer,
and Seed 1972), DESRA (Lee and Finn 1975, 1978) and CHARSOL (Streeter, Wylie,
and Richart 1974). These programs differ in that SHAKE and CHARSOL are for-
mulated using the total stress procedures, while DESRA is formulated using
both total and effective stress procedures. All three computer codes
incorporate the nonlinear stress-strain response of the soil during shaking in
their analytical formulation, which has been shown to be an essential
requirement ir. the dynamic analysis of soil sites.

For any site-specific response study, it first will be necessary to
define the ground motion at the base of the soil column. This will require an
establishment of a peak acceleration for firm ground using one of the three
methods enumevated above, and the selection of several representatives time
histories of motion scaled to the selected peak acceleraticn. These time
histories must be selected with considerable care, taking into account the
magnitude of the causative ~arthquake and the distance from the epicenter.
Procedures for choosing suitable time histories u:1v¢ set forth in Seed and
Idriss (1982), Green (1992), and procedures ure also under development by the
US Army Corps of Engineers.

If a site response analycis is made, the peak ground motions will in
general vary vertically along the soil colwan. Depending upon the type of
analysis being made, it may be desirable to average the motions over depth to
provide a single input value. At each depth, the largest motion computed in
any of the several analyses using different time histories should be used.

If finite element analyses are made, it will again be necessary to
select several time histouries to use as irnput at the base of the grid, or a
time history corresponding to a target spectra (refer to page 54 of Seed and
Idriss 1982 or Green 1992).

1.4.2 Seismic Coefficients

A seismic coefficient (typical symbols are k, and k,) is a dimensionless
nuwnber that, when multiplied times the weight of some body, gives a pseudo-
static inertia force for use in analysis and design. The coefficients k, and
k, are, in effect, decimal fractions of the acceleration of gravity (g). For
some analyses, it is appropriate to use values of kg or k,g smaller than the
peak accelerations anticipated during the design earthquake event.

For analysis of liquefaction, it is conventional to use 0.65 times the
peak acceleration. The reason is that liquefaction is controlled by the
amplitude of a succession of cycles of motion, rather than just by the single
largest peak. The most common, empirical methods of analysis described in the
National Research Council (1985) and Seed, Tokimatsu, Harder, and Chung (1985)
presume use of this reduction factor.

In design of buildings, it is common practice to base design upon a
seismic coefficient corresponding to a ground motion smaller than the design
ground motion. It is recognized that a building designed on this basis may
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likely yield and even experlence some nonlife-threatening damage if the design
ground motion actually occurs. The permitted reduction depends upon the duc-
tility of the structural system; that is, the ability of the structure to
undergo vielding and yet remain intact so as to continue to support safely the
normal dead and live loads. This approcach represents a compromise between
desirable performance and cost of earthquake resistance.

The same principle applies to earth structures, once it has been estab-
lished that site instability caused by liquefaction is not a problem. If a
retaining wall system yields, some permanent outward displacement will occur,
which often is an acceptable alternative to significantly increased cost of
construction. However, there is no generally accepted set of rules for
selecting an appropriate seismic coefficient. The displacement cuntrolled
approach to design (Section 6.3) is in effect a systematic and rational method
for evaluating a seismic coefficient based upon allowable permanent displace-
ment. The AASHTO seismic design for highway bridges (1983) is an example of
design guidance using the seismic coefficient method for earth retaining
structures.* AASHTO recommends that a value of k; = 0,5A be used for most
cases if the wall is designed to move up to 10A (in.) where A is peak ground
acceleration coefficient for a site (acceleration = Ag). Howeveyr, use of k, =
0.5A is not necessarily conservative for areas of high seismicity (see Whitman
and Liao 1985).

Various relationships have been proposed for estimating permanent dis-
placements, as a function of the ratio k,/A and parameters describing the
ground motion. Richards and Elms (1979) and Whitman and Liao (1985) use peak
ground acceleration and velocity, while Makdisi and Seed (1979) use peak
ground acceleration and magnitude. Values for the ratio V/a,,, may be used,
both for computations and to relate the several methods. Typical values for
the ratio V/ap,x are provided in numerous publications discussing ground shak-
ing, including the 1982 Seed and Idriss, and the 1983 Newmark and Hall EERI
monographs. and Sadigh (1983). Seed and Idriss (1982), Newmark and Hall
(1983), and Sadigh (1973) report that values for the ratio V/a,, varies with
geologic conditions at the site. Additionally, Sadigh (1973) reports that the
values for the ratio V/a,,, varies with earthquake magnitude, the ratio in-
creasing in value with increasing magnitude earthquake.

Based upon simplified assumptions and using the Whitman and Liao rela-
tionship for earthquakes to magnitude 7, k, values were computed:

A=0,2 A= 0.4
Displacement < 1 in, k, -~ 0.13 k, = 0.30
Displacement < 4 in. ky = 0.10 ky, = 0.25

These numbers are based upon V/Ag = 50 in/sec/g (Sadigh 1983), which applies
to deep stiff soil sites (geologic condition); smaller k, would be appropriate
for hard (e.g. rock) sites. The Whitman and Liao study did not directly
address the special case of sites located within epicentral regions,

* The map in AASHTO (1983) is not accepted widely as being representative of
the ground shaking hazard,.




The value assigned to k, is to be established by the seismic design team
for the project considering the seismotectonic structures within the region,
or as specified by the design agency.

1.4.3 Vertical Ground Accelerations

The effect of vertical ground accelerations upon response of waterfront
structures is quite complex. Peak vertical accelerations can equal or exceed
peak horizontal accelerations, especially in epicentral regions. However, the
predominant frequencies generally differ in the vertical and horizontal com-
ponents, and phasing relationships are very complicated. Where retaining
structures support dry backfills, studies have shown that vertical motions
have little overall influences (Whitman and Liao 1985). However, the Whitman
and Liao study did not directly address the special case of sites located
within epicentral regions. For cases where water is present within soils or
against walls, the possible influence of vertical motions have received little
study. It is very difficult to represent adequately the effect of vertical
motions in pseudo-static analyses, such as those set forth in this manual.

The value assigned to k, is to be established by the seismic design team
for the project considering the seismotectonic structures within the region,
or as specified by the design agency. However, pending the results of further
studies and in the absence of specific guidance for the choice of k, for
waterfront structures the following guidance has been expressed in literature:
A vertical seismic coefficient be used in situations where the horizontal
seismic coefficient is 0.1 or greater for gravity walls and 0.05 or greater
for anchored sheet pile walls. This rough guidance excludes the special case
of structures located within epicentral regions for the reasons discussed
previously. It is recommended that three solutions should be made: one assum-
ing the acceleration upward, one assuming it downward, and the other assuming
sero vertical acceleration. If the vertical seismic coefficient is found to
have a major effect and the use of the most conservative assumption has a
major cost implication, more sophisticated dynamic analyses should probably be
considered.




CHAPTER 2 GENERAL DESIGN CONSIDERATIONS FOR RETAINING WALLS
2.1 Approaches to Design for Various Classes of Structure

The basic elements of seismic design of waterfront retaining structures
are a set of design criteria, specification of the static and seismic forces
acting on the structure in terms of magnitude, direction and point of applica-
tion, and a procedure for estimating whether the structure satisfies the
design criteric.

The criteria are related to the type of structure and its function.
Limits of tolerable deformations may be specified, or it may be sufficient to
assure the gross stability of the structure by specifying factors of safety
agalnst rotational and sliding failure and overstressing the foundation. In
addition, the structural capacity of the wall to resist internal moments and
shears with adequate safety margins must be assured. Structural capacity is a
controlling factor in design for tied-back or anchored walls of relatively
thin section such as sheet pile walls. Crib walls, or gravity walls composed
of blocks of rock are examples of structures requiring a check for safety
against sliding and tipping at each level of interface between structural
components .

Development of design criteria begins with a clear concept of the fail-
ure modes of the retaining structure. Anchored sheet pile walls display the
most varied modes of failure as shown in Figure 2.1, which illustrates both
gross stability problems and potential structural failure modes. The more
restricted failure modes of a gravity wall are shown in Figure 2.2, A failure
surface passing below a wall can occur whenever there is weak soil in the
foundatjon, and not just when there is a stratum of liquified soil.

Retaining structures must be designed for the static soil and water
pressures existing before the earthquake and for superimposed dynamic and
inertia forces generated by seismic excitation, and for post seismic condi-
tions, since strengths of soils may be altered as a result of an earthquake.
Figure 2.3 shows the various force components using an anchored sheet pile
wall example from Chapter 7. With massive walls, it is especially important
to include the inertia force acting on the wall itself. There are super-
imposed inertia forces from water as well as from soil. Chapters 3, 4, and 5
consider the evaluation of static and dynamic earth and water pressures.

2.2 Interdependence between Wall Deformations and Forces Acting on the Wall

The interdependence betieen wall deformations and the static and dynamic
earth pressure forces acting on the wall has been demonstrated in a number of
tests on model retaining walls at various scales. An understanding of this
interdependence is fundamental to the proper selection of earth pressures for
analysis and design of walls. The results from these testing programs are
summarized in the following two sections.

2.2.1 Wall Deformations and Static Earth Pressure Forces

The relationships between the movement of the sand backfills and the
measured static earth pressure forces acting on the wall are shown in Fig-
ure 2.4, The figure is based on data from the model retaining wall tests con-
ducted by Terzaghi (1934, 1936, and 1954) at MIT and the tests by Johnson
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(1953) at Princeton University, conducted under the direction of
Tschebotarioff. The backfill movements are presented as the movement at the
top of the wall, Y, divided by the height of the wall, H, and the earth pres-
sure forces are expressed in terms of an equivalent horizontal earth pressure
coefficient, K;,. K, is equal to the horizontal effective stress, o', divided
by the vertical effective stress, o,’.

The test results in Figure 2.4 show that as the wall is rotated from
vertical (Y = 0) and away from the backfill, the horizontal earth pressure
coefficient acting on the wall decreases from the value recorded prior to
movement of the wall. The zero wall movement horizontal earth pressure coef-
ficient is equal to the at-rest value, K,. When the backfill movements at the
top of the wall, Y, attain a value equal to 0.004 times the height of the
wall, H, the earth pressure force acting on the wall decreases to the limiting
value of the actjve earth pressure force, P,, and the earth pressure coeffi-
cient reduces to the active coefficient, K,.

In a second series of tests, the wall was rotated from vertical in the
opposite direction, displacing the backfill. The horizontal earth pressure
coefficient acting on the wall increased from the K, value. When the backfill
movements at the top of the wall, Y, attain a value equal to 0.04 times the
height of the wall, H, the earth pressure force acting on the wall increases
to the other limiting value of the passive earth pressure force, Pp, with a
corresponding passive earth pressure coefficient, Kp. The movements required
to develop passive earth pressures are on the order of ten times the movements
required to develop active earth pressures.

With the soil in either the active or passive state, the magnitude of
the backfill displacements are sufficient to fully mobilize the shear strength

14
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Figure 2.4 Effect of wall movement on static horizontal earth pressures

of soil within a wedge of backfill located directly behind the heel of the
wall. With the soil wedge in a state of plastic equilibrium, P, or Pp may be
computed using either Rankine's or Coulomb’s theory for earth pressures or the
logarithmic spiral procedures, as described in Chapter 3. The values for K,
and Kp measured in above tests using backfills placed at a range of densities
agree with the values computed using the appropriate earth pressure theories.

The test results show that the relationship between backfill displace-
ments and earth pressures varies with the relative density of the backfill.
Table 1 lists the minimum wall movements required to reach active and passive
earth pressure conditions for various types of backfills. Clough and Duncan,
(1991) and Duncan, Clough, and Ebeling (1990) give the following easy-to-
remember guidelines for the amounts of movements required to reach the pres-
sure extremes; for a cohesionless backfill the movement required to reach the
minimum active cendition is no more than about 1 irch in 20 feet (A/H = 0.004)
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and the movement required to reach the minimum passive condition is no more
than about 1 inch in 2 feet (A/H = 0.04),

Table 1
Approximate Magnitudes of Movements Required to Reach Minimum

Active and Maximum Passive Earth Pressure Couditions
From Clough and Duncan (1991)

Values of Y/H®
Type of Backfill Active Passive
Dense sand 0.001 0.01
Medium-dense sgand 0.002 0.02
Loose sand 0.004 0.04

*Y = movement of top of wall required to reach minimum active or maximum
passive pressure, by tilting or lateral translation.
H - height of wall.

2.2.2 Wall Deformations and Dynamic Earth Pressure Forces

The interdependence between wall deformations and the forces acting on
the wall has been extended to problems involving dynamic earth pressures in
tests on model retaining walls conducted at the University of Washington and
at research laboratories in Japan. The University of Washington studies
involved a series of static and dynamic tests using an instrumented model
retaining wall mounted on a shaking table, as described by Sherif, Ishibashi
and Lee (1982), Sherif and Fang (1984a), Sherif and Fang (1984b), and
Ishibashi and Fang (1987). The shaking table used in this testing program is
capable of applying a harmonic motion of constant amplitude to the base of the
wall and the backfill. In each of the tests, the wall was constrained either
to translate without rotatrion, to rotate about either the base or the top of
the wall, or some combination of translation and rotation. During the cnurse
of the dynamic earrh pressure tests, the wall was moved away from the backfill
in a prescribed manner while the base was vibrated. Movement of the wall con-
tinued until active dynamic earth pressures acted along the back of the wall.
Static tests were also carried out for comparison.

The active state during the dynamic tests occurred at almost the same
wall displacement as in the static tests, at a value of wall rotation equal to
0.001 for the static and dynamic test results that are shown in Figure 2.5 on
dense Ottawa sand. This was also the finding i{n a similar program of testing
using a model wall retaining dense sand, as r..ported by Ichihara and Matsuzawa
(1973) and shown in Figure 2.6, The magnitude of these wall movements are in
general agreement with those measured in the MIT testing program shown in
Figure 2.4 and those values reported in Table 1.

There has been relatively little experimental investigation of the

dynamic passive case, however, the available results indicate that consider-
able wall movements are required to reach the full passive condition.
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dynamic horizontal earth pressures

The Table 1 values are used as rough guidance throughout this report,
pending the results from additional research into the relationships between
dynamic earth pressures and wall displacements.

2.3 Comments on Analyses for Various Cases

The greatest part of this report is devoted to the evaluation of static
and dynamic earth and water pressures against walls, and the use of these
pressures in the analysis of the equilibrium of such walls. Such analyses are
presented and discussed in Chapters 6, 7, and 8. The examples and discussion
generally presume uniform and cohesionless backfills.

The soil strength parameters used in the analysis must be consistent
with the displacements. Large displacements, or an accumulation of smaller
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displacements tend to support the use of residual strength parameters, as
compared to peak values. Wall displacements must also be considered when
assigning the foundation to structure interface strength parameters,

There are two potentially important situations that are not discussed or
illustrated in detail in this manual. A brief treatment of these cases
appears in the following subsections.

2.3.1 Analysis of Failure Surfaces Passing below Wall

This situation may be a problem if soils of low strength exist below a
wall, either because the before-earthquake strength of this material is small
or because the strength of the soil decreases as a result of earthquake
shaking.

Such cases may be studied using principles from the analysis of slope
stability (e.g. Edris and Wright 1987). Figure 2.7 shows again the diagram
from Figure 2.1, and indicates the inertia forces that must be considered in
addition to the static forces. Evaluation of suitable strength may require
careful consideration. Appropriate excess pore pressures should be applied
where the failure surface passes through cohesionless soils; see Seed and
Harder (1990), Marcuson, Hynes, and Franklin (1990). With cohesive soils, the
possibility of degradation of strength by cyclic straining should be
considered. A safety factor ranging from 1.1 to 1.2 is considered satis-
factory: provided that reasonable conservative strengths and seismic
coefficients have been assigned. With a smaller safety factor, permanent
displacements may be estimated using the Makdisi-Seed procedure (Makdisi and
Seed 1979) or the Sarma-Ambraseys procedure (Hynes-Griffin and Franklin 1984).

2.3.2 Analysis of Post-Seismic Condition

There are four circumstances that may cause the safety of a retaining
structure to be less following an earthquake than prior to the earthquake.

1. Persistent excess pore pressures on the landside of the wall. Any
such buildup may be evaluated using procedures described in Seed and Harder
(1990) and Marcuson, Hynes, and Franklin (1990). The period of time during
which such excess pressures will persist can be estimated using appropriate
consolidation theory.
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2. Residual earth pressures as a result of seismic straining. There is
evidence that such residual pressures may reach those associated with the
at-rest condition (see Whitman 1990).

3. Reduction in strength of backfill (or soils beuneath or outside of
toe of wall) as a result of earthquake shaking. In the extreme case, only the
residual strength (see the National Research Council 1985; Seed 1987; Seed and
Harder 1990; Marcuson, Hynes, and Franklin 1990; Poulos, Castro, and France
1985; and Stark and Mesri 1992) may be available in some soils. Residual
strengths may be treated as cohesive shear strengths for evaluation of corre-
sponding earth pressures.

4, Lowering of water level on waterside of wall during the falling
water phase of a tsunami. Estimates of possible water level decrease during
tsunamis require expert input.

The possibility that each of these situations may occur must be considered,
and where appropriate the adjusted earth and fluid pressures must be
introduced into an analysis of static equilibrium of the wall. Safety factors
somevhat less than those for the usual static case are normally considered
appropriate.
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CHAPTER 3 STATIC EARTH PRESSURES - YIELDING BACKFILLS
3.1 Introduction

Methods for evaluating static earth pressures are essential for design.
They also form the basis for simplified methods for determining dynamic earth
pressures associated with earthquakes. This chapter describes analytical
procedures for computing earth pressures for earth retaining structures with
static loadings. Three methods are described: the classical earth pressure
theories of Rankine and Coulomb and the results of logarithmic spiral failure
surface analyses. The three failure mechanisms are illustrated in Figure 3.1.

The Rankine theory of active and passive earth pressures (Rankine 1857
determines the state of stress within a semi-infinite (soil) mass that,
because of expansion or compression of the (soil) mass, is transformed from an
elastic state to a state of plastic equilibrium, The orientation of the
linear slip lines within the (soil mass) are also determined in the analysis.
The shear stress at failure within the soil is defined by a Mohr-Coulomb shear
strength relationship. The resulting failure surfaces within the soil mass
and the corresponding Rankine active and passive earth pressures are shown in
Figure 3.1 for a cohesionless soil,

The wedge theory, as developed by Coulomb (1776), looks at the equili-
brium of forces acting upon: a soil wedge without regard to the state of stress
within the soil mass. This wedge theory assumes a linear slip plane within
the backfill and the full mobilization of the shear strength of the soil along
this plane. Interface friction between the wall and the backfill may be con-
sidered in the analysis.

Numerous authors have developed relationships for active and passive
earth pressure coefficients based upon an assumption of a logarithmic failure
surface, as illustrated in Figure 3.1. One of the most commonly used sets of
coefficients was tabulated by Caquot and Kerisel (1948). Representative K,
and Kp values from that effort are illustrated in Table 3 and discussed in
Section 3.5. NAVFAC developed nomographs from the Caquot and Keriuel efforts,
and are also included in this chapter (Figures 3.11 and 3.12).

Rankine’s theory, Coulomb’s wedge theory, and the logarithmic spiral
procedure result in similar values for active and passive thrust when the
interface friction between the wall and the backfill is equal to zero. For
interface friction angles greater than zero, the wedge method and the loga-
rithmic spiral procedure result in nearly the same values for active thrust,
The logarithmic spiral procedure results in accurate values for passive thrust
for all values of interface friction between the wall and the backfill. The
accuracy of the passive thrust values computed using the wedge method
diminishes with increasing values of interface friction because the boundary
of the failure block becomes increasingly curved,

This procedure is {llustrated in example 1 at the end of this chapter.
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3.2 Rankine Theory

The Rankine theory of active and passive earth pressures is the simplest
of the earth pressure theories. It is assumed that the vertical stress at any
depth is equal to the depth times the unit weight of the overlying soil plus
any surcharge on the surface of the ground. Horizontal stresses are then
found assuming that shear resistance is fully mobilized within the soil. The
forces and stresses corresponding to these two limiting states are shown in
Figure 3.2 for a vertical retaining wall of height H. The effects of sur-
charge and groundwater pressures may be incorporated into the theory.

The backfill in Figure 3.2 is categorized as one of three types, accord-
ing to the strength parameters assigned for the soil: frictional (¢ - 0, ¢ >
0), cohesive (¢ = §,, ¢ = 0) or a combination of the two (¢ > 0, ¢ > 0). Both
effective and total stress methods are used in stability analyses of earth
retaining structures. In an effective stress analysis the Mohr-Coulomb shear
strength relationship defines the ultimate shearing resistance, r,, of the
backfill as

Teg=cC + aﬁ tang (L)

where ¢ is the effective cohesion, o,” is the effective normal stress on the

failure plane, and ¢ is the effactive angle of internal friction. The effec-
tive stress, o', is equal to the difference between the total stress, ¢, and
the pore water pressure, u.

(2)

g =g - U

The effective stress is the portion of total stress that is carried by the
soil skeleton. The internal pore water pressures, as governed by seepage
conditions, are considered explicitly in the effective stress analysis. For
the total stress methods of analysis, the strength of the soil is equal to the
undrained strength of the soil, §,.

=S (3)

The internal pore water pressures are not considered explicitly in the total
stress analysis, but the effects of the pore water are reflected in the value
of §,.

3.2.1 Rankine Theory - Active Earth Pressures - Cohesionless Soils

Active earth pressures result when the wali movements away from the
backfill are sufficient to mobilize fully the shearing resistance within the
soil mass behind the wall.

If the soil is frictional and dry, the horizental effective stress at
any depth is obtained from the vertical effective stress, yZ, using the active
coefficient K,:
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If there are zero shear stresses on vertical and horizontal planes, the
Rankine active earth pressure coefficient, K,, is equal to

K, = tan®(45 - ¢/2). (5)

The variation in the active earth pressure is linear with z, as shown in
Figure 3.2 (a). A planar slip surface extends upwards from the heel of the
wall through the backfill, inclined at an angle a, from horizontal. For fric-
tivnal backfills, a, is equal to

ap = 45 + /2. (6)

P, is the resultant force of tha o, distribution and is equal to

acting normal to the back of the wall at one-third H above the heel of wall.
In these expressions, vy is the dry unit weight.

If the soil is saturated with water table at the surface, the foregoing
equations still apply but vy is replaced by y,, the buoyant unit weight.
Equations 4 and 7 give the effective stresses and the active thrust from the
mineral skeleton, and water pressures must be added.

The Rankine active earth pressure coefficient for a dry frictional back-
fill inclined at an angle # from horizcuiital is determined by computing the
resultant forces acting on vertical plaues within an infinite slope verging on
instability, as described by Terzaghi (1943) and Taylor (1948). K, is equal
to

K, = cosf cosp - \E_oszﬂ - cos?p (8)
cosf + Jcos?f - cos?p

with the limitation that 8 is less than or equal to ¢. Equation 4 still
applies but is inclined at the backfill slope angle 8, as shown in Figure 3.3.
The distribution of o, is linear with depth along the back of the wall. Thus,
there are shear stresses on vertical (and hence horizontal) planes. P, is
computed using Equation 7. It is inclined at an angle B from the normal to
the back of the wall, and acts at one-third H above the heel of the wall.

3.2.2 Rankine Theory - Active Earth Pressures - Cohesive Soils -
General Case

For the cases shown in Figure 3.2 (b) and (c¢), the active earth pres-
sure, o,, normal to the back of the wall at depth z is equal to
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o, = 72K, - ZCJR;‘ (9

The P, and a, relationships for backfills whose strengths are defined using S,
or an effective cohesion and effective angle of internal friction are given in

the figure.

According to Equation 9, tensile stresses develop to a depth Z, at the
top of the backfill to wall interface in a backfill whose shear strength is
either fully or partially attributed to the cohesion or undrained strength. A
gap may form within this region over time. During rainstorms, these gaps will
£ill with water, resulting in hydrostatic water pressures along the back of
the wall to depth Z,. Tensile stresses are set equal to zero over the depth
Z, when applying this theory to long term wall designs because c' goes to zero
with time for clayey soils due to changes in water content. For clayey back-
fills, retaining walls are designed using Terzaghi and Peck's (1967) equiva-
lent fluid pressure values rather than active earth pressures because earth
pressure theories do not account for the effects of creep in clayey backfills
(Clough and Duncan 1991).

3.2.3 Rankine Theory - Passive Earth Pressures

The derivation of the Rankine theory of passive earth pressures follows
the same steps as were used in the derivation of the active earth pressure
relationships. The forces and stresses corresponding to this limiting state
are shown in Figure 3.2 (d), (e), and (f) for a vertical wall retaining the
three types of soil backfill. The effects of surcharge and groundwater
pressures are not included in this figure. To develop passive earth
pressures, the wall moves towards the backfill, with the resulting
displacements sufficient to fully mobilize the shear resistance within the
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soil mass (Section 2.2.1). The passive earth pressure, gp, normal to the
back of the wall at depth z is equal to

op = 12K + 2¢/Kp° (10)

and the Rankine passive earth pressure coefficient, Kp, for level backfill is
equal to

Kp = tan?(45 + ¢/2). (11)

A planar slip surface extends upwards from the heel of the wall through tho
backfill and is inclined at an angle ap from horizontal, where ap is equal to

ap = 45 - $/2. (12)

Pp is the resultant force of the o, distribution and is equal to

Pp = Kp 5 7.H? (13)

for dry frictional backfills and is normal to the back of the wall at one-
third H above the heel of the wall., The P and ap relationships for back-
fills whose strengths are defined using S, or an effective cohesion and
effective angle of internal friction are given in Figure 3.2.

This procedure is illustrated in example 2 at the end of this chapter.

Kp for a frictional backfill inclined at an angle g from horizontal is
equal to

cosf + Jégf?ﬂ - cos?¢ (14)

cosB - ycos?f - cos?¢

Kp = cosf

with the limitation that 8 is less than or equal to ¢. Pp is computed using
Equation 13. It is inclined at an angle S from the normal to the back of the
vertical wall, and acts at one-third H above the back of the wall as shown in
Figure 3.3, With ¢ = 0, o, from Equation 10 becomes

Up - ‘7LZKP' (15)

The distribution of o, is linear with depth along the back of the wall and is
inclined at the backfill slope angle 8, as shown in Figure 3.3.
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3.3 Coulomb Theory

The Coulomb theory of active and passive earth pressures looks at the
equilibrium of the forces acting on a soil wedge, assuming that the wall move-
ments are sufficient to fully mobilize the shear resistance along a planar
surface that extends from the heel of the wall into the backfill as shown in
Figure 3.4, Coulomb’'s wedge theory allows for shear stresses along the wall
to backfill interface. The forces corresponding to the active and passive
states of stress are shown in Figure 3.4 for a wall with a face inclined at
angle +§ from vertical, retaining a frictional backfill inclined at angle +8.
The effects of surcharge and groundwater pressures are not included in this
figure,

3.3.1 Coulomb Theory - Active Earth Pressures

In the active case the wall movements away from the backfill are suffi-
cient to fully mobilize the shear resistance within a soil wedge. Coulomb's
theory assumes that the presence of the wall introduces shearing stress along
the interface, due to the downward movement of the backfill along the back of
the wall as the wall moves away from the backfill. The active earth pressure
force P, is computed using Equation 7 and is oriented at an angle § to the
normal along the back of the wall at a height equal to H/3 above the heel, as
shown in Figure 3.4. The shear component of P, acts upward on the soil wedge
due to the downward movement of the soil wedge along the face of the wall. K,
is equal to

K, = cos?(¢ - 0)

]
sin(¢ + 3) sin(® - BJ
cos?® coa (0 + 8) [1 + Jrcos(a +0) cos(p -0

(16)

for frictional backfills. The active earth pressure, o,, along the back of
the wall at depth z is computed using Equation 4 and oriented at an angle 5§ to
the normal along the back of the wall. The variation in o, is assumed linear
with depth for a dry backfill, as shown in Figure 3.4.

The planar» slip surface extends upwards from the heel of the wall
through the backfill and is inclined at an angle a, from horizontal. a, is
equal to

a, =¢ «+ tan-!

Cz

|-tan(s - p) + cl} (17)

c, =/[tan(¢ - B)][tan(d - B) + cot(s - 8)][1 + tan(é + 8)cot(d - 4))

c, =1 +[[tan(s + 8)] + [tan(s - B) + cot(s - 8)]].
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One widely quoted reference for effective angles of friction along
interfaces between various types of materials, §, is Table 2. Potyondy (1961)

and Peterson et. al, (1976) also provide recommendations for § values from
static dlrect shear test results,

This procedure is illustrated in example 3 at the end of this chapter.
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3.3.2 Coulomb Active Pressures - Hydrostatic Water Table Within Backfill and
Surcharge

The distribution of Coulomb active earth pressures for a partially sub-
merged wal)l retaining a frictional backfill and supporting a uniform sur-
charge, q, is shown in Figure 3.5. With a hydrostatic water table at height
H, above the base of the wall, the resulting pressures acting along the back
of the wall are equal to the sum of (1) the thrust of the soil skeleton as a
result of its unit weight, (2) the thrust of the soil skeleton as a result of
the surcharge, q, and (3) the thrust of the pore water. The effective weight
of the backfill, o',,, above the water table 1s equal to

O = Te°2 (18)
and below the water table, o', is equal to
Ohy = 1o (H-H,) + ¥ [z - (H-H)]. (19)

where v’ is the effective unit weight at depth z. For hydrostatic pore water
pressures, y' is equal to the buoyant unit weight, «,.
The buoyant unit weight, 7,, is equal to

'Yb = ‘Yt, ~ Tw: (20)

o, 1s equal to the sum of the thrust of the soil skeleton as a result of its

unit weight and the thrust of the soil skeleton as a result of the surcharge,

o, = (af,t + q) K, (21)

and is inclined at an angle § from the normal to the back of the wall. K, is
computed using Equation 16 for a level backfill (8 = 0) and a vertical wall
face (§ = 0). The hydrostatic water pressures are equal to

U=y (z - (H- 1] (22)

and is normal to the back of the wall. The total thrust on the wall, P, is
equal to the sum of the equivalent forces for the three pressure distribu-
tions. Due to the shape of the three pressure distributions, its point of
action is higher up the back of the wall than one-third H above the heel. The
orientation of the failure surface is not affected by the hydrostatic water
pressures and is calculated using Equation 17.
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Table 2. Ultimate Friction Factors for Dissimilar Materials

Friction Friction
Interface Materials inzoz' a:z;:;eﬁ
Hass concracte on the following foundation matarials:
Clean sound rock-........................¢...,.... 0'70 35
Clean gravel, gravel-sand mixtures, coarse sand... | 0.55 to 0.60 | 29 to 3l
Clean fine to medium sand, silty medium to coarse
sand, silty or clayey graveleeceesesccccccsscccee | 0s45 to 0,55 24 to 29
c : dium '
eARe vt e 00 ey Hhne o et (0035 o 0.t | 15 €0 26
Fine sandy silt, nonplastic Si{lte.eeecscecocsssves | 0.30 to 0.35 17 o 19
Very sciff and hard residual or preconsolidated
clay.QQ.'.....OO!..b........l.......ll.'.......l 0.“0 to 0.50 22 co 26
Medium stiif and sciff clay and silty clay.eeeseoe | 030 to 0.35 | 17 to 19
(Masonry on foundation materials has same friction
lactors.)
Steel sheet ;iles against che following sotls:
Clean gravel, gravel-sand mixcures, well-graded
rock fill with spalls..o...................--... 0.40 22
ican sand, silty sand-gravel mixture, single size
hard rock filloaocoooo.'oo-o.oooc-noo»oconoaoooo 0'30 17
Silty saund, gravel or sand mixed with silt or clay 0.25 14
Fine Sﬂndy SLL:. nouplastlc S{lCiccecnesaccasccnve 0.20 11
Formed concrete or concrete sheet piling against the
following soils:
Clean gravel, gravei-sand mixture, well-graded
tock £411 wich sp‘lls.ooooooonoooo-.oo-o.ncoao-o C.40 to 0.50 22 to 26
Clean sand, silty sand-gravel mixture, single size
hard rock filll.l.li'!............n..0.0.0.!-". 0.30 to 0.40 17 to 22
Silrty sand, gravel or sand mixed with silt or clay 0.30 17
Flne sandy silt, nonplastic Silteeececscocoscocans 0.25 14
Various structural materials:
Hasonry on masonry, igneous and metamorphic rocks:
Dressed soft rock on dressed SOff rocCKe.ceesssen 0.70 as
Dressed hard rock on dressed $0ft roCKeseoossoss 0.65 33
Dressed hard rock on dressed hard tocKeeseoscoss 0.55 29
Hasonry on wood (CrOSS GCAIN)evereccccccoscncosnses .50 26
Steel on steel at sheet pile {nterlockS.eeeeeocess 0.30 17
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Figure 3.5 Coulomb active earth pressures for a partially submerged
backfill and a uniform surcharge

The equation for o, of a soil whose shear strength is defined in terms
of the effective strength parameters c and ¢ would be equal to

g, = (a:n + q)ol(A - 2c~/K;— (23)

and inclined at an angle § from the normal to the back of the wall.
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3.3.3 Coulomb Active Pressures - Steady ‘tate Seepage Within Backfill

This section summarizes the equations for determin’ng the Coulomb active
earth pressure forces and pr.re water pressures acting on the back of a wall
retaining a drained backfill that is subjected to steady state flow, Fig-
ure 3.6 shows a wall with a vertical face retaining a lev.l backfill, support-
ing a uniform surcharge load, q, and subjectad to a constant water infiltra-
tion. The wall has a drainage system consisting of a gravel drain below the
send backfill, with weep holes through the wall, Steady state tlow may
develop during a rainstorm of suffircient intensity and duration. The result-
ing flownet iz shown in Figure 3.6, consisting of vertical flow lines and
horizontal equipotential lines, assuming the drain has sufficient permeability
and thickness to he free draining (i.e. with zero pressure head within the
drain). Adjacent to the back of the wall, the flow net has five head drops.
With the datum at the base of the wall, the total head at the top of the back-
fill is equal to the height of the wall, H, and a total head is equal to zero
at the weep holes. The drop in total head between each of the five eguipoten-
tial lines is equal to H/5. Neglecting the velocity head, the total head, h,
is equal to

h=h, +h, (24)

where h, is the elevation head, and h;, is the pressure head equal to

by« 2. (25)

With the total head equal to the elevation head for each of the equipotential
lines, hp and the pore water pressure, u, are equal to zero. The seepage
gradient, i, at any point in the backfill is equal to

= Ah 26
1= (26)

where ah is the change in total head and al the length of the flow
path over which the incremental head drop occurs. With horizontal
equipotential lines, the flow is vertical and directed downward (iy, = +i).
For steady state seepage conditions, the effective unit weight is equal to

'Y’ =7bi7w.iy' (27)

The seepage force is added to the buoyant unit weight when flow is downward
and subtracted with upward flow., For the example shown in Figure 3.6 with i
equal to positive unity and directed downward, y' is equal to the total unit
weight, v,. The effective weight of the backfill, ¢',., is equal to

/

4
O =Yz = (1, +7,) *2=7 2 \28)

An alternative procedure for calculating o'y, is using the total overburden
pressure, og,,, and pore water pressures, u. By Equation 7, we see that with
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Figure 3.6 Coulomb active earth pressures for a backfill
subjected to steady state flow
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the pore water pressure equal to zero, this procedure also r¢ ults in the
Equation 28 velationship (y' = 7).

The resulting pressures acting along the back of the wall are equal to
the sum of (1) the thrust of the soil skeleton as a resulfr [ its unit weight
and (2) the thrust of the soil skeleton as a result of the surcharge. The
pore water pressure acting on the wall is equal to zero, with horizontal equi-
potential lines and the total head equal to the elevation head within the
drained backfill. 1In this case, the effective weight is equal to the total
weight. o, is computed using Equation 21, inclined at an angle § from the
normal to the back of the wall and equal to the sum of the pressures shown in
Figure 3.6. K, is computed using Equation 16, and a, is computed using Equa-
tion 17. Downward vertical steady state seepage in a backfill results in
nearly the same earth pressures as are computed in the case of a dry backfill.

In backfills where there is a lateral component to the seepage force or
the gradients vary throughout the backfill, the trial wedge procedure, in
conjunction with a flow net, must be used to compute P, and a,. Spacial vari-
ations in u with constant elevation will alter the location of the critical
slip surface from the value given in Equation 17. The trial wedge procedure
is also required to find the values for P, and a, when point loads or loads of
finite width are placed on top of the backfill. An example using the trial
wedge procedure for a retaining wall similar to that shown in Figure 3.6 but
with a vertical drain along the back of the wall is described in Section 3.4,

3.3.4 Coulomb Theory - Passive Earth Pressures

The forces and stresses corresponding to the passive states of stress
are shown in Figure 3.4 for a wall with a face inclined at angle +§ from ver-
tical, and retaining a frictional backfill inclined at angle +B8. The effects
of surcharge and groundwater pressures are not included in this figure. To
develop passive earth pressures, the wall moves towards the backfill, with the
resulting displacements sufficient tc mobilize fully the shear resistance
along the linear slip plane. Coulomb’s theory allows for a shear force along
the back of the walls that is due to the upward movement of the backfill as
the wall moves towards the backfill. The passive earth pressure force Pp is
computed using Equation 13 and orienced at an angle § to the normal along the
back of the wall at a height equal to H/3 above the heel of the wall, as shown
in Figure 3.4. The shear component of Pp acts downward on the soil wedge due
to the upward movement of the soil wedge along the face of the wall. This is
the reverse of the situation for the shear component of P,. Kp is equal to

. cos?(¢ + 6)
P sin($ + 3) sin(® + PJ ’ e
2 - .
cos?0 cos (8 - 0) [1 J cos(8 - 8) cos(p - 0)

for frictional backfills. The passive earth pressure, o,, along the back of
the wall at depth z is computed using Equation 15 and oriented at an angle §
to the normal along the back of the wall. The variation in o, is assumed
linear with depth for a dry backfill, as shown in Figure 3.4, The planar slip
surface extends upwards from the heel of the wall through the backfill and is
inclined at an angle ap from horizontal. ap is equal to
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[tan(¢ + B) + c3] (30)
Ty ]

ap » -¢ + tan?

where

cy =V[tan(g + B)][tan(s + B) + cot(d + 8)][1 + tan(6 - f)cot(s + §)]

and

cy =1+ [[tan(& - 8)] + [tan(¢ + B) + cot(s + 0)]].

This procadure is illustrated in example 4 at the end of this chapter.
3.3.4.1 Accuracy of Coulomb's Theory for Passive Earth Pressure Coefficients

Equations 29 and 30 provide reasonable estimates for Kp; and the orienta-
tion of the slip plane, ap, so long as § is restricted to values wvhich are
less than ¢/2. Coulomb's relationship overestimates the value for Ky when §
is greater than ¢/2. The large shear componeut of Pp introduces significant
curvature in the failure surface. The Coulomb procedure, however, restricts
the theoretical slip surface to a plane. When § is greater than ¢/2, the
value for Kp must be computed using a method of analysis which uses a curved
failure surface to obtained valid values. Section 3.5 presents a graphical
tabulation of Kp values obtained by using a log spiral failure surface. Fig-
ures 3.7 and 3.8 show the variation in the values for Kp with friction angle,
computed using Coulomb’s equation for K, based on a planer failure surface
versus a log spiral failure surface analysis.

3.4 Earth Pressures Computed Using the Trial Wedge Procedure

The trial wedge procedure of analysis 1s used to calculate the earth
pressure forces acting on walls when the backfill supports point loads or
lvads of finite width or when there is seepage within the backfill. The pro-
cedure ‘nvolves the solution of the equations of equilibrium for a series of
trial wedges within the backfill for the resulting earth pressure force cn the
back of the wall. When applying this procedure o active earth pressure prob-
lems, the shear strength along the trial slip piane is assumed to be fully
mobilized. The active earth pressure force is equal to the largest value for
the earth pressure force acting on the wall obtained from the series of trial
wedge solutions. The steps involved in the trial wedge procedure are
described using the retaining wall problem shown in Figuie 2.9, a problem
originally solved by Terzaghi (1943) and described by Lambe and Whitman
(1969). A 20 feet high wall retains a saturated sand backfill with ¢ equal to
30 degrees and § equal to 30 degrees. The backfill is drained by a vertical
gravel drain along the back of the wall, with weep holes along its base. In
this problem, a heavy rainfall is presumed to have resulted in uteady state
seepage within the backfill. The solution for the active earth pressure force
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on the back of the wall using the trial wedge procedure, is outlined in the
following eight steps.

(1) Determine the variation in pore water pressures within the backfill, In
this example the flow net for steady state seepage is constructed graphically
and is shown in Figure 3.9.

(2) Assume an inclination for the trial slip surface, a, defining the soil
wedge to be analyzed.

(3) Assume sufficient displacement so the shear strength of the sand is fully
mobilized along the plane of slip, resulting in active earth pressures. For
this condition, the shear force, T, required for equilibrium along the base of
the soil wedge is equal to the ultimate shear strength force along the slip
surface.

T=N tang (31)

(4) Calculate the total weight of the soil within the trial wedge, W.

(5) Calculate the variation in pore water pressure along the trial slip sur-
face. Using the flow net, the pore water pressure is computed at a point by
first solving for h,, using Equation 24, and then computing u using

Equation 25. An example of the distribution in u along the trial slip
surface for a = 45 degrees is shown in Figure 3.9.

(6) Calculate the pore water pressure force , Ug.ic-a» acting normal to the
trial slip surface, inclined at angle a to the horizontal. Ugiaic-oa 15 the
resultant of the pore water pressures calculated in step (5).

(7) Analyze the trial wedge for the corresponding effective earth pressure
force, P, acting at an angle § = 30 degrees to the normal to the back of the
wall. Using the equations of equilibrium (}F, = O and ZF, = 0), the resulting
equation for the unknown force P is equal to

(W - Ugparicacosa) tan(a - @) + Ugiaricoa sina. (32)

P Sind tan(a —4) + cost

Note that because of che presence of the free flowing drain along the back of
the wall in which the total head equals the elevaticn head, the pore water
pressures are equal to zero along the back of the wall.

(8) Repeat steps 2 through 7 for other trial slip surfaces until the largest
value for P is computed, as shown in Figure 3.9. The slip surface that maxi-
mizes the value for P corresponds to the critical slip surface, a, = a and

Py = P. In this case, a, = 45 degrees, and P, = 10,200 pounds per foot of
wall and acts at § = 30 degrees from the normal to the back of the wall.

Hydrostatic Water Pressures:
Consider the possibility is that the drain shown in Figure 3.9 does not

function as intended and hydrostatic pore water pressuras develop along the
back of the wall as shown in Figure 3.10. For each slip surface analyzed
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using the trial wedge method the erfective forca P, acting at angle § to the
normal for the wall, is given in section A.2 of Appendix A as
[ W - Upario-aCOSa Jtan( a - ¢/ ) (A-21)

P
cosé + sinftan( a - ¢' )

The hydrostatic water pressure forces acting normal to the slip surface and
normal tc the back of the wall are Ugp.eic-a 8NA Ugpaeic, respectively, and are
computed following the procedures described in section A.2.1 and A.2,2 of
Appendix A. Otherwise, the solution of the trial wedge analysis to compute
the active earth pressure force follows the same elght steps described
previously,

Using the trial wedge procedure for the problem shown in Figure 3.10,
the wedge that maximizes the value for P corresponds to the critical slip
surface, a, = 54.34 degrees, and P, = 4,113 pounds per foot of wall which acts
at § = 30 degrees from the normal to the back of the wall. Altliough P, for
the ineffective drain case (Figure 3.10) is 6,087 pounds per foot less than
for the effective drain case (Figure 3,9), the total horizontal design load
for the ineffective drain is larger by 7,208 pounds per foot of wall compared
to the effective drain case due to the contribution of the water pressure
force (Ugpaeie = 12,480 pounds per foot of wall).

A closed form solution exists for this example, as P, may be calculated
using Equation 7, with K, computed using the Coulomb Equation 1€. The corre-
sponding critical slip surface a, is given in Equation 17,

3.5 Active and Passive Earth Pressure Coefficients from Log Spiral Procedure

A logarithmic spiral failure surface may be used to determine the active
and passive pressures against retaining structures when interface friction
acts along the back of the wall.

Values for the active and passive earth pressure coefficients are
presented in Figures 3.1l and 3.12 and Table 3. Figure 3.11 provides values
for K, and Kp for walls with inclined faces retaining horizontal backfills.
Figure 3.12 provides values for K, and Kp for walls with vertical faces
retaining horizontal or inclined backfills. These figures and Table 3 were
assembled from tables of K, and Kp values given in Caquot and Kerisel (1948).
Kerisel and Absi (1990) have also assembled tables of K, and Kp values based
on a log-spiral failure surface. The sign convention for the angles are shown
in the insert figures in Figures 3.11 and 3.12. Note that the sign convention
for § is determined by the orientation of the shear stress acting on the wedge
of the soil. 6 is positive when the shear is acting upward on the soil wedge,
the usual case for active pressures, and negative if the shear acts downward
on the soil mass, the usual case for passive pressures. The values for K, and
Kp from these figures and this table are accurate for all values of § less
than or equal to ¢.

These procedures are illustrated in examples 5 and 6 at the end of this
chapter.
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3.6 Surface Loadings

There are three approaches used to approximate the additional lateral
earth pressures on walls due to surface loadings; (1) the wedge method of
analysis, (2) elastic solutions, and (3) finite element analyses.

Trial wedge analyses, as described in Section 3.4, may be performed to
account for uniform and irregular surface load distributions for those walls
whose movements satisfy the criteria listed in Table 1. The wedge analysis
described in Section 3,4 is modified by including that portion of the surface
loading between the back of the wall and the intersection of the trial slip
surface and the backfill surface in the force equilibrium calculation for each
wedge analyzed, The resulting relationship for a vertical wall retaining a
partially submerged backfill (for a hydrostatic water table) is given in
section A.2.8 of Appendix A. The difficult part of the problem is to deter-
mine the point of action of this force along the back of the wall. The point
of action of the resulting earth pressure force for an infinitely long line
load parallel to the wall may be computed using the simplified procedure de-
scribed in Article 31 of Terzaghi and Peck (1967).

Elastic solutions of the type shown in Figure 3.13 can be used to calcu-
late the Increase in the norizontal earth pressure, o, using either a solu-
tion for a point load, a line load or a strip load acting on the surface of an
elastic mass, i.e. the soil backfill., Most applications of elastic solutions
for surface loadings to earth retaining structures assume the wall to be un-
yielding (i.e. zero movement horizontally) and zero shear stress induced along
the soil to wall interface (Clough and Duncan 1991). To account for the zero
wall movements along the soil to wall interface, the computed value for o,
using elastic theory is doubled. This is equivalent to applying an imaginary
load of equal magnitude equidistant from the soil to wall interface so as to
cancel the deflections at the interface as shown in Figure 3.14. Experiments
by Spangler (1938) and Terzaghi (1954) have vilidated this procedure of
doubling the o, values computed using the Boussinesq solution for point loads.

The finite element method of analysis has been applied to a variety of
earth retaining structures and used to calculate stresses and movements for
problems involving a wide variety of boundary and loading conditions. Some
key aspects of the application of the finite element method in the analysis of
U-frame locks, gravity walls, and basement walls are summarized in Ebeling

(1990).
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CHAPTER 3 - EXAMPLES

Contents

Example Problems 1 through 6.

Commentary

The following examples illustrate the procedures
described in Chapter 3. The results of the computa-
tions shown are rounded for ease of checking calcula-
tions and not to the appropriate number of significant
figures. Additionally, the values assigned to vari-
ables in thess problems were selected for ease of
computations.




Example No. 1 Reference Section: 3.2.1

For a wall of height H = 20 ft retaining a dry level cohesionless backfill
with ¢’ = 30 degrees and § = 0 degrees, compute K,, a,, and P,.

AMNCNE
//2nmnmu
I 4 K
/ ORY COMESIOMLESS
BAQKFLL

4
’ Y, - 120 pet
4 ". ”l

K, = tan?(45° - 30¢/2) (by eq 5)

Ky ~ 1/3
- 1.1 )2 b 7
By = 3°+ (120 pef) (20 ft) (by eq 7)

P, = 8,000 1b per ft of wall

a, = 45° + 30°/2 (by eq 6)

a, = 6U° from the horizontal

hPA - H/3 - 6.67 ft




Example No. 2 Refarence Section: 3.2.2

For a wall of height H = 20 ft retaining a dry level cohesionless backfill
with ¢’ = 30 degrees and § = 0 degrees, compute Kp, ap, and Pp.

MVEVENTS RANRWE
————— /;ASSIIE [ LI~ 3
L] ] P

. -.‘ " 7, ¢ 120 gt o
N N " - 30.

X, = tan?(45° + 30°/2) (by eq 11)
Kp - 3.0

Pp=3.0 - ,}(120 pef) (207)2 (by eq 13)

Pp = 72,000 1b per ft of wall

ap = 45° - 30°/2 (by eq 12)

ap = 30° from the horizontal

hep = H/3 = 6.67 ft




Example No. 3 Reference Section: 3.3.1

For a wall of height H = 20' retaining a dry cohesionless backfill wi*h
¢’ = 30 degrees, § = 3 degrees, 8 = 6 degrees, and § = O degrees, compute K,,

@), and P,.
‘._wAsums‘ 8- L —
K, = cos?(30-0)
2 (by eq 16)
2 sin{3n+3J8in(30-6)
cos? (0) cos(0+341 +1/ co;?3+3;cos£290)
Ky = 0.3465
P, = 0.3465-%(120 pef) (207 ) (by eq 7)
P, = 8316 1b per ft of wall
cy = J[tan(30«6)][tan(30—6) + cot(30)] [1 + tan(3)cot(30)]
c = 1.0283
c,=1+[{tan(3)] « [tan(30-6) + cot(30)]]
cy = 1.11411
- . _4[—tan(30 - 6) +1.0283 (by eq 17)
@ = 30+ tan T TI4TT
ap, = 57.6° from the horizontal
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Example No., 4

Reference Section: J3.3.4

For a wall of helght H = 20 ft retaining a dry cohesionless backfill with ¢’ =
JO degrees, § = 3 degrees, § = 6 degrees, and § = O degrees, compute Kp, ap,

and Pp.
MVLVENTS g-s* -z
[ BN ‘,."' ¥, = 120 pet
o deee I
. .t v TN conous
Q . L PASSNE
. . a3 R WEDGE
x
K. = cos? (30+0)
) BIR(30F3) BIn(3076T ] (by eq 29)
2 - - .
cos?(0)cos (3 O)P co5 (3-0) cos(6-0) }
Kp b 4.01“’6
P, = 4.0196 » }Z(lzo pef) (207 )2 (by eq 13)
Pp = 96,470 1b per ft of wall
C, =/Ttan(30+6)] [tan(30+46) + cot(30)][1 + tan(3)cot(30)]
cy = 1.3959
c, =1 +[[tan(3)]) « [tan(30+6) + cot(30)]]
c, = 1.1288
. -1 [can(30+6) + 1.3959 (by eq 30)
Qp 30 + tan [ T 1788 ]
ap = 32.0° from the horizontal




Example No, 5 Ruference Section: 3.4

For the Example No. 3 problem of a wall retaining a dry cohesionless backfill
with ¢’ = 30 degrees, § = +3 degrees, B = +6 degrees, and § = 0 degrees,
compute K, using the log spiral procedure of Figure 3.12. Compare this value
with the K, value computed in Example No. 3 using che Coulomb relutionship.

6/¢ = +0.1 and B/é = +0.2
Ky, = 0.35 from Figure 3.12 with /4 = +0.2 and using the curve for § = ¢,

This value for K, agrees with che value computed using Coulomb’'s theory for
active earth pressures in Example No. 3 ( K, = 0.3465).




Example No. 6 Reference Section: 3.4

For the Ixample No. 4 problem of a wall retaining a dry coheslionless backfill
with ¢ = 30 degrees, § = -3 degrees", g = +6 degrees, and § = 0 degrees, com-
pute Kp. Compare this value with the Kp value computed in Example No. 4.

§/¢ = -0.1 and /¢ = +0.2
R (for §/¢ = -0.1) = 0.52 and Kp (for B/¢ = +0.2) = 8 from Figure 3,12

Kp (for 6§/¢ = -0.1) = [R (for 6/¢ = -0.1)] [Kp (for B/¢ = +0.2)]
- 0.52 - 8
- 4,16

The value for Kp is nearly the same as the value computed using Coulomb’s the-
ory for passive earth pressures in Example No. 4 (Kp = 4.0196) because § < ¢/2
(Section 3.3.4.1). The resultant force vector Pp acts in the same direction
as shown in the Example No. 4 figure.

* Note the difference in sign for § in the passive earth pressure solution

using the Figure 3.12 log spiral solution procedure compared to that used in
the Coulomb’s solution, with sign convention as shown in Figure 3.4.
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CHAPTER 4 DYNAMIC EARTH PRESSURES - YIELDING BACKFILLS
4,1 Introduction

Okabe (1926) and Mononobe and Matsuo (1929) extended Cculomb'’s theory of
static active and passive earth pressures to include the effects of dynamic
earth pressures on retaining walls. The Mononobe-Okabe theory incorporates
the effect of earthquakes through the use of a constant horizontal accelera-
tion in units of g, a, = ky,'g, And a constant vertical acceleration in units
of g, a, = ky'g, acting on the soil mass comprising Coulomb’s active wedge (or
passive wedge) within the backfill, as shown in Figure 4.1. The term k, is
the fraction of horizontal acceleration, k, is the fraction of vertical accel-
eration, and g is the acceleration of gravity (1.0 g = 32.174 ft/sec/sec =
980.665 cm/sec/sec). In Figure 4.1, positive a, values act downward, and pos-
itive a, values act to the left. The acceleration of the mass in the direc-
tions of positive horizontal and positive vertical accelerations results in
the inertial forces k,'W and k, W, as shown in Figure 4.1, where W is the
weight of the soil wedge. These inertial forces act opposite to the direction
in which the mass is accelerating. This type of analysis is described as a
pseudostatic method of analysis, where the effect of the earthquake is modeled
by an additional set of static forces, k,'W and k,'W.

The Mononobe-Okabe theory assumes that the wall movements are sufficient
to fully mobilize the shear resistance along the backfill wedge, as is the
case for Coulomb’s active and passive earth pressure theories. To develop the
dynamic active earth pressure force, P,z, the wall movements are away from the
backfill, and for the passive dynamic earth pressure force, Ppy, the wall
movements are towards the backfill. Dynamic tests on model retaining walls
indicate that the required movements to develop the dynamic active earth pres-
sure force are on the order of those movements required to develop ths static
active earth pressure force, as discussed in Section 2.2.2.

The Mononobe-Okabe theory gives the net static and dynamic force. For
positive ky > 0, Pyz is larger than the static P,, and Ppg is less than the
static Pp,

4.2 Dynamic Active Earth Pressure Force
The Mononobe-Okabe relationship for P,z for dry backfills, given by
Whitman and Christian (1990), is equal to

P = Kw-.;.[yt(l - k) K2 (33)

and acts at an angle § from the normal to the back of the wall of height H.
The dynawic active earth pressure coefficient, K,z, is equal to

55




.0
»

[}
i e———

Ground
Acceleration]

a, Mononobe-Okabe (active) wedge

Sllp Plane

0.. -l.

b.

Passive wedge

From EM 1110-2-2502

Figure 4.1 Driving and resisting seismic wedges, no saturation

56




cosi(¢ - ¥ - 0)

cosycos?d cos(yp + 4 + §) [1 * J 3:2: : $)+S:;‘(c¢os-(g - ?;

Kn-

5(34)

and the seismic inertia angle, ¥, is equal to

Y = t:z:m'l{(T__‘.{(_y}_"1 ] (35)

The seismic inertia angle represents tne angle through which the re-
sultant of the gravity force and the inertial forces is rotated from
vertical. In the case of a vertical wall (4 = 0) retaining a horizon-
tal backfill (8 = 0), Equation 34 simplifies to

Kg = cos?(¢ - ¥)

sin(¢ + 6) sin(¢ - ¥)
cosy cos(p + §) [1 M J cos(d + )

2 (36)

Figures 4.2 and 4.3 give charts from which values of K,z may be read
for certain combinations of parameters.

The planar slip surface extends upwards from the heel of the wall
through the backfill and is inclined at an angle a,; from horizontal.
aps is given by Zarrabi (1978) ic be equal to

[-tancs - v - p) + cpe (37)

app = ¢ - ¢ + tan?
[ CaaE

where

cie = [y[tan(d - ¢ - )] [tan(s - ¥ - B) + cot($ - ¢ - 6]

[1+ tan(é + ¢ + f)cot(d -y - 8)] 1

and

coaz = 1 +[[tan(s + p + )] « [tan(g -y - B) + cot(4 -y - )]]
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Figure 4.3 Variation in K,z cos § with k,, ¢, and 8
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Figures 4.4 and 4.5 give a,r as a function of ¥ for several values of ¢ for
vertical walls retaining level backfills,

A limited number of dynamic model retaining wall tests by Sherif and
Fang (1983) and Ichihara and Matsuzawa (1973) on dry sands show § to range
from ¢/2 to 2¢/3, depending upon the magnitude of acceleration.

These procedures are illustrated in examples 7 and 8 at the end of this
chapter,

The validity of the Mononobe-Okabe theory has beemn demonstrated by the
shaking table tests described in Section 2.2.1. These tests were conducted at
frequencies much less than the fundamental frequency of the backfill, so that
accelerations were essentially constant throughout the backfill. Figure 4.6
glves a comparison between predicted and measured wvalues of the seismic active
pressure ccefficient K,g.

An alternative method for determining the value of K,z using tabulated
earth pressures was developed by Dr. I. Arango in a personal communication, as
described by Seed and Whitman (1970). Dr. Arango recognized that by rotating
a soil wedge with a planar slip surface through the seismic inertia angle, the
resultant vector, representing vectorial sums of W, k, W and k, W, be~omes ver-
tical, and the dynamic problem becomes equivalent to the static problem, as
shown in Figure 4.7. The seismic active pressure force is given by

Pa = (Ka(8%,0°)+Fpg] e o [1o(1 - k) M2 (38)

ual height of the wall

Fpp = 80526 + ¥) (39)

cosy cos2d

Y is computed using Equation 35. Values of F,; are also given as a function
of Y and 4 in Figure 4.8. K,(B8",0") is determined from the Coulomb static K,
values by Equation 16. An alternative procedure is to approximate K,(8",6")
by using the static K, values that were tabulated by Caquot and Kerisel (1948)
or Kerisel and Absi (1990) as given in Table 3. The product of K,(g",68")
times Fyz is equal to Kug.

These procedures are illustrate in examples 9 and 10 at the end of this
chapter.
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Figure 4.6 Variation in dynamic active horizontal earth
pressure coefficient with peak horizontal acceleration
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Equivalent Static Problem

Figure 4.7 Equivalent static formulation of the Mononobe-
Okabe active dynamic earth pressure problem
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Figure 4.8 Values of factor F,y for determination of K,

4.2.1 Vertical Position of P,z along Back of Wall

The Mononobe-Okabe analysis procedure does not prcvide a means for cal-
culating the point of action of the resulting force. Analycical studies by
Prakash and Basavanna (1969) and tests on model walls retaining dry sands
(Sherif, Ishibashi, and Lee 1982; Sherif and Fang 1984a; Sherif and Fang
1984%; and Ishibashi and Fang 1987) have shown that the position of P,z along
the back of the retaining wall depends upon the amount of wall movement and
the mode in which these movements occur. These limited test results indicate
that the vertical position of P,y ranges from 0.4 to 0.55 times the height of
the wall, as measured from the base of the wall. P,z acts at a higher posi-
tion along the back of the wall than the static active earth pressure force
due to the concentration of soil mass comprising the sliding wedge above mid-
wall height (Figure 4.1). With the static force component of P,z acting below
mid-wall height and the inertia force component of P,y acting above mid-wall
height, the vertical position of the resultant force, P,z, will depend upon
the magnitude of the accelerations applied to the mass comprising soil wedge.
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This was shown to be the case in the Prakish and Basavanna (1969) evaluation
of the moment equilibrium of a Mononobe-Okabe wedge. The r2sults of their
analyses are summarized in Figuire 4.9,

4.2.2 Simplified Procedure for Dynamic Active Earth Pressures

Sead and Whitman (1970) presented a simplified procedure for computing
the dynamic active earth pressure on a vertical wall retaining dry backfill,
They considered the group of structures consisting of a vertical wall (¢ = 0)
retaining a granular horizontal backfill (8 = 0) with ¢ equal to 35 desrees,
§ = ¢/2 and k, equal to zero. P,z is defined as the sum of the initial
static active earth pressure force {Equation 7) and the dynamic active earth
pressure force Increment,

Pz = P, + AP,¢ (40)

where

SRyp = BKyg + 5 1 H. (41)

The dynamic active earth pressure coefficient is equal to

Kup = K + OKyp (42)

and

By = 7K. (43)

Using this simplified procedure, K, is computed using Equation 16, and AK,g is
computed using Equation 43. All forces act at an angle § from the normal to
tke back of a wall, as shown in Figure 4.10. P, acts at a height equal to H/3
above the heel of the wall, and AP,z acts at & height equal to 0.6°H. P, acts
at a height, Y, which ranges from H/3 to 0.6'H, depending upon the value of
ky, .

H
Py () + AP (0. 6H)
g. A5 O (44)

Py

The results of instrumented shake table tests conducted on model walls
retaining dense sands show AP,z acts at a height of between 0.43H and 0.584,
depending upon the mode of wall movement that occurs during shaking. The
height of the model walls used in the shake table tests, as summarized in
Matsurawa, Ishibashi, and Kawamura (1985), were 2.5 and 4 feet.
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Figure 4.10 Static active earth pressure force and incremental dynamic
active earth pressure force for dry backfill

Seed and Whitman (1970) approximate the value for a, as equal to ¢,
where ¢ equals 35 degrees. Thus, for a wall retaining a dry granular backfill
of height H, the theoretical active failure wedge would intersect the top of
the backfill at a distance equal to 1.5 times H, as measured from the top of
the wall (tan 35° = 1/1.5).

This procedure is illustrated in example 11 at the end of this chapter.

4.2.3 Limiting Value for Horizontal Acceleration

Richards and Elms (1379) show that Equations 34 and 36 are limited to
cases where (¢ - p) 1is greater than ov equal to ¥. Substituting (¢ - B) equal
to ¥ into Equation 37 results in oy equal to the slope of the backfill
(B), which is the stability proklem for an infinite slope. Zairabi (1978)
shows that this limiting value for Y corresponds to a limiting value for K,
which is equal to

K = (1 - k,) tan(¢ - B). (45)

When ky is ~qual to k,", the shear strength along the failure surface is fully
mobilized, and the backfill wedge verges on instability. Values of k," are
also shown in Figure 4.11.

This procedure is iilustrated in examples 12 and 13 at the end of this
chapter.

4.3 Effect of Submergence of the Backtill on the Mononobe-Okabe Method of
Analysis

The Mononobe-Okabe relationships for P,s, Kue, and % will differ from
those expressed in Equations 33, 34, and 35, respectively, when water is
presenc in the backfill., Spatial variations in pore water pressure with
constant elevation in the backfill will alter the location of the critical
slip surface and thus the value of P,g, similar to the case of P, that was
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discussed in Section 3.3.3. In addition, the pore water pressures may
increase above their steady state values in response to the shear strains
induced within the saturated portion of the backfill during earthquake shak-
ing, as discussed in Tokimatsu and Yoshimi (1983), Tokimatsu and Seed (1987),
Seed and Harder (1990), and Marcuscn, Hynes, and Franklin (1990). The trial
wedge procedure of analysis is used to locate the critical slip surface within
the backfill and to compute P,y, following the steps described in Section 3.4
and including the excess pore water pressures due to earthquake shaking in the
analysis are described in Appendix A. In some situations, such as the case of
a hydrostatic water table within the backfill or the case of excess pore water
pressures egual to a constant fraction of the pre-earthquake effective over-
burden pressures throughout the backfill (r, = constant), modified Mononobe-
Okabe relationships may be used to compute Py.

4.3.1 Submerged Backfill with No Excess Pore Pressures

In this section it is assumed that shaking causes no associated buildup
of excess pore pressure. The most complete study of this case appears in
Matsuzawa, Ishibashi, and Kawamura (1985), Ishibashi, Matsuzawa, and Kawamura
(1985), and Ishibashi and Madi (1990). They suggest two limiting conditions
for design: (a) soils of low permeability - say k < 1 x 1073 cm/sec where pore
water moves with the mineral skeleton; and (b) soils of high permeability -
say k > 1 cm/sec, where pore water can move independently of the mineral
skeleton. Matsuzawa, Ishibashi, and Kawamura (1985) also suggest a parameter
that can be used to interpolate between these limiting cases. However, under-
standing of case (b) and the interpolation parameter is still very incomplete.

Restrained water case: Here Matsuzawa Ishibaski, and Kawamura (1985)
make the assumption that pore pressures do not change as a result of horizon-
tal accelerations. Considering a Coulomb wedge and subtracting the static
pore pressures, there is a horizontal inertia force proportional to vy, k, and
a vertical force proportional to v,. Thus, in the ahsence of vertical accel-
erations, the equivalent seismic angle is:

Yo = tan’? etk (46)
7o

and the equivalent horizontal seismic coefficient is:

Knat = 22K (47)

Using kp,; in the Mononobe-Okabe theory together with a unit weight v, will
give P,p, to which the static water pressures must be added.

If vertical accelerations are present, Matsuzawa, Ishibashi, and
Kawamura (1985) recommend using:

68




e

This is equivalent to assuming that vertical accelerations do affect pore
pressures, and then it is not strictly correct to use the Mononobe-Okabe
theory. However, the ervor in evaluating total thrust is small.
This procedure ,is illustrated in example 14 at the end of this chapter.
Free water case: It is difficult to come up with a completely logical

set of assumptions for this case. Matsuzawa, Ishibaski, and Kawamura (1985)
suggest that the total active thrust is made up of:

(1) A thrust from the mineral skeleton, computed using:

G
Knez = 22Ky = oy, (49)

and

e

where G, is the specific gravity of the solids. A unit weight of 7, is used
in the equation for P,g.

(2) The hydrodynamic water pressure force for the free water within the back-
fill, P,q, is given by the Westergaard (1931) relationship (Appendix B)

B+ ol o1

and acts at 0.4 H above the base of the wall.

The total force hehi:ud the wall would also include the hydrostatic water pres-

sure. This proc=dure is not totally consistent, since the effect of the

increased pore prassures is ignored in the computation of the thrust from the

mineral skeleton as is the effect of vertical acceleration upon pore pressure.
This procedure is illustrated in example 15 at the end of this chapter.

4.3.2 Submerged Backfill with Excess Pore Pressure

Excess pore pressures generated by cyclic shaking can be represented by
ry = Au/o,’, where Au is the excess pore pressure and ¢,' is the initial

69



vertical stress. While there is no rigorous approach for adapting the
Mononobe-Okabe solution, the following approaches are suggested.

Ignoring vertical accelerations, the effective
unit weight of soil becomes:

Yez ® (1l - 1) (52)
while che effective unit weight of water is
Tz = Tw * oLy (53)
The thrust from the soil skeleton, P,z, is computed using
k’hos = Tt k‘h (54)
Te3
and
Yoz = tan [lg,;] (55)

together with a unit weight from Equation 52. The effective unit weight of
water, Equation 53, is used to compute the "static" pore pressure. The effect
of vertical acceleration may be accounted for by inserting (1l-k,) in the
denominator of Equation 55.

As r, approaches unity, v.,; -> 0 and v,3; = 7., so that the fully-lique-
fied soil is a heavy fluid. It wculd now be logical to add a dynamic pore
pressure computed using Equations 51 and 53.

This procedure is illustrated in example 16 at the end of this chapter.

Alternate Procedure:

An alternative approach is to use a reduced effective stress friction
angle in which the effects of the excess pore water prassures are approximated
within the analysis using a simplified shear strength relationship. In an
effective stress analysis, the shear resistance on a potential failure surface
is reduced by reducing the effective normal stress on this plane by the amount
of excess residual pore water pressure, assuming the effective friction angle
is unaffected by the cyclic loading. This is equivalent to using the initial,
static effective normal stress and a modified effective friction angle, 4.4,
where

tang,, = (1 - r,)tang/ (56)

as shown in Figure 4.12. 1In the case of r, equal to a constant within the
fully submerged backfill, the use of 4., in Equatiuns 34 and 38 for X,z and
Ko(8*, 0*) approximating the effects of thesc excess pore water pressures
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Figure 4.12 Modified effective friction angle

within the analysis. Using ku.;, ¥ne1 (Equations 47 and 46 in Section 4.3.1)
and ¢, in the Mononobe-Okabe theory together with a unit weight v, will give

Paz.

Calculations by the authors of this report showed that reducing the
effective stress friction angle of the soil so as to account for the axcess
pore water pressures when computing a value for Py is not exact. Comparisons
between the exact value of P,z, computed using 7,3, Kies, ¥nes in the Mononobe-
Okabe theory, and the value computed using the ¢,, procedure shnws this
approximation to overpredict the value of P,g. The magnitvde error in the
computed value of P,z increases with increasing values of r, and increases
with decreasing values of k;. The error is largest for the k;, equal to O
case,



This procedure is illustrated in example 17 at the end of this chapter.

Free watexr cage: The thrust from the mineral skeleton may be estimated using:

v
Ks = oK (57)
(k]
where
= 1"
Tt T

To this thrust are added the dynamic Westergaard water pressure (computed
using v,) and a "static" water pressure computed using +v,; from Equation 53.

Thic procedure is illustrated in example 18 at the end of this chapter.

4.3.3 Partial Submergence

Situations with partial submergence may be handled by weighing unit
weights based on the volume of soil in the failure wedge above and below the
phreatic surface, as shown in Figure 4.13.

This procedure is illustrated in example 19 at the end of this chapter.

4.4 Dynamic Passive Earth Pressures

The trial wedge procedure of analysis may be used to find the orienta-
tion of the critical slip surface that minimizes the value of the earth pres-
sure force acting on the wall for the passive earth pressure problem shown in
Figure 4.1b. This minimum earth pressure force corresponds to the dynamic
passive earth pressure force, Pgg. The orientation of the inertial forces ky'W
and k, W that minimize the value of Ppg is directed away from the wall and
upwards (Figure 4.1b). This corresponds to the case where the soil wedge is
accelerating towards the wall (positive a, values) and downwards (positive
a, values).

The Mononobe-Okabe relationship for Ppr for dry backfill, given by
Whitman and Christian (1990), is equal to

Pre = Kppt 5 (7,(1 - k) JH? (58)

and acts at an angle § from the normal to the back of the wall of height H.
The dynamic passive earth pressure coefficient, Ky, is equal to

cos? (¢ - + 8)

-8+ & _| sin (¢ + §) sin (¢ - Y + )
cos Y cos? § cos (Y -0 + §) [1 J Sos (v ¥ =) cos (F=0)

Keg =

(59)
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Figure 4.13 Effective unit weight for partially
submerged backfills

In the case of a vertical wall (4 = 0) retaining a horizontal backfill
(B = 0), Equation 59 simplifies to

_cos?(4 - ¥)

Keg =
cosy cos(yp + §) {1 - J sin(¢ + §) sin(4 - ¥)

z (60)
cos(d + ¥)

The planar slip surface extends upwards from the heel of the wall through the
backfill and is inclined at an angle ap; from the horizontal. apg is equal to

[tan(¢ +f-y)+ Csps] (61)

apg = ¥ - ¢ + tan!
CupE
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where

caer = [ /[tan(g+8-¢) | [tan(p+B-$) +cot(p+6-p) ]+ [Ll+tan(s-6+p)cot(p+6-¥)]]

and

cpg = 1 + [[tan(s - 8 + $)] o [tan(s + B - ¥) + cot(sp + 6 - ¥)]].
Figures 4.14 and 4.15 give apy as a function of ¥ for several values of ¢.

This procedure is illustrated in example 20 and 21 at the end of this
chapter.

The Mononobe-Okabe equation assumes a planar failure surface, which only
approximates the actual curved slip surface. Mononobe-Okabe'’s relationship
overpredicts the values for Kpy and the error increases with increasing values

for § and ¥.

Rotating the passive soll wedge with a planar slip surface through the
seismic inertia angle, the resultant vector, representing vectorial sums of W,
k,'W, and k,'W, becomes vertical, and the dynamic passive earth pressure force
problem becomes equivalent to the static problem, as shown in Figure 4.16.

The seismic passive resistance is given by

Pog = (Ke(B",07) “Fyg]® 5 [7.(1 - k)]0 (62)
where
B =B - ¢
0" = 8 - ¢
and
_ cos?(8 - ¥) (63)
Fee cosy cos2f

¥ is computed using Equation 35. Values of Fpz are also given as a function
of ¥ and # in Figure 4.17. Kp(B8*,0") is determined from the Coulomb static Kp
values by Equation 29. The Coulomb formulation assumes a planar failure sur-
face which approximates the actual curved failure surface. The planar failure
surface assumption introduces errors in determination of Kp and the error
increases with increasing values of §. The error in slip surface results in
an overprediction of K. Thus the equivalent static formulation will be in
error since the product of Kp(8",0") times Fpz is equal to Kpz. An alternate
procedure is to approximate Kp(8",0") by using the static Kp values tabulated
by Caquot and Kerisel (1948) or Kerisel and Absi (1990). Calculations show
Kpg values by the alternate procedure are smaller than Kpg values by Mononobe-
Okabe.

This procedure is illustrated in examples 22 and 23 at the end of this
chapter.
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Figure 4.15 Variation in ap with ¥
for § equal to zero degrees,
vertical wall and level backfill

75

Figure 4,14 Variation apg with y
for § equal to ¢/2, vertical wall
and level backfill
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Zyagrec ProGtem

Equivaient Static Problem

Figure 4.16 Equivalent static formulation of the Mononobe-
Okabe passive dynamic earth pressure problem

This procedure is jllustrated in the procedures outlined in Sectiomn 4.3.
The procedures are used to account for the effect of submergence of the back-
fill in computing the value of Ppg. For example, in the restrained water case
of a fully submerged backfill, an effective unit equal to v, is assigned to
the backfill for the case of r, = 0 or Equation 52 with r, > 0. Ky or
Kp(B*,0") and Fpg are computed using an equivalent seismic inertia angle using
Equation 48 for the case of r, = 0 or Equation 55 with r, > 0.

This procedure is illustrated in example 24 at the end of this chapter.
4.4.1 Simplitied Procedure f~r Dynamic Passive Earii. Pressures

Towhata and Islam (1987) recommended a simplified approach for computing
the dynamic passive earth pressure force that is similar to the Seed and
Whitman (1970) procedure fcr the dynamic active earth pressure force. They
also considered the group of structures consisting of a vertical wall (§ ~ 0)
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retaining a granular horizontal backfill (8 = 0) with ¢ equal to 35 degrees,
6 equal to 0, and k, equal to zero. Equation 65 is presentad as developed by
Towhata and Islam, while Equations 64, 66, and 67 have been modified by the
authors of this report. Py is defined as

Pn - PP - APPE (6‘5)

where the reduction in the static passive earth pressure value P, due to
earthquake shaking is given by

OPpg = 57 HReKy, (65)

for a dry granular backfill. The dynamic passive earth pressure
coefficient is equal to

Kpg = Kp - OKpg (66)

and

MKpp = }Bz'k“' (67)

Using this simplified procedure, Ky is computed using Equation 11
(Rankine), and AKpz is computed using Equation 67. The incremental dynamic
force APpg acts counter to the direction of Pp, reducing the contribution of
the static passive pressure force to Ppg . The resulting forces Pp (Equa-
tion 13) and APpg (Equation 65) act normal to the back of a wall.

This procedure is illustrated in example 25 at the end of this chapter.

The simplified procedure was developed for vertical walls retaining
horizontal backfills with § = 0. This simplified procedure should not be
applied to dynamic passive earth pressure problems involving values of § > 0,
due to the magnitude of the error involved.

4.5 Effect of Vertical Accelerations on the Values for the Dynamic Active and
Passive Earth Pressures

In a pseudo-static analysis the horizontal and vertical accelerations of
the soil mass during an earthquake are accounted for by applying equivalent
inertial forces k,'W and k,'W to the soil wedge, which act counter to the
direction of the accelerating soil wedges, as shown in Figure 4.1. A positive
horizontal acceleration value increases the value of P,y and decreases the
value of Ppg. The vertical component of acceleration impacts the computed
values of both P,y and Pp; and K,y and Kgg.

Upward accelerations (-k,'g) result in smaller values of K,y and larger
values of P,y as compared to the K,y and P,y values when k, is set equal to
zero. Upward accelerations (-k,'g) increase the value of P,z due to the con-
tribution of the term (1 - k,) in Equation 33. This trend is reversed when
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the vertical acceleration acts downward (+k,'g). Seed and Whitman (1970) and
Chang and Chen (1982) showsd that the change in the K,y value varied with both
the value of k, and k,. Calculations with k, ranging from 1/2 to 2/3 of the ky
value show that the difference between the computed values of K,y with a
nonzero k, value and k, equal to zero is less than 10 percent., Seed and
Whitman (1970) concluded that for typical gravity retaining wall design prob-
lems, vertical accelerations can be ignored when computing K,r. The k, value
has a greater impact on the computed value of Ppy than on the value of P,s.

Chang and Chen (1982) show that the change in the Kpy value varies with
both the value of k, and k,. The difference between the values of Kpr with a
nonzero k, value and k, set equal to zero increases with increasing magnitudes
of both k, and k,. This difference can easily be greater than 10 percent. In
general, vertical accelerations acting downward (+k,'g) will decrease the Ky
and Ppy values from the corresponding Kpg and Pp; values for which k, is set
equal to zero. The trend ls reversed when the verticul acceleration acts
upward (-k,'g). When Ppy acts as a stabilizing force for a structure, vertical
accelerations should be considered in the computations of the value for Ppg.
An examplc is the soll region below the dredge level and in front of an
anchored sheet pile wall (refer to the design example in Section C.2 of
Appendix C).

4.6 Cases with Surface Loadings

There are two approaches used to approximate the additional lateral
earth pressures on walls due to surface loadings; (1) the wedge method of
analysis and (2) finite element analyses.

In the case of a uniform surcharge q,, the value of the dynamic active
earth pressure force is computed using the modified Mononobe-Okabe relation-
ships listed in Figure 4.18 and Equation 34 (or Equation 36 for a vertical
wall retaining a horizontal backfill) for K,z. The point of application of P,
along the back of the wall is computed using the procedure outlined in Fig-
ures 4.19 and Figure 4.20. In this approximate procedure, the surcharge q, is
replaced by the addition of a layer of soil of height h, equal to q,/v.. The
resulting problem is analyzed by adapting the Seed and Whitman’'s simplified
procedure (of section 4.2.2) to the problem of a uniform surcharge loading as
outlined in Figure 4.20.

This procedure is illustrated in example 26 at the end of this chapter.

Pseudo-static trial wedge analyses may be performed to account
approximately for both uniformly and non-uniformly distributed surface
loadings, as described in Section A.2 of Appendix A for dynamic active earth
pressure problems. These analyses may be performed on walls whose movements
satisfy the criteria listed in Table 1. Such analyses will give the total
thrust against a wall. The effects of surface loading is included within the
wedge analysis by including that portion of the surface loading between the
back of the wall and the intersection of the slip surface and the backfill
surfuce in the force equilibrium calculation for each wedge analyzed, as
described in Section 3.6 for the static problem. The effect of the earthquake
is modeled in the pseudo-static triul wedge analysis by an additional set of
static forces, ky,'W, k,'W, k,'W,, and k, W, where W is equal to the weight of
the soil contained within the trial wedge and W, is equal to the weight of
surcharge contained within the region located above the trial wedge as shown
in Figure A.3 for the active earth pressure problem. The difficult part of
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for a vertical wall (# = 0) retaining a horizontal backfill (8 = 0) becomes

29q 1
Py = x,,,-{l = }-3(7,<1 - k)1 H

These relationships are exact when the critical sliding surface is planar,
as discussed in Chang and Chen (1982).

Figure 4.18 Mononobe-Okabe active wedge relationships including surcharge
loading

the pseudo-static analysis is to determine the point of action of this force
along the back of the wall (refer to Appendix A).
Two-dimensional finite element analyses may be used to estimate the

dynamic forces against walls as a result of surface loadings. See Appendix D
for a discussion of available methods.
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CHAPTER 4 - EXAMPLES

Contents

Example Problems 7 through 26.

Commentary

The following examples illustrate the procedures
described in Chapter 4. The results of the computa-
tions shown are rounded for ease of checking
calculations and not to the appropriate number of
significant figures. Additionally, the values
assigned to variables in these problems were selected
for ease of computations.
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Example No, 7 Reference Section: 4.2

For a wall of height H = 20 ft retaining a dry cohesionless backfill with

¢’ = 30 degrees, § = 3 degrees, f = 6 degrees, # = O degrees, k, = 0.1 (accel-
eration ky,'g away from the wall and inertia force k,'W towards the wall) and
k, = 0.067 (acceleratiun k, g acting downward and inertia force k,'W acting
upward), compute K,x, Par, and a,g.

p=6°  WOVEWENTS

$ = tan"k.lT%'.lo.Eﬁ] (by eq 35)

Y = 6.12°

c0s2(30-6.12)

KAE-

sin(30+3)sin(30-6.12-6)
cos(3+6,12)cos(b)

‘  (by eq 34)
cos(6.12)cos?(0)cos(6.12+3) 1+J

Kyg = 0.4268

Pyg = 0.4268 + 7 [120 pef (1 - 0.067)] (20')2 (by eq 33)

Pyg = 9557 1b per ft of wall

Ciuz ™ [J[tan (30-6.12-6)] [tan (30-6.12-6) + cot (30-6.12)]-

[T+ tan(3+6.12) cot (30-6.12)7 )

Cm - 1.0652
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Example No. 7 (Continued) Reference Section: 4.2

Caax = 1 +[[tan(3+6.12)]) + [tan(30-6.12-6) + cot(30-6.12)]]

Coaz = 1.14144

a0 - -1 [-tan(30-6.12 -6) + 1.0652 (by eq 37)

apg = 51.58°
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Example No. 8 Reference Section: 4.2

Repeat Example 7 with k, = -0,067 (acceleration k, g acting upward and
inertia force k,'W acting downward).

P tan'lHd_lun] (by eq 35)

¥ = 5.35°
Ko = cos? (30-5.35)
AR — 2 (by eq 34)
2 . . -
cos (5.35)cos (O)cos(5.3543)[1 + =08 (345 .35) o5 (6) ]
Ky = 0.4154
Ppe = 0.4154 « .;[(120 pef) (1 + 0.067)](20/ )2 (by eq 33)
Pye = 10,639 1b per ft of wall
Cipp = [ Y(tan (30-5.35-6)) [tan (30-5.35-6) + cot (30-5.35)].
[1 + tan(3+5.35) cot (30-5.35)] ]
Cm - 1.0588
Coue ~ 1 + [[tan(3+5.35)) + |tan(30-5,35-6) + cot(30-5.35)]]
Caar = 1.3696
a0 -1[-tan(30-5.35-6) + 1,0588 (by eq 37)
ayg = 30-5.35 + tan 3505 ]
QA ™~ 52.45°
Summary

Examples 7 and 8 show that when k, W acts downward (Example 8), in conjunction
with the weight of the backfill wedge, the computed value for P,y is about
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Example No. 8 (Continued) Reference Section: 4.2

11 percent larger than the value of P,y computed for the case when k,'W acts
upward (Example 7).
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Example No. 9 Reference Section: 4.2

For a wall of height H = 20 ft retaining a dry cohesionless backfill with ¢’ =
35 degrees, § = O degrees, B = 5 degrees, # = 0 degrees, k, = 0.2 (accelera-
tion ky,'g away from the wall and inertia force k,'W towards the wall) and k, =

-0.1343 (acceleration k, g acting upward and inertia force k,W acting down-
ward), compute Kug, Pag, apg, and K,(8",0%).

B=5"  MVEMENTS

7, * 120 pct \
A Y e ¢
‘- [ ] \ ... -
b 35 N K.,w\ D
\
e /N ~{—§-0
WEDGE \ KaW o ..
. W [ S
\\ v 4

oq“ L] k.oq N

Pae i . ..“e':" RS
TR B R

g, = g o - A
T Que et

b - tan"[.n.T%'_ZDT”] (by eq 35)

¥ = 10°

Method 1 (K, by Mononobe-Okabe)

Kyg = cos?(35-10)
2 (by eq 34)
2 ‘ 8in(35)81n{35-10-5]
cos(10)cos?(0) cos \10)[1 + J 208 (10)cos ()
Kag = 0.4044
Pyg = 0.4044 « .}[(120 pef) (1 + 0.1343)](20/)2 (by eq 33)

Pye = 11,009 1b per ft of wall
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Example No. 9 (Continued) Reference Section: 4.2

Coaz ® [/[:an(35-10-5)][can(35-10-5) + cot(35-10)]+[L + tan(10)cot(35-10)] ]

Crar = 1.1217

Coar » 1 + [[tan(10)] ¢« [tan(35-10-5) + cot(35-10)]]

Coax = 1.4423

L ae_ 1 [-tan(35-10-5) + 1.1217 (by eq 37)

asg = 35-10 + tan | VA J
a,g = 52.72°
Method 2 (Equivalent static formulation with K, by Log Spiral Method)
p* = 8 + ¢y = 15 degrees
g% = § + + = 10 degrees
cos?(10) (by eq 39)

F,o =
AE  Cos(10)cos?(0)

Fag = 0.9848

Ra(B*,0") = 0.41 (from Table 3)

Kaw = [Ka(B", 8") Fpg) = 0.41 - 0.9848 = 0,404

Py = [0.404] + .; [(120 pef) (1 + 0.1343)](20/)2 (by eq 38)

Pug = 10,998 1b per ft of wall

Method 3 (Equivalent static formulation with K, from Coulomb Active wedge
solution)

g* = 15°
from Method 2 calculations
" = 10°
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Example No. 9 (Continued) Reference Section: 4.2

K,(p*,8°) = cos?{35-10)

‘/ In(35 I (by eq 16)
cos? (10) cos(1o)[1 + :o:(lorggm ]

Ka(B*,8") = 0.4106
Far = 0.9848 from Method 2 calculations
Kag = [Ka(B",0") Fag] = 0.4106 - 0.9848 « 0,4044

P, = [0.4044] « 1 [¢120 pef) (1 + 0.1343))(20732 (by eq 38)
AE 2z

Pyg = 11,008 1b per ft of wall
Summpary

The values for K,z and P,y by Equations 34 and 33, respectively, are equal to
the values for the product [K,(8",8") Faz] and P,z (Equation 38).
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Example No. 10 Reference Saction: 4.2

For the example 9 problem, compute the increase in magnitude for the dynamic
active earth pressure force above the static active earth pressure value,

AP“.
K. cog? (35)
“ . sin 8in (35- ]a (by eq 16)
cos? (0) cos (0)[1 + coa (0) cos (5)
Ky = 0.2842

P\ = 0.2842 + 5 (120 pef) (20/) (by eq 7)

P, ~ 6,821 1b per ft of wall

Py = 11,008 1b per ft of wall (from example 9)
APyy = Ppg - P,

APyy = 11,008 - 6,821

APyg = 4,187 1b per ft of wall

Sumpmaxy

The dynamic active earth pressure force is 61 perceant greater than the static
active earth pressure force for the example 9 problem.
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Example No. 11 Reference Section: 4.2.1

For a wall of height H = 20 ft retalning a dry cohesionless backfill with ¢’ =
35 degrees, § = 17.5 degrees (- ¢/2), B = 0 degrees, § = O degrees, k, = 0.2
(acceleration k,'g away from the wall and inertia force k, W towards the wall)
and k, = 0, compute K,z, Py, and its point of action at elevation Y along the
back of the wall using the simplified procedure for dynamic active earth
pressures.,

RGN
Y, = 120 pef

@' -35° A

K, = cos? (35) b 16)
2 y €4q
2 . [BIn (35 + 17.5) 8in _(35)
cos® (0) c08(17'5)[1 cos (17.5) cos (0)
Ky = 0.246
P, = 0.246 » .; (120 pcf) (20/)2 (by eq 7)
P, = 5,904 1b per ft of wall, acting at
6.67 ft (H/3) above the base of the wall.
AKyp = .Z. . 0.2 (by eq 43)
AKyg = 0.15
8By = 0.15 « 2 (120 pef) (20/)2 (by eq 41)

APpp = 3,600 1b per ft of wall, acting at 12 ft (0.6 H) above the
base of the wall,

Ky = 0.246 + 0.15 (by eq 42)

Kpe = 0.396
AR Py = 5,904 + 3,600 (by eq 40)

Py = 9,504 1b per ft of wall
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Example No. 11 (Continued) Reference Section: 4.2.1

5904 [2°] + 3600 (0.6 » 20) (by eq 44)

2
Y= ' gS0%

Y= 8.69 ft (0.43 H) above the base of the wall
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Example No, 12 Referance Section: 4.2.3

For a wall retaining a dry cohesionless backfill with ¢’ = 35 degrees, § = 0
degrees, B = 15 degre.s, # ~ O degrees, and k, = - k,/2 (acceleration k,'g
acting upward and inertia force k,'W acting downward), compute kn', ¥, 2, Kar,
and P,x.

Introducing k, = - k,"/2 and rearranging, Equation 45 becomes

s+ . 2 tan(¢ - B)
kn = T —tan(F =By

For (¢ - B) = 20 degrees,
ky" = 0.44494
and k, = - 0.22247

Note that the use of Figure 4.1l results in the same value for k;'.

By Equation 35, ¢ = 20 degrees
By Equation 37, ap = 15 degrees
By Equation 34, Ky = 1.05
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Example No., 13 Reference Section: 4.2.3

Repeat example 12 with k, = + k,/2 (acceleration k,'g acting downward and
inertia force k,'W acting upward).

Introducing k, = + k,"/2 and rearranging, Equation 45 becomes
.2 tan(% -B)
k 2 + tan(¢ -

For (¢ - B) = 20 degrees,
k' = 0.307931
and k, = 0.153966

By Equation 35, ¥ = 20 degrees
By Equation 37, asx = 15 degrees
By Equation 34, K,z = 1.05

sSummary

Examples 12 and 13 show that for the limiting case of (¢ - B) equal to ¥, the
magnitude of k,” is dependent upon the orientation of the vertical inertia
force, Both analyses result in the same values for ¢, K,r, and a,;. For these
limiting cases the slip plane is orientated parallel to the slope of the back-
fill, asz = B. Additionally, when the inertia force k, W acts downward (exam-
ple 12) in conjunction with the weight of the backfill wedge, the value
computed for P,y is 44 percent greater than the value for P,z when k., W acts
upward (example 13) due to the term (1 - k,) in Equation 33,
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Example No, 14 Reference Section: 4.3.1

For a wall of height H = 20 ft retaining a submerged cohesionless backfill
with ¢’ = 35 degrees, § = 17.5 degrees (= ¢/2), f = O degrees, # = 0 degrees,
kp = 0.2 (acceleration k,'g away from the wall and inertia force k, W towards
the wall) and k, = 0, compute the earth and water pressure forces acting on
the wall for the case of restrained watex within the backfill. Assume a
hydrostatic water table within the backfill and r, = 0.

Hydrostatic Water Pressure Force
Ustatic = 1/2 (62.4 pecf) (20')?2

Ugtatic = 12,480 1b per ft of wall acting
at Yy = 20'/3 = 6.67ft.

Yo = tan*&m_gnlzo : °-2] (by eq 46)

Su e

Ye1 = 22.62 degrees

Knp = 120 ]0.2-2.08 ©0.2=0.417 (by eq 47)

Method 1 (K,z by Mononobe-Okabe, K, by Coulomb)

cos? (35 - 22.62)

KAE-

gsin (35 + 17 5) sin (35 - 22.62) (by eq
cos (22.62) cos (22.62+17.5) [1 +J cos(IT 5+ 77-87) 36)

Kyz = 0.624




Example No. 14 (Continued) Reference Section: 4.3.1

1 (adapted from
Pag = 0.626 + 5 [(120 - 62.4) (1 - 0)] (20/)2 eq 33)

Pz = 7,188 1b per ft of wall
(Ppg)x = Ppr (cos §) = 6,855 1b per ft of wall

Determine Point of Application of Py

2 (35
KA- rcos ( ) .
. sin (35 + 17.5) sin (35)
cos? (0) ¢« cos (17.5)L.+J So5 (I7-5) c05 (0) (by eq 16)
K, = 0.246

P, = 0.246 » ,} (120 - 62.4) (20)2 (by eq 7)

P, = 2,834 1b per ft of wall, acting at
6.67 ft (H/3) above the base of the wall.

Pag = Py + APy (adapted from eq 40)
AP“ - PAE - PA

APpp = 7,188 - 2,834 = 4,354 1b per ft of wall acting at
12 £t (0.6H) above the base of the wall.

2834 [20] + 4354 (0.6 « 20) (by eq 44)

-
Y /188

Y = 9.9 ft. (0.49 H)
Method 2 - Simplified Procedure (adapted from Seed and Whitman 1970)

Substitute ky,; for k; in Equation 43:

AKyp = .Z . 0.417 = 0.313

1 (adapted from
8RBy = 0.313 - 7 [120 - 62.4] (20)? eq 41)
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Example No. 14 (Continued) Reference Section: 4.3.1

APyg = 3606 lb per ft of wall, acting at
12 ft (0.6 H) above the base of the wall.

From Method 1 calculations,

Py, = 2,834 1b per ft of wall acting at
6.67 ft abuve the base of the wall.

Pag = 2,834 + 3,606 = 6,440 1b per ft of wall (by eq 40)
2834 [20] + 3606 (0.6 + 20) (by eq 44)
‘. - Yy eq
(1720)

Y = 9.65 ft (0.48 H)

SuWnmary

The simplified procedure of analysis underestimates the P,y value com-
puted using the Mononobe-Okabe relationship by 10 percent due to the accuracy
of the simplified relationship for large ky,, values (refer to the discussion
on page 134 of Seed and Whitman 1970).

Static pore water pressures must be added for both methods.




Example No. 15 Reference Section: 4.3.1

For a wall of height H = 20 ft retaining a submergaed cohesionless backfill
with ¢’ = 35 degrees, § = 17.5 degrees (= ¢/2), 8 = O degrees, § = 0 degrees,
kyp = 0.2 (acceleration k,'g away from the wall and inertia force k,'W towards
the wall) and k, = 0, compute the earth and water pressure forces acting on
the wall for the case of free wyter within the backfill. Assume a hydrostatic
water table within the backfill and r, = 0,

Ustatic = 1/2 (62.4 pef) (20°)32

Ugpatic = 12,480 1b per ft of wall,
acting at Y,,, = 20'/3 =« 6.67 ft

(o] e essu orce
Py = ,1_72 © 0.2 « (62.4 pcf) (207)2 (by eq 51)

Pyg = 2,912 1b per ft of wall, acting at
Yowa = 0.4 - 20’ = 8 ft

c _Eart essu orc

Knaz = gy 02 (by eq 49)

Knez = 0.32

bop = tan- lo.“az] (by eq 50)

Vo2 = 17.74 degrees
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Example No. 15 (Continued) Reference Section: 4.3.1

cos? (35 - 17.74)

KA!-

cos (1/.5 +17.74)
Ky = 0.4965 36)

ki
cos (17.7“) cos (17.74 . 17'5) l/l *J sin (35 + 17.5) sin (35 - 17.7“)] (by eq

(adapted

1 from
Pyg = 0.4965 « (€120 pef - 62.4 pef) (1 - 0)] (20/)2 eq 33)

Pag = 5,720 1b per ft of wall
(Par)x = Ppx (cos §) = 5,455 1lb per ft of wall

Determine Point: of Application of P,g

From the Method 1 calculations in Example 14,
Ko = 0.246 and P, = 2,834 1b per ft of wall,
Py = P, + APye (eq 40)
AP,z = Pag - P,

APy = 5,720 - 2,834 = 2,886 1b per ft of wall, acting at 12 ft
(0.6 H) above the base of the wall.

2,834 [2°] + 2,886 (0.6 » 20)

-
Y ] 2,720

Y = 9.4 ft (0.47 H)

Summpary
For the restrained water case (Example 14, Method 1), the total force
acting normal to the wall = P,g(coss) + Ugp,tic
- 6,855 + 12,480
= 19,335 1b per ft of wall.

For the free water case (Example 15), the total force acting on the
wall = Ppp(cosS8) + Pyug + Ugeeeic = 5,455 + 2,912 + 12,480 = 20,847 1b per ft of

wall

For this dynamic problem, the free water analysis results in an
8 percent larger total dynamic earth pressure force acting normal to the wall.
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Example No. 16 Reference Section: 4.3.2

For a wall of height H = 20 ft retaining a submerged cohesionless backfill
with ¢’ = 35 degrees, § = 17.5 degrees (= ¢/2), B = O degrees, § = O degrees,
k, = 0.2 (acceleration k;'g away from the wall and inertia force k, W towards
the wall) and k, = O, compute the earth and water pressure forces acting on

the wall for the case of restrajined water within the backfill. Assume a
hydrostatic water table within the backfill and r, = 0.3.

= .
Y, - 120 pot a0 T
¢e 380 é L T
sew ¥ /3t 1,
Ustatc Yot Y, L
RO T 1@«# T

drostat Water Pressure Force

Linear pressure distribution with depth,.
i 62.4 0’ )?
Ustatac = 5 62.4 pef (2 )

Ugratic = 12,480 1b per ft of wall

20’

acting at Yy = 3 = 6.67 ft above the base

cess rore e essu ce

Linear pressure distribution with depth for r, = constant.

1
Ushear v {(v = r,) - H}H (adapted from
eq A-9)

Uppour ™ ,}T (120 pet - 62.4 pef)e 0.3 « (207)2

shear

Ughear = 3,456 1b per ft of wall, acting at

Y, =6.67 ft [%!] above the base of the wall with H, = H and r,, = constant.
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Reference Section: 4.3.2

Example No. 16 (Continued)

Dynamic Eaxth Pressure Force
Vo3 = (120 pcf - 62.4 pcf) (1 - 0.3)

(by eq 52)
Yo3 = 40.32 pcf
Yz ® 62.4 pof + (120 pcf - 62.4 pef) « 0.3 (by eq 53)
Y3 + 75.68 pcf
. 120 pcf
Knea pc 0.2 (by eq 54)
Kpea = 0.595
= -1 5
Y3 = tan™*[0,595] (by eq 55)

Y2 = 30.75 degrees

Kg = cos? (35 -~ 30.75)

- sin (35 +17.5) sin (35 - 30.75)
cos (30.75) cos (30.75 + 17.5) [1 +J w5 (17 5+ 30-75)

(by eq
Kpe = 1.033 36)
1
Pap = Kyg * V) [7c3 (1- kV)] H? (adapted from
1 , eq 33)
Ppg = 1.033 + [40.32 pef (1 - 0)] (207 )2
Pye = 8,331 1b per ft of wall
(Paz)x = Pag(coss) = 7,921 1b per ft of wall
Determine Point of Application of P,y
K, = __cos? (35) 7
‘ (by eq 16)

2 . | sin (35 + 17.5) sin (33)
cos™ (0) ecos (17.5) [1 J cos (I7.5) cos (0)

K, = 0.246

1 (adapted from
P, = 0.246 -5 (40.32 pef) (207 )% eq 7)




Example No. 16 (Continued) Reference Section: 4,3.2

P, = 1,984 1b per ft of wall, acting at 6.67 ft {g] above the base of the wall.

AP,y = P\ - P, (solve eq 40 for AP,g)

APyy = 8,331 - 1,984 = 6,347 1b per ft of wall, acting at 12 ft (0.6 H) above
the base of the wall.

1,984 [2‘)] + 6,347 (0.6 « 20)

Y= 3
] 8,331

Y = 10.7 ft (0.54 « H)

Summary

Excess pore water pressures within the submerged portion of the backfill
increased both the effective earth pressures and the total earth and water
pressures acting along the back of the wall.

P,z increased by 16 percent, from a value equal to 7,188 lb per ft of
wall for the case of r, = O (Method 1, example 14), to a value equal to 8,331
1b per ft of wall for the case of r, = 0.3 (example 16).

The total force acting normal to the wall for the case of r, equal to 0
(Method 1, example 14) = Pyr (cos §) + Ugparyc = 6,855 + 12,480 = 19,355 1b per
ft of wall.

The total force acting normal to the wall for the case of r, equal to
0.3 (example 16) = Py (cos &) + Ugparic + Ughear = 7,921 + 12,480 + 3,456
~ 23,857 1b per ft of wall.

The total force acting normal to the back of the wall increased by 23
percent from the case of r, equal to 0, in the case of r, equal to 0.3.
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Example No. 17

Reference Sectiomn: 4.3.2

Repeat Example 16 using the reduced effective stress friction angle procedure
to account for excess pore water pressures within the backfill and using

r, - 0.3.
= 7
Y, - 120 pet  Fag 0
dre3 i we.eo
U"“ﬂ_._.. X y l
STATIC Vot
X ¥ A&’

From Example 16,

Ugratic = 12,480 1b per ft of wall, acting at

Y, = 6.67 ft [_’3’!]

ces o te S

From Example 16,

A orce

Ughear = 3,456 1b per ft of wall acting at

Yyen = 6.67 £t [%] due to r, = constant.

Dynamic Earth Pressure Force

$uq = 26.11 degrees

$oy = tan? | 120+ 0.2

Vo1 = 22.62 degrees

105

tang,, = (1 - 0.3) tan 35°

|

(by eq 56)

(by eq 46)



Example No. 17 (Continued) Reference Section: 4.3.2

120
ka1 * Ty ¢ 02 (by eq 47)

Koy = 0.417

Ky = cos? (26.1 - 22.62)

sin (26.1 + 17.5) sin (26.1 - 22 .62) b
cos (22.62) cos (22.62 + 17.5) } + J TR ARV R Y (e:

K,z = 0.928 36)

1 )2 (adapted from
Ppp = 0.928 « [(120 - 62.4) (1 - 0)] (20") eq 33)

Pyr = 10,630 1b per ft of wall

(Ppe)x = Pap(cosé) = 10,196 1b per ft of wall
Summayxy

The value of P,z computed using the reduced effective friction angle is
28 percent larger than the value of P,z computed in example 16.
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Example No, 18 Reference Section: 4.3.2

For a wall of height H = 20 ft retaining a submerged cohesionless backfill
with (water content = 15%) ¢‘ = 35 degrees, § = 17.5 degrees (= ¢/2), 8 = 0
degrees, § = 0 degrees, k, = 0.2 (acceleration k,'g away from the wall and
inertia force k,'W towards the wall), and k, = 0, compute the earth and water
pressure forces acting on the wall for the case of free water within the
backfill. Assume a hydrostatic water table within the backfill and r, = 0.3.

— N7
= p
Y, * 120 pct "‘S 4 I
D' 35° P“,L._ f H - 80
Vs AT T 1Y
G * 285 ygppe— v, Y Yow | 1
w_ " ¢
AN 3
drost Wat sure Force

Ussarse = 3 (62.4 pef) (20°)?

Ugratic = 12,480 1b per ft of wall, acting at
20’

Yoo = 3 = 6.67 ft

Excess Pore Water Pressure Force

Ugpear = ,} [(120 pcf - 62.4 pcf)e 0.3] .+ (207)2
Ugpear = 3,456 1b per ft of wall, acting at
Y, = 6.67 ft F;] above the base of the wall with
H, = H and r, = constant.
drod te essure Force
Pog -71-5 . (0.2) + (62.4 pef) (207)2 (by eq 51)

Pyg = 2,912 1b per ft of wall, acting at

Ypua = 0.4 + 20° = 8 ft
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Example No. 18 (Continued) Reference Section: 4.3.2
Dynamic Eaxth Prespure Force
Yq3 ® (120 pef - 62,4 pcf) (1 - 0.3) (by eq 52)
Yoy ® 40.32 pef
Ty ® 62.4 pef + (120 pef - 62.4 pef) - 0.3 (by eq 53)
T3 * 79.68 pef
with a water content equal to 15 percent,
v
et ey
Ve = S20RSE « 104.3 pet
o 104,35 pef |
‘oo = TTTper C 0t (by eq 57)
Kpes = 0.518
bou = tan 0.513]
Doy = 27.38 degrees
cos? (35 - 27.38)
Kep = 3
sin (35 + 17.5) sin (35 - 27.38)
cos (27.38) cos (27.38 + 17.5) [1 +J o5 (I7 517 78) (‘3’)’ eq
6
Kz = 0.8136 )
Ppg = 0.8136 - .; [(40.32 pef) (1 - 0)] (207 )2 (adapted from eq 33)

Pazr = 6,561 1b per ft of wall
(Pyg)x = Par (cosé) =~ 6,257 1b per ft of wall
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Exampls No. 18 (Continued) Reference Section: 4.3.2

Determine Point of Application of Py

From example 16,
K, = 0.246
By, = 1,984 1b per ft of wall, acting at

6.67 £t [l"}'] above the base of the wall.

APpg = Pyx - P, (solve eq 40 for AP,g)

APpg = 6,561 - 1,984 = 4,577 1b per ft of wall, acting at 12 ft
(0.6H) above the base of the wall.

1,984 [_239] « 4,577 (0.6 » 20°)
Y=
2131

Y = 10.4 ft (0.52 H) above the base of the wall

Summary

For the restrained water case (example 16), the total force acting
normal to the wall

= Pyg (c088) + Ugpatic + Ushear

= 7,921 + 12,480 + 3,456

= 23,857 1b per ft of wall

For the free water case (example 18), the total force acting normal to
the wall

= Ppg (co88) + Ugpatic + Ushear + Pwa

= 6,257 + 12,480 + 3,456 + 2,912

= 25,105 1b per ft of wall
For this problem, the free water analysis results in a 5 percent larger total

dynamic earth pressure force acting normal to the wall, as compared against
the restrained water case.
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Example No. 19 Reference Section: 4.3.3

For a wall of height H = 20 ft retaining a partially submerged cohesionless
backfill with (H, = 12 ft) with ¢’ = 35 degrees, § = 17.5 degrees (= ¢/2), 8 =
0 degrees, # = 0 degrees, k, = 0.2 (acceleration k,'g away from the wall and
inertia force k,'W towards the wall) and k, = 0, compute the earth and water
pressure forces acting on the wall for the case of restrained water within the
backfill. Assume a hydrostatic water table within the backfill and r, = 0.1,

Y, * 120 pcf P
¢'- 38° 2 d

H. 12

U ———
! STATIC

sta orce

Upearsc = 5 (62.4 pof) (127)?
Uptatic ® 4,493 1b per ft of wall

_ B 120
Yoo = o = =y = 4 ft

ess Pore Wate essure Forces

(refer to sections A.2.3 and A.2.4 of Appendix A)

shear = (120 pcf) (207 - 127) (0.1)

shear (by eq A-7)
Yop = 96 psf

Ughear
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Example No. 19 (Continued) Refersence Section: 4.3.3

ultt, = ulP, + (120 pef - 62,4 pcf)(12')(0.1)

(by egqn. A-8)
Ughear = 165.1 psf
Ushear = 1/2 (96 psf + 165.1 psf) (12°) (by eq A-9)
Uypeur = 1,567 1b per ft of wall
Y, - (96 psf) (12’) (12’/2) + 1/2 (165.1 psf - 96 psf) (12’) (12’ /3)
us.

1567
Yoen = 5.47 £t from the base of the wall

Pynamic Earth Pressure Force
Within the submerged backfill,

Yoz = (120 pCf - 62.‘0 pCf) (1 - 0.1) (by eq 52)
Vo3 * 31.8 pcf

For the partially submerged backfill,

’ 2
7. = [.}g.’.]z (51.8 pCf) + [1 - .21%] ] (120 pCf) (from Figure 4.13)
Yo = 95.45 pcf

- | 120 pcf
Ko |§5.35 pcf](o'z) (adapted from eq 54)

lye = (1.257) (0.2) = 0,251

= tan-! (0.251
Y, ( ) (adapted from eq 55)

¥, = 14.11 degrees
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Example No. 19 (Continued) Reference Section: 4.3.3
_ cos?® (35 - 14.,11)
Kus 1
sin (35 + 17.5) sin (35 - 14.11)
cos (14.11) cos (14.11 + 17.5) [1 #J s (17 5+ 14 1) é::;pted
eq 36)

Kag = 0.4254

Pyg = (0.4254) (1/2) [95.45 pef (1 - 0)] (20’ )2 (adapted from
33
P,g = 8,121 1b per ft of wall e )

Determine Point of Application of Py

From example 16,
Ko = 0.246
Determine P, and the point of application.

Find the vertical effective stresses slightly above the water table (a;,)“"'r
slightly below the water teble (a;)"" and at the bottom of the wall (a§)B°T.

O-Y - U - O-Y
Y, N Y, - 120 pc:f
(H - Hy! 17 v (H - Hy
°WT1
=
- . WT-’ =

~ VUsTATKC Hy

Y,y 51.8 pef

TOTAL STRESS PWP EFFECTIVE STRESS
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Example No. 19 (Continued) Reference Section: 4.3.3
Vertical Total and Effective Styesses Slightly Above G.W.T.

oy = 7, (H - H)) = (120 pcf) (20’ - 12°) = 960 psf

U= Upaeio * Ughear = 0

(o;)’"’ =g, -u= 960 psf

y
VYertical Total and Effective Stresses Slightly Below G.W. T,

oy = 7, (H - H)) = (120 pcf) (20’ - 12’) = 960 psf

U= Ugpapic * Ughear ® 0 + 7 (H - Hy) 1,
u=0+ (120 pcf) (20’ - 12*) (0.1) = 96 psf

(0,)™ = 0, - u = 960 psf - 96 psf = 864 psf

y

Vertical Effective Stresses at the Base of the Wall

(0,)T = (6,)"T + y 5 H, = 864 psf + (51.8 psf) (12°)
(0,)™T = 1485.6 psE

Determine the horizontal active effective stresses slightly above the water
table (0,™7?), slightly below the water table (o,™F), and at the bottom of the

wall (o,50T).




Example No. 19 (Continued) Reference Section: 4.3.3

o¥T = K, (0,)"T = (0.246) (960 psf)
o - 236.2 psf

o' = K, (0,) "= (0.246) (864 psf)

o = 212.5 psf

o2 = K, (0,)T = (0.246) (1,485.6 psf)
02T = 365.5 psf

Break the effective stress distribution diagram into rectangles and triangles
to find the magnitude of the resultant force and its point of application.

oM € T
a oW
H « 20 = &3 X
H, -1z B2 ,
‘ of‘" L

E, = 1/2 0¥ (H - H,) = 1/2 (236.2 psf) (20° - 12’)
E; = 944 .8 1b per ft of wall

Yeg, = H, +1/3 (H-H,) =~ 12" +1/3 (20 -12")
Yg, = 14.67 ft above the base of the wall

E, = 1/2 [02°’ - a;'"] K, = 172 [365.5 psf - 212.5 psf] (12°)
E, = 918 1b per ft of wall
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Example No. 19 (Continued) Reference Section: 4.3.3

Yp, =173 (H,) = 1/3 (12*)
Yg, = 4.00 ft above the base of the wall

E, = o™ (H,) = (212.5 psf) (12)
E, » 2,550 psf .

Yps = 1/2 (H,) = 1/2 (12*)
Ypy = 6.00 ft above the base of the wall

P, =E,+E, + E; = 944.8 + 918 + 2,550
Py = 4,413 1b per ft of wall

Sum moments about the base of the wall and solve for:

v, = E1 (Yg)) + E; (Yg) + Ey (Yg3)
PA A

Y. = (944.8) (14.67°) + (918) (4.00”) + (2,550) (6.00")
EA 4,513

Yps = 7.44 ft above the base of the wall

APpp = Ppp - P, (solve eq 40 for AP.s)
APyp = 8,121 - 4,413

AP,y = 3,708 1b per ft of wall, acting at 12
ft (0.6H) above the base of the wall.

P, (Ypa) + AP,g (0.6H)
PA!

y = (4,413) (7.447) + (3,708) (0.6) (20")
BI721

Y =9,52 ft (0.48H) above the base of the wall.

Y=
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Example No. 20 Reference Section: 4.4

For a wall of height H = 20 ft retaining a dry cohesionless backfill with

¢’ = 30 degrees, § = 3 degrees, f = 6 degrees, § = O degrees, k, = 0.1
(acceleration k,'g towards the wall and inertia force k,'W away from the wall),
and k, = 0.067 (acceleration k, g acting downward and inertia force k,'W acting
upward), compute Kpp, Ppg, and apg.

B -6
MOVEMENT g
© ——————
p= Y, = 120 pcf
h
v \_ @'~ 30°
e =——7—rL COULOMB PASSNE WEDGE
v g
NN
ane
- -1 0.1
¥ = tan == ] (by eq 35)
¥ = 6.118°
K. = cos? (30 - 6.12 + 0)
PE i
2 _ _ sin (30 + 3) sin (30 - 6.12 +6) b
cos (6.12) cos? (0) cos (6.12 -0 + 3)L. J o5 (35 TT=0) co5 (6 =) (ez
Kpg = 3.785 59)

= = ’ z
Ppg ~ 3.785 (1/2) [(120 pef) (1 - 0.067)] (20") (by eq 58)

Ppg = 84,754 1b per ft of wall

copg = | VIEan(30 + 6 = 6.12)] [tan (30 + 6 = 6.12) + cot (30 + 0 - 6.12)]

[T+ €an (3 -0 v 6.12) cot(30 + 0 - 6.1D)])

Capg = 1.4893
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Example No. 20 (Continued) Reference Section: 4.4
Cepr ™ 1 +[[tan (3-0+6.12)] » {tan (30 + 6 - 6.12) + cot (30 + 0 - 6.12)]]

Capr = 1.4547

ok 19 - -1 [tan (30 + 6 - 6.12) + 1.4893
g ¥ 6.12 - 30 + tan T 5547 (by eq 61)

Qpp = 30.9°




Example No. 21 Reference Section: 4.4

Repeat Example 20 with k, = -0.067 (acceleration k,'g acting upward and
inertia force k,'W acting downward),

_ a 0.1
¥ = tan =0 ] (by eq 35)
¥ = 5.354°
2
Koy = cos® (30 -~ 5.35 + 0) _
PE ¢ (by eq
sin (30 + 3) sin (30 - 5.35 + 6) 59)

\ oa? - -
cos (5.35) cos® (0) cos (5.35 0+3)[1 J cos (375 35 = 0) 555 (6 =)

Keg = 3.815

= [ - - ’ 2
Ppg = 3.815 (1/2) [(120 pef) (1 - (-0.067))] (200)2 | o0,

Ppg » 97,695 1b per ft of wall

Capg =[/[tan(30 +6 -5,35)] {tan (30 + 6 ~ 5.35) + cot (30 + 0 -5.35)]+

{1 +tan (3 -0 + 5.35) cot (30 +0 - 5.35)]]

C3PE = 1.4724

care = 1 +[[tan (3 -0 +5.35)] + [tan (30 + 6 - 5.35) + cot (30 + 0 - 5.35)]]
copr = 1.4071

, [tan (30 + 6 - 5.35) + 1.4724

apg = 5.35 - 30 + tan” T 4071 ] (by eq 61)

Qpp = 31.1°




Example No, 21 (Continued) Reference Section: 4.4

SWmmary

Examples 20 and 21 show that when the inertial force k, + W acts downward
{example 21) the computed value for Py is 15 percent larger than Ppy for the
case when k, * W acts upward (example 20).

119




Example No. 22 Refarence Section: 4.4

For a wall of height H = 20 ft retaining a dry cohesionless backfill with

¢’ = 35 degrees, § = 0 degrees, i = 0 degrees, # = 5 degrees, k, = 0.3
(acceleration ky,'g towards the wall and inertia force k,'W away from the wall),
and k, = -0,12 (acceleration k, g acting upward and inertia force k, W acting
downward) compute Kpg, Ppr, and apg.

MOVEMENT
Y, = 120 pcf
P A\ P'- 35°
d-0°

UNEAR SUP PLANE

Method 1 (Kp by Mononobe - Okabe)

- -1 0.3
¥ = tan — (0. ] (by eq 35)

¥ = 15.00°

K. = cos? (35 - 15 + 5)

EE F )
2 _ _| sin (35 + 0) sin (35 - 15 + 0)

cos (15) cos® (5) cos (15 -5 + G)ll J So5 (07 T5 =57 505 (0 =5)

Kpg = 2.847 (by eq 59)

- - y2
Ppr = 2.847 (1/2) (120 pef [1 - (-0.12)]) (20") (by eq 58)

76,527 1b per ft of wall

Ppe

15)] [tan (35 + 0 - 15) + cot (35 +5 -15)]-

Capg ™ [ y[tan(35 + 0

[1 + tan (0O - 5 + 15) cot(35 + 5 ~ 15)]]




Example No, 22 (Continued) Reference Section: 4.4

capr = 1.1217

Cepe " 1 #[[Can (0-5+15)] » {tan (35 + 0 - 15) + cot (35 + 5 ~ 15)]]
Cope * 1.4420

apg (15 - 35) + tan-l [tan (35 + 0 -15) +1.1217
[

- 1.4420 (by eq 61)
apg * 25.8505°
Method 2 (Equivalent Static Formulation with Kp by Log-Spiral Method)
B* =B - =-15°
8 =g -p = -10°
Kp(B*,0%) = 2.52 (from Table 3)

cos? (5 - 15)
cos (15) cos® (5)

1.0117

. - - 2
Ppe = [2.52 (1.0117)] (1/2) [(120 [1 - (-0.12)])] (20) (by eq 62)

68,530 1b per £t of wall

g
-
]

"

Summary

The values for Kyg and Ppp computed using Mononobe - Okabe (by Equations 58 and
59) are 12 percemt larger than the values for (K, (8%, 8") - Fpg] and Pp by
Equation 62.
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Example No. 23 Refarence Section: 4.4

-

For a wall of height H = 20 ft (3 = O degrees, § = 5 degrves) retaining a dry
cohesionlesa backfill with ¢° = 35 degrees, § = ¢, compute the value of Py
for the case of k, = 0.3 (acceleration k,'g towards the wall and inertia force
ky'W away from the wall), and k, = -0.12 (acceleration k,: g acting upward and
inertia forvce k,'W acting downward). Note that when using the log-spiral
golutions, § is set equal te -35 degrees (for Table 3 and Kp(ﬁ', 6*). Calcu-
late the magnitude error in the Mononobe-Okabe solution for the value of Ppy
(Kpg by Equation 59 with § = 35 degrees) versus the value of Ppr determined
using the equivalent static formulaticn.

MOVEMENT
A

g-s° -7 M‘f, * 120 pet
.'.6. 5. /’ ¢|.350

S ’B' 35° UNEAR SUP PLANE
PE
B S A
apcj
_ -1 0.3
Y = tan i } (by eq 35)
¥ =15.00°

Method 1 (Equivalent Static Formulation with K, by Log-Spiral Method)

B =B - ¥ =-15°
A* =4 -y =-10°

Ke(B*,8%) = 6.97 (from Table 3)

cos? (5 - 15)

=

F,
PE - Cos (15) cos? (5)

Fpp = 1.0117




Example No. 23 (Continued) Reference Section: 4.4

Py " .97 . 0117 - (-0. 3
" [(6.97) (1.0117)]) (1/2) [120 (1 - (-0.12))] (20) (by aq 62)
Pyg = 189,546 1b per ft of wall

Method 2 (Kpg by Mononobe-Okabe Method)

2 -
Kpg = cos® (35 - 15.0 +5)

12

2 - _f sin (35 + 35) sin (35 - 15 + 0)
cos (15) cos? (5) cos (15 -5 + 35)[1 J o5 (TS T5=35) cos (0=5)

Kep = 11.507 (by eq 59)

Ppp = 11.507 (1/2) [(120 pef) (1 - (-0.12))] (20’)2
(by eq 58)
Ppg = 309,308 1b per ft of wall

Suanary

The Mononobe-Okabe procedure over predicts the value for Pp; by 63 percent.
The accuracy of the Mononobe-Okabe solution decreases with increasing values
of §.




Example No., 24 Reference Section: 4.4

For a wall of height H = 20 ft retaining a submerged cohesionless backfill
with ¢ = 35 degrees, § = 17.5 degrees (= ¢/2), f = 0 degrees, § = O degrees,
ky = 0.2 (acceleration k, + g towards the wall and inertia force k, * W away
from the wall), and k, = 0, compute the passive earth pressure force and water
pressure forces acting on the wall for the case of restrained water within the
backfill. Assume a hydrostatic water table within the backfill and r, = 0.3.

Ugparic = 1/2(62.4 pef) (20)2

Ugtatic * 12,480 1b per ft of wall, acting at Y,,, = [3(3& =6.67 ft

Excess Pore Water Pressure Force
(refer to sections A.2.3 and A.2.4 of Appendix A)

USL?M-O-\
2 -2
= ., .03 =3
H 'H'
Usuear

uaar

SHEAR Usiemr - o
top
uahur -0
st = [(120 pef - 62.4 pef) - 20°](0.3) (by eq A-8)
bot
Uioar ™ 345.6 Esf
Uppear = 1/2(u’° )(Hy)2 = 1/2 (345.6 psf) (20°)2

shear
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Example No. 24 (Continued) Reference Section: 4.4

Ushear = 3,456 1b per ft of wall
Yuen = 1/3(H) = 6.67 ft from the base of the wall

Dynamic Earth Pressure Force
Within the submerged backfill,

ve3 = (120 pef - 62.4 pef) (1 - 0.3)

(by eq 52)
Ye3 ® 40,32 pcf
o | 120 pcf
kh.3 [m. pc ](0'2) (by eq 54)
kh.3 - 0.595
= -1 10.595
Yoy = tan™ | ] (by eq 55)

¥os = 30.75°

cos? (35 - 30.75 + 0)

Kn-

sin (35 + 17.5) sin (35 - 30.75 + 0)
cos (1/.9 + 30.75 -0) cos (0 -0)

cos (30.75) cos?(0) cos (30.75 - 0 +17.5) [1 -J

Kpg = 3.518 (by eq 59)

Ppg = 3.518 (1/2) (40.32 pef [1 - O]) (20%)2 (adapted from eq 58)

Ppr = 28,369 1b per ft of wall
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Example No. 25 Reference Section: 4.4.1

For a wall of height H =~ 20 ft retaining a dry cohesionless backfill with ¢’ =
35 degrees, § = 0 degrees, 8 = 0 degrees, #§ = 0 degrees, k, = 0.2
(acceleration k, * g towards the wall and inertia force k;, * W away from the
wall), and k, = 0, compute the value for Ppg using the simplified procedure

for dynamic passive earth pressures.

. RN
G 2 Y, ° 120 pef
_— ‘e 35°
q ¢ H-20
PPE I
v*———_
1 d.0° 1
R RN

Since 6 = 0, the Rankine equation gives the same result as the Coulomb
equation.

Kp = tan? (45 + 35/2) (by eq 11)
Kp = 3.69
Pp = 3.69 (1/2) (120 pcf) (20’)2 (by eq 13)
Pp = 88,560 lb per ft of wall, acting at 6.67 ft (1/3 H) above the base of
the wall
AKpg = 17/8 (0.2) {by eq 67)
AKpg = 0.425
APpg = 1/2 (1206 pcf) (20’)2 (0.425) (by eq 65)
APpp = 10,200 1b per ft of wall, acting at 13.33" (2/3 H) above the base of
the wall.
Ppg = 88,560 - 10,200 (by eqn 64)
Ppg = 78,360 1b per ft of wall
Summa

The value of Ppg computed using the simplified procedure agrees with the
value computed using the Mononobe-Okabe relationship (calculations not shown).

The simplified procedure is limited to values of § = 0, vertical walls
and level backfills,
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Example No. 26

For a wall of height H = 20 ft retaining a submerged cohesionless backfill
with surchaige q, = 500 psf, ¢ = 35 degrees, § = 17.5 degrees (= ¢/2), 8 = O
degrees, § = O degrees, k, = 0.1 (acceleration k, -
inertia force k;, + W away from the wall), and k, = O, compute the active earth
pressure force and water pressure forces acting on the wall for the case of
restrained water within the backfill.
the backfill and r, = 0.1.

Reference Section:

g towards the wall and

Assume a hydrostatic water table within

top
shear
top
ushoa):
top
uahcar
bot
ushur
bot
ushear
bot
uahoar

q, '
h 8 com———
! T' {r ] Y \ Y
VA
r = PAE v
ry» 01 ) .
4
Y. * 120 pct U siem
(0 v
@' - 35° Usrang =1
X
drostatic e essure Force

Ugtatic = 1/2 (62.4 pef) (20%) 2
Ustatic = 12,480 1b per ft of wall
Yust = 20°/3 = 6.67° (H,/3) above the base of the wall.

Excess Pore Water Pressure Force

Linear pressure distribution with depth for r, = constant.

= qs (ry)

(500 psf) (0.1)

50 psf

(qs + (H - Hy) v¢ + Hy m)] 1y

[500 psf + O + 20° (120 pcf - 62.4 pcf)] (0.1)

165.2 psf




Tz = 68.16 pcf

Example No. 26 (Continued) Reference Section: 4.6

o .
] = 50 pst
sheor © 9V PSI— e

T
Do e I
= 165.2 psf
SHEAR COMPONENT OF PORE WATER PRESSURE

Ugnear (H,) = (50 psf) (20)
1,000 1b per ft of wall
H,/2 = 20’ /2
10’ above the base of the wall
L/2(ult: - uST,) B, = 1/2 (165.2 pst - 50 psf) (20°)
1,152 1b per ft of wall
1/3 (H,) = 1/3 (20%)

6.67’ above the base of wall

Ughear = E; + E; = 1,000 + 1,152
Ushear = 2,152 1b per ft of wall
Y, = (Ey) (Yg,) + (E;) (Yg,)
“ Ulhoar
y . = (1,000) (10") + (1,152) (6.67")
ush 7,157
Y,en = 8.22 ft above the base of the wall
c essure Force
3 = (120 pef - 62.4 pcf) (1 - 0.1) (by eq 52)

3 = 51.84 pcf

a = 62.4 pcf + (120 pcf - 62.4 pcf) (0.1) (by eq 53)




Example No. 26 (Continued) Reference Section: 4.6

» 120 pef g,
¥nes * 5103 per (01 (by eq 54)
Kyes = 0.2315

= tan"! (0.2315
Yoy = £an” ( ) (by eq 55)

VYe3 = 13.03 degrees

cos? (35 - 13.03)

Kpg = r .
sin (35 +17.5) sin (35 - 13.03) dapted
cos (13.03) cos (13.03 + 17.5) [1 +J Sos (7 5+ T3 077 ‘(;o'anp e
Koz = 0.4069 eq 36)
Ppp = Ky |1 + s ] ) % * (7e3) [1 - k) H? (adapted
Va3 H | from
Fig 4.18)

pc
P,r = 8,288 1b per ft of wall

Py = (.4069) [1 s 2 (500 psf) ] .; . (51.84 pef) (1 - 0] (207)2

Determine Point of Application of PAE

K, = cos? (35 - 0) .
2 sin (35 +17.5) sin (35 - 0)
cos®(0) cos (0 + 17.5) l; *J cos (17 5+ 0) co5 (0 =0) (by eq 16)
K, = 0.2461

Determine P, and the point of application.

Find the vertical effective stress at the ground surface.
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Example No. 26 (Continued) Reference Section: 4.6

o, = q, = 500 psf

y

Ugtatic * 0
Yehear ™ “:r?fu = 50 pSf
U = Ugpaeic * UYshear = 0 + 50 psf = 50 psf

(0y)t°P = oy - u = 500 psf - 50 psf = 450 psf

Find the vertical effective stress at the base of the wall.

(0,)P%% = (3)t%P + vy,3 H, = 450 psf + (51.84 pcf) (20°)

(o,)P°t = 1,487 psf

Determine the horizontal active effective stress at the ground surface (a°P),
and at the bottom of the wall (o,P°%).

otoP = KA(o;)“P = (0.2461) (450 psf)
a:” = 110.8 psf
ab°t = K, (cp)?°t = (0.2461) (1,487 psf)
o2 = 366 psf
Break the trapezoidal effective stress distribution diagram into a rectangle

aud a triangle to find the magnitude of the resultant force and its point of
application,

I

STATIC ACTIVE EARTH PRESSURE DIAGRAM
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Example No., 26 (Continued) Reference Section: 4.6

E,

Yea

YPA

AP)g

AP,x

Find the Point of Application of AP

= g°P(H) = (110.8 psf) (20°)

= 2,216 1b per ft of wall

=1/2(H) = 1/2 (20)

= 10 ft above the base of the wall

= 1/2 (o2°% - o'°P) (H) = 1/2 (366 psf - 110.8 psf) (20)
= 2,552 1b per ft of wall

=1/3 (H) =1/3 (20’)

= 6,67 ft above the base of the wall

=E, +E;, = 4,768 1b per ft of wall
1 2

. E1 (0py) + E; (Ygp) _ (2216) (10’) + (2552) (6.67°)
P, 4768

= 8§.22 ft above the base of the wall

= Py - P, =« 8288 - 4768 (solve eq 40 for AP,g)

= 3,520 1b per ft of wall

AE

h'

h'-

= 3 _ 500 psf

Y. 120 pcf
4.17 ft

Yapag = 0.6 (H + h,) = 0.6 (20° + 4.17%) (from Figure 4.20)

Yapae = 14.5 ft above the base of the wall

Y = Ypup =

Py (Ypa) + APyp (Yapap) _ (4768) (8.227) + (3520) (14.5)
Pr: 8,788

Y~ 10.89 ft (0.54 H) above the base of the wall
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CHAPTER 5 EARTH PRESSURES ON WALLS RETAINING NONYIELDING BACKFILLS
5.1 Introductinn

This part of the report describes two procedures that are used to com-
pute the dynamic earth pressures acting along the back of walls retaining
nonyielding backfills due to earthquake shaking. In practical terms, a wall
retaining a nonyielding backfill is one that dues not develop the limiting
dynamic active or passive earth pressures because sufficient wall movements de
not occur and the shear strength of the backfill is not fully mobilized - wall
movements that are less than one-fourth to one-half of Table 1 wall movement
values, Because cf this, earth retaining structures such as massive concrete
gravity retaining walls founded on firm rock or U-frame locks and dry docks
are sometimas referred to as structures retaining "nonyielding" backfills in
the literature. Two procedures for analyzing such cases are a simplified
analytical procedure due to Wond (1973) and a complete soil-structure interac-
tion analysis using the finite element method (see Appendix D).

5.2 Wood’s Solution

Wood (1973) analyzed the response of a wall retaining nonyielding back-
fill to dynzmic excitation assuming the soil backfill to be an elastic
material. He provided normal mode solutions for the case of both a uniform
modulus and a modulus varying lirearly with depth. Since these solutions are
slowly convergent for practical problems Wood (1973) presented approximate
procedures based on findings from the normal mode solutions. Wood showed that
a static elastic solution for a uniform 1:'g horizontal body force gave very
accurate vesults for the pressures, forces, and moments on the wall under
harmonic excitation of frequency f (cyclic frequency) when dynamic amplifica-
tion effects were negligible. This occurs when i ~ £/f, is less than about
0.5 where f is the frequency of motion and f, = V,/4H is the cyclic frequency
of the first shesr mode of the backfill considered as a semi-infinite layer of
depth H, The limiting O depends on the value of V; and the geometry of the
elastic backfill but the value O < 0.5 covers many practical cases.

In cases of wide backfills, the lateral seismic force against the wall
when @ < 0.5 is given by

Fsr = HZ . k‘h (68)

acting at a height of 0.63‘H above the back of the wall.

The normal stress distributions along the back of the wall were shown to
be a function of (1) Poisson’s ratio, v, and (2) the lateral extent of the
elasti~ medium behind the wall, expressed in terms of the ratio of the width
of the elastic backfill divided by the height of the wall, L/H (see Fig-
ure 5.1). Two exanples of the variation in the values for the normalized
horizontal stresses with normalized elevations above the base of the wall are
shown in Figure 5.2. A L/H value equal to 1 corresponds to a narrow backfill
placed within rigid containment and a L/H value equal co 10 corresponds to a
backfill of great width. The horizontal stresses at any elevation Y along the
back of the wall, o,, are rormalized by the product of y'H in this figure.
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Figure 5.1 Model of elastic backfill behind a rigid wall

The resulting distributions for the horizontal stresses are parabolic, with
larger values computed along the upper half of the wall, as compared to the
values computed along the lower half. 1In addition, the results show o, to be
larger for wide elastic backfills, as compared to those values computed for
narrow elastic backfills, Figure 5.3 shows the corresponding resultant hori-
zontal force, F,,, along the back of the rigid wall and the corresponding
seismic moment about the base of the rigid wall, M., as a function of v and
L/H. Figure 5.3 presents the resultant force and moment in terms of their
dimensionless values. F,, acts at a height

=Msr 69
Y. ™ (69)

The stresses shown in Figure 5.2 and the forces and moments shown in Fig-

ure 5.3 result from the application of a 1-g static horizontal body force.
The values for o, and F,, corresponding to other constant horizontal accelera-
tion values are computed by multiplying the o, value from Figure 5.2 and the
F,; value from Figure 5.3 by the ratio of the new acceleration value
coefficient, k.

Shaking table tests by Yong (1985) using dry sand backfill and vne-half
meter high walls have confirmed the applicability of Wood'’s simplified
procedure when the predominant frequency of shaking is significantly less than
the fundamental frequency of the backfill. The measured forces exceeded by a
factor of 2 to 3 those predicted by the Moncnobe-Okabe theory. The tests
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Figure 5.2 Pressure distributions on smooth rigid wall for 1l-g static
horizontal body force

clearly showed the limitations of Woods simplifizd procedure when this condi-
tion is not met. If the dynamic response of the backfill amplifies the
accelerations at the level of the base of the backfill,the assumption of con-
stant acceleration is net met and much greater earth pressures can result.

Woods (1973) has given two approximate procedures for estimating seismic
soil pressures against walls retaining nonylelding backfills when dynamic
etfects are important; typically when Q1 > 0.5. In one procedure che dynamic
response is represented by a number of low frequency modes together with a
pseudomode called a rigid body mode tu represent the combined effects of the
higher modes.

The other procedure is based on the use of an equivalent two mode system
with frequencies and damping ratios predefined to provide the best fit of the
full dynamic modal solution,

Effective use of these procedures requires at least a broad understand-
ing of Wood's general approach to the dynamic response of unyielding retaining
structures, Therefcre, the rcader is referred to Wood (1973) for details on
how to implement the approximate dynamic procedure.

Wood’s gimplified procedures do not account for: (1) vertical accelera-
tions, (2) the typical increase of modulus with depth in the backfiil, (3) the
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influence of structures or other loads on the surface of the backfill, (4) the

phasad response at any given time for the accelerations and the dynamic earth
pressures with elevation along the back of the wall, and (5) the effect of the
reduced soil stiffness with the level of shaking induced in both the soil
backfill and soil foundation. These and many other factors are addressed in
the procedures used to simulate the dynamic response of earth recaining struc-
tures by a complete soil-structure interaction analysis.




CHAPTER 6 ANALYSIS AND DESIGN EXAMPLES FOR GRAVITY WALLS RETAINING YIELDING
BACKFILL3

6.1 Introduction

Gravity walls generally are designed assuming that some permanent dis-
placement will occur during the design seismic event., This assumption is
implicit in procedures using a seismic coefficient significantly less than the
acceleration coefficient corresponding to the design event. Newer methods,
such as the displacement controlled approach developed by Richards and Elms
(1979) explicitly consider such permanent displacements. If permanent dis-
placements greater than about 1 inch per 20 foot height of wall (Y/H = 0.004,
see Table 1) are not permissible, the analyses described in Chapter 8 should
be used.

The procedures described in this chapter quantify the effect of earth-
quakes on the backfill by means of inertial forces acting on the soil mass
comprising the sliding wedge within the backfill using the Mononobe-Okabe
relationships for dynamic active and passive earth pressures. Where signifi-
cant permanent displacements do occur, it is appropriate to use the Mononobe-
Okabe theory to evaluate static and dynamic earth pressures. As discussed in
Chapter 4, there is ample evidence that this theory is correct for dry sand
backfills, although supporting evidence is very weak in the case of submerged
backfills. With gravity walls, the dynamic incremeats of earth pressure gen-
erally are small compared to the inertia force on the wall itself and changes
in water pressure on the poolside of the wall. Hence the exact values for
dynamic earth pressures usually are not crucial. The procedures outlined in
this chapter assume that all dynamic forces act simultaneously in the worst
possible direction. This assumption is likely conservative (Whitman 1990;
Anderson, Whitman, and Germaine 1987; Al Homound 1990), but is retained
pending more complete studies of case histories from earthquakes.

Dynamic finite element analyses seldom are suitable for use during
design of gravity walls, but will prove very useful for further research into
issues such as the phasing of the various earth and water pressures acting
upon a wall. When such studies are made, the wall should be modeled as mov-
able in response to the forces acting upon it, and not as a rigid, nondisplac-
ing wall.

The Mononobe-Okabe theory for computing P,y and Ppg is described in Chap-
ter 4, The presence of water within the backfill affects not only the static
pressures acting on the wall, as discussed in Chapter 3, but also the dynamic
pressures. During an earthquake, the saturated portion of the backfill that
is below the water table may experience the development of additional pore
water pressures due to the shear strains that occur within the backfill during
earthquake shaking. These excess pote water pressures reduce the effective
gtresses within the backfill, resulting in both a reduction in the strength of
the soil and adding to the destabilizing forces which act along the back of
the wall. The magnitude of the excess pore water pressures generated within
the soil during an earthquake can range from zerc to the extreme case of pres-
sures that are equal to the pre-earthquake vertical effective stresses, a
state that corresponds to the liquefaction of the backfill. For those walls
that have a pool of water in front of the wall, the earthquake shaking results
in hydrodynamic pressures acting along the submerged portion at the front of
the wall. The Westergaard procedure 1s used for computing the hydrodynamic
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water pressures, which are superimposed on the static water pressure distribu-
tion along the front of the wall. The hydrodynamic pressure force acts to
destabilize the wall and acts counter to the direction of the static water
pressure force,

The seismic stability analysis of rigid walls that undergo movements
during earthquakes is categorized as one of four types of analyses, as shown
in Figure 6.1 and as listed in Table 4. These categories include rigid walls
retaining dry backfills (Case 1), and three categories for rigid walls retain-
ing submerged backfills, depending upon the magnitude of excess pore water
pressures that are generated during the earthquake. They range from the case
of no excess pore water pressures (Case 2) to the extreme case which corre-
sponds to the complete liquefaction of the backfill (Case 4) and the interme-
diate case btetween the two (Case 3). In Figure 6.1, U, .ic corresponds to the
steady state pore water pressure force acting along the back of the wall and
the water pressure force when a pool exists in front of the wall. Uy, cor-
responds to the excess pore water pressure force acting along the back of the
wall when excess pore water pressures are generated within the submerged por-
tion of the backfill during the earthquake. HF ;410 cOrresponds to the
hydrodynamic water pressure force of a liquefied backfill. Procedures for
determining the potential for liquefaction within the submerged backfill or
the potential for the development of excess pore water pressures are discussed
in Seed and Harder (1990) and Marcuson, Hynes, and Franklin (1990).

Experience gained with the evaluation of the stability and safety of
existing Case 1 walls subjected to earthquake shaking over the last 20 years
have established the validity of both the conventional equilibrium method of
analysis and the displacement controlled approach for dry backfills. However,
most of the case histories reported in the literature are for walls retaining
submerged backfills that had liquified during earthquakes. The procedures
outlined in this section for the analysis of the stability of the Case 2
through Case 4 retaining walls are proposed extensions of the procedures used
for the analysis of walls retaining dry backfill.

The desigr of gravity walls generally begins with design for static
loadings. Then the wall is checked for adequacy during the design seismic
event, using the procedures described in the following sections. Adequacy for
post-seismic conditions should also be checked, considering the effect of
residual lateral earth pressures and any excess pore pressures as discussed in
Chapter 2.

6.2 Procedurr. Based upon Preselected Seismic Coefficient

The force equilibrium method of analysis expresses the safety and sta-
bility of an earth retaining structure subjected to static and/or dynamic
earth and water forces in terms of (1) the factor of safety against sliding
along the base of the wall, (2) the ability of the wall to resist the earth
and water forces acting to overturn the wall, and (3) the factor of safety
against a bearing capacity failure or crushing of the concrete or rock at the
toe in the case of a rock foundation. The ability of the retaining wall to
resist the overturning forces is expressed in terms of the portion of the wall
base remaining in contact with the fourndation or, equivalently, the base area
remaining in compression (Headquarters, Department of the Army EM 1110-2-2502,
Ebeling et.al. 1990; Ebeling et al. 1992). Recommended minimum static and
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Table 4 Section Numbers That Outline Each of the Two Design Procedures
for Yielding Walls for the Four Categories of Retaining Walls
Idencified in Figure 6.1

SECTION NUMBER

Case 1 Case 2 Case 3} Case 4
Method Dry Submerged Submerged Liquified
of Backfill Backfill Backfill Backfill
Analysis with with
r, = 0 r, > 0
Presalected
Seismic
Coefficient 6.2.1 6.2.2 6.2.3 6.2.4
Displacement
Controlled
Approach for
New Wall
Design 6.3.1 6.3.3 6.3.5
Displacement
Controlled
Approach
for the
Analysis of
Existing
Walls [ 6.3.2 6.3.4 6.3.6

dynamic factors of safety and minimum base contact areas are listed in
Table 5. Post-earthquake settlements should also be checked.

6.2.1 Stability of Rigid Walls Retaining Dry Backfills which Undergo Movements
during Earthquakes

The force equilibrium procedure fer evaluating the stability and safety
of rigid walls retaining dry backfills, of the type shown in Figure 6.2, is
described in Seed and Whitman (197C). This analysis, described ¢s Case 1 in
Figure 6.1, is an extension of traditional {orce equilibrijum procedure that is
used ir the evaluation of the stability and s#fety of rigid walls under static
loadings. The rigid wall is presumed to have undergone sufficient movements
so that the active dynamic earth pressure force develops along the back of the
wall. The eight steps in the stability analysis of the displaced rigid wall

shown in Figure 6.2 are as follows:

(1) Select the k, value to be used in the analysis; see Section 1.4 of
Chapter 1.

(2) Select the k, values to be used in the analysis; see Section 1.4.3 of
Chapter 1,

Seed and Whitman {1970) found that for typical gravity earth retaining
wall design problems with no toe fill in front of the wall, P,g values varied
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Table 5 Minimum Factors of Safety When laing
the Preselected Seismic Coefficient Method
of Analysis

From U.S., Army Corps of Engineers EM 1110-2-.2502 (1989)

R

Factor of Safety Factor of Safety
Failure Mode Static Earthquake
Sliding 1.5 1.1 - 1.2
Bg/B 100s% 75%

(508 -Rock)

Bearinﬁ* 3 >2

*Check for settlements, including differential settlements.

by less than 10 percent (as discussed in Section 4.5). 1In other cases
vertical accelerations can contribute to the forces attempting to destabilize
the wall (e.g. slender walls). In general, k, values other than zero would be
included in the analysis when vertical accelerations impact wall stability.

{3) Compute the dynamic active pressure force using the Mononobe-Okabe rela-
tionships as described in Chapter 4. P, is computed using equation number
33, with K,z given by Equation 34 and acting at the height as given in Fig-
ure 4.7. For a vertical wall retaining a horizontal backfill, P,z may be com-
puted directly or defined in terms of the static force P, and the incremental
inertial force AP,z. P, is computed using Equation 7 with K, given by Equa-
tion 16, using the Seed and Whitman's simplified procedure,and AP,z is com-
puted using Equation 41 with AK,z given by Equation 43. P, is equal to the
sum of these two forces (Equation 40) with a point of action, Y, given by
Equation 44, as shown in Figure 4.8. For most engineered granular backfills,
6§ equal to ¢/2 is a reasonable value., Table 2 provides a list of ultimate
friction angles for a variety of dissimilar materials that may interface with
one another,

(4) Compute the weight of the wall W and point of application, and using thne
force Py and its point of applicaticn as determined in step 3, solve for the
unknown forces N and T which act along the base of the wall using the horizon-
tal and vertical force equilibrium equations.

The force W is computed per lineal foot of wall by multiplying the unit
cross-sectional area of the wall by a representative value for the unit weight
of the section. The resultant force acts at the center of mass for the cross
section.

The total normal force between the wall and the foundation is equal to

N =W+ (Pyly (70)
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Figure 6.2 Rigid walls retaining dry backfill which undergo movements
during earthquakes (case 1 in Figure 6.1)

where

W = weight of the wall
(Pse)y = the vertical component of Pgg.
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The point of action of the force N, Xy is computed by summing moments
about the coe of the wall

W(x,,) + (pA_I)Y (XLAL) - (PA_!)X (YLAl) ‘W(kh)Yw (71)
N

x“-

where
(P“)x - PAE COS( § + 0 )
(PM)Y - Pu sin( § +48)
Xpag = B - (Ypag) tan 4
an - Y
Xy, Yy = center of mass for the wall, as measured from the toe of the
wall and the base of the wall, respactively.

The horizontal force T is the shear force required for sliding
equilibrium of the wall and is equal to

T = (Pyy) x + Weky, (72)

where
Wk, = horizontal inertia force of the wall,

(5) Compute the factor of safety against sliding, F,.

- ultimete shear force (73)
® 'shear force required for equilibrium

The ultimate shear force along the base, T,., is given by

Tult = N‘tan&b (74)

where
6y, = the base interface friction angle.

(6) Compare the computed factor of safety against sliding to the required
factor of safety. Many retaining walls are designed using static active earth
pressures with a factor of safety of 1.5 against sliding along the base. For
temporary loading cases, such as earthquakes, the minimum required fantor of
safety is equal to 1.1 or 1.2 (Table 5). For a ductile wall to foundation
interface, as the value of F, approaches the minimum required value, the mag-
nitude of the translation of the structure will increase as the value of F,
decreases (Newmark 1965). For a bonded interface, the displacements will be
small until the bond is ruptured (at Fy = 1.0) and a brittle failure results,
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(7) The overturning criterion is expressed in terms of the percentage of base
contact area B,/B, where B, is the width of the area of effective base con-
tact, Assuming that the bearing pressure varies linearly between the base of
the wall and the foundation, the normal stress is a maximum at the tce (q =
Qnax) And a minimum at the inner edge (q = 0) as shown in Figure 6.3.

B, = 3exy (75)

An alternative assumption regarding base pressure distribution and contact
area was suggested by Meyerhof (1953). Meyerhof assumed a uniform distribu-
tion of pressure along the base, resulting in an effective base contact equal
to

B, = 2exy. (76)

Meyerhof'’s pressure distribution has been used widely for foundations on soil
and is most appropriate for foundation materials that exhibit ductile mecha-
nisms of failure. The assumption is less appropriate for brittle materials.

Many retaining walls are designed using static active earth pressures
with full contact along the base, B,/B ( or B',/B), equal to 100 percent. For
temporary loading cases, such as earthquakes, this criteria is relaxed to a
minimum value of 75 percent, 50 percent for rock foundations (Table 5).

(8) For those structures founded on rock, the factor of safety against bearing
capacity failure, or crushing of the concrete or the rock at the toe, can be
expressed as

F, = _ult (77)

9max

where q,. is the ultimate bearing capacity or comprzssive strength of the
concrete or the rock at the toe and (p,, is the maximum bearing pressure at

the toe. For brittle materials like unconfined concrete, the ultimate bearing
capacity is equal to the compressive strength of the material. Building codes
are commonly used to obtain values for the allowable bearing stress on rock,
Qa11- Alternately, a large factor of safety is applied to the unconfined com-
pressive strength of intact samples. The maximum bearing pressure Qp,x is
restricted to an allowable bearing capacity q,;;. For ductile foundation
materials that undergo plastic failure, the ultimate bearing capacity is
greater than the compressive strength of the material, excluding those founda-
tion materials exhibiting a loss in shear resistance due to earthquake-induced
deformations or due to the develupment of residual excess pore water pres-
sures. In these cases, a conventional bearing capacity evaluation is
conducted to establish the post-earthyuake stahility of the structure.

In stability anaiyses in which the vertical accelerations are consid-
ered, the force acting downward through the center of mass of the wall that
represents the weight of the wall, W, in Figure €.2, is replaced by the force
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Figure 6.3 Linear and uniform base pressure
distributions

W (l-k,) acting downward. The first term in Equations 70 and 71, W and W'X,
are replaced by W-(1-k,) and W (1-k,) X,, respectively. The direction in which
the vertical inertia force, k,’W, acts is counter to the direction assigned to
the effective vertical acceleration, k,'g. Vertical accelerations will also
affect the values for P,y (Equation 33) and K,y (Equation 34), as described in
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Section 4.2. The stability should be checked for the possibility of k, acting
in either direction.

This procedure is illustrated in example 27 at the end of this chapter.

6.2.2 Stability of Rigid Walls Retaining Submerged Backfills which Undergo
Movements During Earthquakes - No Excess Pore Water Pressures

The presence of water within the backfill and in front of the wall
results in additional static and dynamic forces acting on the wall and alters
the distribution of forces wirhin the active soil wedge developing behind the
wall. This section describes the first of three proposed force equilibrium
procedures used in the evaluation of the stability and safety of rigid walls
retaining submerged or partially submerged backfills and including a pool of
water in front of the wall, as shown in Figure 6.4. This analysis, described
as Case 2 in Figure 6.1, assumes that no excess pore water pressures are gen-
erated within the submerged portion of the backfill or within the foundation
during earthquake shaking. The evaluation of the potential for the generation
of excess pore water pressures during the shaking of the submerged soil
regions is determined using the procedure described in Seed and Harder (1990)
or Marcuson, Hynes, and Franklin (1990). The rigid wall is presumed to have
undergone sufficient movements so that the active dynamic earth pressure force
develops along the back of the wall. Many of the details regarding the pro-
cedures used in the eight steps of the stability analysis of walls retaining
dry backfills (Section 6.2.1) are similar to those procedures used for sub-
merged backfills, and the explanations for these common steps are not repeated
in this section. The eight steps in the stability analysis of the displaced
rigid wall retaining submarged backfill as shown in Figure 6.4 are as follows:

(1) Select the k, value to be used in the analysis; see Section 1.4 of
Chapter 1.

(2) Consider k,, as discussed in Section 1.4.3.

(3) Compute P,z using the procedure described in Section 4.3. Ugpaic is deter-
mined from the steady state flow net for the problem. By definition, only
steady state pure water pressures exist within the submerged backfill and
foundation of a Case 2 retaining structure (r, = 0). In the restrained water
case of a fully submerged soil wedge with a hydrostatic water table, P, is
computed (Equations 33 and 38) using an effective unit weight equal to .

Kae (Equation 34) or K,(B",8") (Equation 38) are computed using an equivalent
horizontal acceleration, ki,;, and an equivalent seismic inertia angle, g,
given by Equation 47 and 48. 1In the case of a partially submerged backfill,
this simplified procedure will provide approximate results by increasing the
value assigned to the effective unit weight based upon the proportion of cthe
soil wedge that is above and below the water table. A more refined analysis
may be conducted using the trial wedge procedure (Section ».4) for the forces
shown in Figure 6.4, For most engineered granular backfills, 6§ equal to /2
is a reasonable value (Table 2).

{#) Compute the weight of the wall W and point of applicaticn, and using the
force Ppg and the point of application as determined in step 3, solve for the
unknown forces N’ and T which act along the base of the wall using the hori-
zontal and vertical force equilibrium equations
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The force W is computed per lineal foot of wall by multiplying the unit
cross-sectional area of the wall by a representative value for the unit weight
of the section. The resultant force acts at the center of mass for the cross

section,
The effective normal force between the wall and the foundation is equal
to
N =W+ (Pp)y - Gy (78)

where

W = weight of the wall
(Pag)y = the vertical component of Pyg
U, = resultant pore water pressure force along the base of the
wall

The point of action of the force N', ¥y is computed by summing moments
about the toe of the wall

Xy My * Mpar = Usparic (Yuse) = Bp(Xip) + Moo (79)
N'

where
My = W(X) - Wk Yy
Mpar = (Pae)y (Xpap) - (Bpp)x (Ypar)
Mpoor = Upoor (Yup) = Ujnertsa(Yuy)

(Pag)x = Pug cos( 6 + 0 )

Pug sin( 6 + 6 )

S~

o
B

~—
<
H

XPAE = B - (YPAE) tan 6
YPAE -
Yust = point of action of Ugiay, (from flow net)

Yyp = point of action of Upye (= Hp/3)

point of action of Uj,.rria (see Appendix B)

w
s
'

Y, = point of action of U, (from flow net)

center of mass for the wall, as measured from the toe
of the wall and the base of the wall, respectively.

£
=
'
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(b.) Walland Pool

Figure 6.4 Rigid wall retaining submerged backfill which undergo
movements during no excecs pore water pressures (Case 2 in
Figure 6.1)




Ths horizontal force T is the shear force required for equilibrium of
the wall and is equal to

T = (PAI:)X * w(l\h) + Ult-nuc = Upool + anorun (80)

where
W'ky, = horizontal inertia force of the wall.

Ustatic = resultant steady state pore water pressure force along
the back of the wull.

Upony = resultant hydrostatic water pressure force for the pool

Uinertia ™ liydrodynamic water pressure force for the pool directed away
from the wall (see Appendix B).

(5) Compute the factor of safety against sliding, F,, using Equation 73, The
ultimate shear force along the base, T,,, is given by

T,

u

it 'N"tan8b (81)

where
6y, = the effective base interface friction angle.

(6) Compare the computed factor of safety against sliding to the required
factor of safety of 1.1 or 1.2 for temporary loading cases (Table 5).

(7) The stability against overturning is expressed in t-ims of the base area
in compression, B,. B, is computed by either Equation 75 or 76, as described
in Section 6.2.1. Many retaining walls are designed using static active earth
pressures with full contact along the base, B,/B ( or B',/B), equal to

100 percent. For temporary loading cases, such as earthquakes, this criteria
is relaxed to a minimum value eof 75 pecicent, 50 percent for rock foundations
(Table 5).

(8) Check the stability of the wall against a bearing capacity failure, as
discussed in step 8 of Section 6.2.1.

6.2.3 Stability of Rigid Walls Retaining Submerged Backfills which Undergo
Movements During Earthquakes - Excess Pore Water Pressures

This section describes the second of three proposed force equilibrium
procedures for evaluating the stability and safety of rigid walls retaining
submerged or partially submerged backfills and including a pool of water in
front of the wall, as shown in Figure 6.5. This analysis, described as Case 3
In Figure 6.1, assumes that excess pore water pressures, in addition to the
steady state pore water pressures, are generated within the submerged portion
of the backfill or within the foundation during earthquake shaking. The mag-
nitude and distribution of these excess pore water pressures depend upon sev-
eral factours, including the magnitude of the earthquake, the distance from the




site to the fault generating the earthquake and the properties of the sub-
merged soils., The evaluation of the magnitude of the residual excess pore
water pressures within the submerged soil vegiouns due to earthquake shaking is
determined using the procedure described ip Seed and Harder (1990) or
Marcuson, Hynes, and Franklin (1990). The vigid wall is presumed to have
undergone sufficlent movements so that the active dynamic earth pressure force
develops along the back of the wall. Many of the details regarding the
procedures used in the nine steps of the stability analysis are common to the
Case 1 and Case 2 analyses, The nine steps in the stability analysis of
Figure 6.5 displaced rigid wall retaining a submerged backfill with excess
pore water pressures within the soil regions are as follows:

(1) Select che k, value to be used in the analysis; see Section 1.4 of
Chapter 1.

(2) Consider k,, as discussed in Section 1.4.3,

(3) Compute P,z using the procedure described in Section 4.3. The total pore
water pressures existing near tho end of earthquake shaking are equal to the
sum of the steady state pore water pressures and the residual excess pore
water pressures. Ug,aeie 15 determined from the steady state flow net for the
problem. The post-earthquake residual excess pore water pressures are
identified as U, and AU, respectively, in Figure 6.5 and are determined
using the procedures described in Seed and Harder (1990) or Marcuson, Hynes,
and Franklin (1990). In the restrained water case of a fully submerged soil
wedge with a hydrostatic water table and r, equal to the average value within
the backfill, P,z is computed (Equations 33 and 38) using an effective unit
weight (Equation 52). K,z (Equation 34) or K,(8",8") (Equation 38) is computed
using an equivalent horizontal acceleration, kp.;, and an equivalent seismic
inertia angle, y,;, given by Equations 54 and 55.

An alternative approach is to compute P,p using an effective unit weight
equal to v, and a modifiea effective friction angle, ¢,q (Equation 56). K
(Equation 34) or K,(8",0") (Equation 38) are computed using an equivalent
horizontal zcceleration, ki, and an equivalent seismic inertia angle, ¢,
given by Equations 47 and 48.

In the case of a partially submerged backfill, either of the simplified
procedures provides for approximate results by increasing the value assigned
to the effective unit weight based upon the proportion of the soil wedge that
is above and below the water table. A more refined analysis may be conducted
using the trial wedge procedure (Section 3.4) for the forces shown in Figure
6.5. For most engineered granular backfills, 6 equal to ¢/2 is a reasonable
value (Table 2).

(4) Compute the weight of the wall W and corresponding point of application,
with the forces determined in step 3 and their points of application, solve
for the unknown forces N’ and T which act along the base of the wall using the
horizontal and vertical force equilibrium equations.
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(b.) Wollond Pool

Figure 6.5 Rigid wall retaining submerged backfill which undergo

movements during earthquakes, including exress pore water
pressures (Case 3 in Figure 6.1)

The force W is computed per lineal foot of wall by multiplying the unit
cross-sectional area of the wall by a representative value for the unit weight
The resultant force acts at the center of mass for the cross

of the section,
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The effective normal force between the wall and the foundation is equal
to

N =W + (Pﬂ)y‘Ub'AU (82)

where

AU = resultant excess pore water pressure force along the base
of the wall

The point of action of the force N’, Xy is computed by summing moments
about the toe of the wall

My + Mppp + Mo - AU(Xpy) = Up (X)) + Moy (83)
Nr

Xy =

where
My = WXy - W(ky)Yy
Mpap = (Pap)y (Xpap) - (Pap)x (Ypag)
Mpoor = Upoor (Yup) = Uineresa(Yus)
Mpwp = ~Uptatic (Yust) = Ushear (Yusn)
and
(Pag)x = Pagp cos( 6 + 6 )
(Pag)y = Ppg sin( &6 + 6 )
Xpagp = B - (Ypag) tan §
Ypar = Y
Yueh = point of action of Ugear

Xpy = point of action of AU

The horizontal force T is the shear force required for equilibrium of
the wall and is equal to

T = (PAE)X + w(kh) + Usbatic + Ushur = Upool + Uincrtia (84)

where

Ushear ™= resultant excess pore water pressure force along the back of
the wall.

Procedures for the computation of values for Usyear, Yusn, AU, and Xpy are dis-
cussed in Seed and Harder (1990) or Marcuson, Hynes, and Franklin (1990).

(5) Compute the factor of safety against sliding, F;, using Equation 73. The
ultimate shear force along the base, T,;;, is given by Equation 81,

(6) Compare the computed factor of safety against sliding to the required
factor of safety of 1.1 or 1.2 for temporary loading cases (Table 5).
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(7) The stability against overturning is expressed In terms of the base area
in compression, B,. B, is computed by either Equaticn 75 or 76, as described
in Section 6.2.1, Many retaining walls are designed using static active earth
pressures with full contact along the base, B,/B ( or B',/B), equal to

100 pexrcent. For temporary loading cases, such as earthquakes, this criteria
is relaxed to a minimum value of 75 percent, 50 percent for rock foundations
(Table 5).

(8) Check the stability of the wall against a bearing capacity failurs, as
discussed in step 8 of Section 0.2.1.

(9) Additional stability considerations for the retaining wall are discussed
in Chapter 2. Some of the factors to be considered are the potential for
strength loss within looser foundation materials and the post-earthquake
redistribution of excess pore water pressures. Post-earthquake stability of
the wall and post-earthquake settlements should also be considered.

This procedure is illustrated in example 28 at the end of this chapter.

6.2.4 Stability of Rigid Walls Retaining Submerged Backfills which Undergo
Movements During Earthquakes - Liquified Backfill

This section describes the force equilibrium procedure used in the eval-
uation of the stability and safety of displaced rigid walls retaining sub-
merged or partially submerged backfills and including a pool of water ir front
of the wall, as shown in Figure 6.6. This analysis, described as Case 4 in
Figure 6.1, assumes that the submerged portion of the backfill has liquified
(ry = 100%) during the earthquake and that excess pore water pressures (r, <
100%) are generated within the foundation during earthquake shaking. The
evaluation of the liquefaction potential for the backfill and the magnitude of
the residual excess pore water pressures within the foundation are determined
using the procedure described in Seed and Harder (1990) or Marcuson, Hynes,
and Franklin (1990). Many of the details regarding the procedures used in the
nine steps of the stability analysis are common to the previously described
analyses. The steps in the stability analysis of Figure 6.6 displaced rigid
wall retaining a liquified backfill with excess pore water pressures within
the soil foundation are as follows:

(1) Select the ky value to he used in the analysis; see Section 1.4 of
Chapter 1.

(2) Consider k,, as discussed in Section 1.4.3.

(3) Compute the forces acting along the back of the wall,

1
HF ¢ nt1e = -2-'7t.H2 (85)

identified as HFgparic and HFjperia in Figure 6.6. Upon liquefaction of the
backfill during the earthquake, the earth pressure forces acting along the
back of the wall are equivalent to a heavy fluid with a density equal to the
total unit weight of the backfill, y,. The inertial force of the heavy fluid
during shaking is approximated using the Weste:rgaard procedure (Appendix B)
for the inertia force of a fluid as acting at 0.4'H above the base of the
wall.
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(b.) Wallond Pool

Figure 6.6 Rigid wall retaining submerged backfill
which undergo muvements during earthquakes -
liquified ' ackfill (Case 4 in Figure 6.1)

7
HFlnortia = 'I'Z‘kh’yt.Hz (86)

(4) Compute the weight of the wall W and corresponding point of application
with the forces determined in step 3 and their points of application; solve
for the unknown forces N’ and T which act along the base of the wall using the
horizontal and vertical force equilibrium equations.

The force W is computed per lineal foot of wall by multiplying the unit
cross-sectional area of the wall by a representative value for the unit weight
of the section. The resultant force acts at the center of mass for the cross

section.

The effective normal force between the wall and the foundation is equal

to
(87)

N =W -U, - AU




The point of action of the force N’, Xy. is computed by summing moments
about the toe of the wall

Xy = My + Myp - OU(Xy) - Up(Xyp) * Mpeo1 (88)
N’
where
M, = W(X,) - W(k,)Y,
Myp = ‘Hf".nnc(ym) - HFtnoxth(Yt)
Mpoor ® Upoan (Yup) = Uinercia (Yuy)
and

Yyrs = point of action of HFg i ( = H/3)
Y, = point of action of HFjpet;a ( = 0.4H)

In the case where excess pore water pressures are generated within the founda-
tion, the steady state flow net is used to compute the steady state pore water
pressure force U, along the base of the wall, and the excess pore water pres-
sure force AU is computed using the procedure described in Seed and Harder
(1990) or Marcuson, Hynes, and Franklin (1990). The horizontal force T is the
shear force required for equilibrium of the wall and is equal to

T= HFst.ch + HFinortu + w.kh - Upool + Uinlrtiu (89)

(5) Compute the factor of safety against sliding, F,, using Fquation 73. The
ultimate shear force along the base, T,., is given by Equation 81,

(6) Compare the computed factor of safety against sliding to the required
factor of safety of 1.1 or 1.2 for temporary loading cases (Table 5).

(7) The stability against overturning is expressed in terms of the base area
in compression, B,. B, is computed by either Equation 75 or 76, as described
in Section 6.2.1. Many retaining walls are designed using static active earth
pressures with full contact along the base, B,/B ( or B',/B), equal to

100 percent. For temporary loading cases, such as earthquakes, this criteria
is relaxed to a minimum value of 75 percent, 50 percent for rock tfoundations
(Table 5).

(8. Check the stability of the wall against a bearing capacity failure, as
discussed in step 8 of Section 6.2.1.

(9) Additional stability considerations for the retaining wall are discussed
in Chapter 2. Some of the factors to be considered are the potential for
strength loss within looser foundation materials and the post-earthquake
redistribution of excess pore water pressures. Post-earthquake stability of
the wail and post-earthquake settlements should also be considered.
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6.3 Displacement Controlled Approach

The displacement controlled approach incorporates wall movements explic-
itly in the stability annlysis of earth retaining structures. [t is, in
effuct, a procedure for cheoosing a seismic coefficient based upon explicit
choice of an allowable permanent displacement. Having selectad the seismic
coefficiunt, the usual stability analysis against sliding is performed,
including use of the Mononobe-Okabe equations. No safety factor is applied to
the required weight of wall evaluated by this approach; the appropriate level
of safety is incorporated Into the step used to calculate the horizontal seis-
mic coefficient. This procedure of analysis vepresents an alternative to the
conventional equilibrium method of analysis which expresses the stability of a
rigid wall in terms of a preselected factonr of safety against sliding along
its base, as described in Section 6.2.

The analytical procedure that was developed by Richards and Elms (.979)
recognizes that for some limiting value of horizontal acceleration, identified
as N"-g in Figure 6.7, the horizontal inertia force acting on a retaining wall
with no toe fill will exceed the shear resistance provided by the foundation
along the interface between the base of the wall and the foundation. This
implies that although the soil base may be accelerating horizontally at values
greater than N'-g, the wall will be sliding along the base under the action of
the horizontal inertial force that corresponds to the horizontal acceleration
N*:z. This results in the movement of the soil base relative to the movement
of the wall and vice-versa. The relative movement commences at the point in
time designated as point a in Figure 6.8 and continues until the velocity of
the base is equal to the velocity of the wall, designated as time point b in
this same figure. The velocity of the soil base is equal to the integral over
time ot the soil acceleration, and the velocity of the wall between time
points a and b is equal to the integral of the wall acceleration, which is a
conscant N''g. The relative velocity of the wall, v,, is equal to the
integral of the difference between the base acceleration and the constant wall
acceleration N*'g between time points a and b, as shown in Figure 6.8. The
relative displacement of the wall is equal to the integral of the relative
velocity of the wall, which occurs befween the two points in time labeled a
and b in Figure 6.8. Additional relative displacements occur for the wall
between the two latter points in time labeled ¢ and d in Figure 6.8, with the
residual relative wall displacements, d,, equal to the cumulative relative
displacements computed during the entire time of earthquake shaking,.

This problem was first studied in detail by Newmark (1965) using the
sliding block on a sloping plane analogy, with procedural refinements contri-
buted by Franklin and Chang (1977), Wong (1982), Whitman and Liao (1985),
Ambraseys and Menu (1988) and others. Makdisi and Seed (1978) and Idriss
(1985, Figure 47), proposed relationships based on a modification to the
Newmark perinanent displacement procedure to allow for the dynamic response of
embankments. The approach has been reasonably well validated for the case of
wall retaining dry backfills. The major problem is the selection ot a suit-
able friction angle. This is particularly troublesome when the peak friction
angle is significantly greater than the residual friction angle. It is con-
servative to use the residual friction angle, and this should be the usual
practice.
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Figure 6.7 Gravity retaining wall and failure wedge
treated as a sliding block
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From Elms and Richards (199C)

Figure €.8 Incremental displacement

The Richards and Elms procedure was developed using a sliding block
analogy to calculate the magnitude of wall displacements in sliding during
earthquake shaking. Whitman and Liao improved this procedure by using
statistical methods to address the several sources of uncertainty in the
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displacement controlled procedure. However, the reader js cautioned zgainst
relying solely upon this simplified procedure for waterfront structures
located within severe seismic environments or epicentral regions, structures
with significant deformations, or critical structures. It does not include
wall displacements due to post-earthquake settleiments or due to creep
displacements, The method has not yet been extended to take into account
tilting of walls; this matter is discussed by Whitman (1990).

Among the uncertainties are the effects of vertical and transverse
accelerations, including their influence upon the passive stabilizing force
for walls with toe fill. Results of studies by Sharama (1989), as described
by Elms and Richards (1990), indicate that the effect of the vertical
acceleration component is negligible. Other research as described by Whitman
(1979) indicated that the effect of vertical acceleration can be to increase
the total displacement by 50 to 100 percent for N'/A > 0.6. Whitman and Liao
(1985) determined that the detrimental effects of vertical accelerations on
wall stability were offset by consideration of other variables., Sharama
(1989), as reported by Elms and Richards (1990), determined that transverse
accelerations oriented along the length of the wall contribute to wall dis-
placement. Sliding block displacements imust always increase due to transverse
accelerations. Displacement increases of 70 percent or higher for N"/A values
between 0.5 and 0.9 were found. These additional displacements are based on
analysis of a wall with no transverse support other than base frictien. A
more sophisticated analysis is required to investigate, or to consider the
effects of k, (or vertical acceleration) in the deformations of waterfront
structures.

The stabilizing force for sliding resistance may be less than the full
passive earth pressure force because of insufficient wall displacements. A
conservative evaluation of this resistance should be used.

The displacement controlled proceduie for the analysis of earth retain-
ing structures is categorized as one of four types of analyses, as was done
for the conventional equilibrium method of analysis. These categories, that
are shown in Figure 6.1, include rigid walls vetaining dry backfills (Case 1)
and three categories for rigid walls retaining submerged backfills, depending
upon the magnitude of excess pore water pressures that are generated during
the earthquake. They range from the case of no excess pore water pressures
(Case 2) to the extreme case which corresponds to the complete liguefaction of
the backfill (Case 4) and the intermedizate case between the two (Case 3).

This proposed procedure for submerged backfills is not applied to the case of
liquified backfills due to the complexity of the post-earthquake behavior
within the soil regions. 1In addition, the steps in the application of the
displacement controlled approach to the design of a new wall are distinguished
from the steps in the application of the displacement contrclled approach to
the analysis of an existing wall. Table 4 identifies the appropriate Chapter
6 section that describes either the design of a new wall or the analysis of an
existing wall for the first threc Figure 6.1 categories of displacement con-
trolled analyses,

6.3.1 Displacement Controlled Design Procedure for a Wall Retainirg Dry
Backfill

This section describes the applicartion of the displacement controlled
approach to the design of a wall retaining dry backfill identified as Case 1
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In Figure 6.1. Richards and Elms (1979) first applied this analysis procedure
to walls that retain dry backfill. The eight steps in the design of the earth
retaining structure shown in Figure 6.9 are as follows:

(1) Decide upon the value for the permanent relative disglacement d, that is
acceptable for the wall. For most walls, dispiacements on the order of
several inches would be acceptable. The value for d, must be censistent with
the dynamic active earth pressure used in step 5 during the design of the wall
(see the discussions in Sections 6.1 and 2.2.2).

(2) Select the site specific average peak horizontal acceleration, A'g, and
the site specific average peak horizontal velocity, V, within the soil back-
fill comprising the dynamic active wedge and the retairing structure. Refer
to the discussion in Section 1.4 of Chapter 1.

(3) In typical earth retaining wall design problems, by Whitman and Liao dis-
placement controlled procedure, k, = O,

(4) Calculate the maximum transmissible acceleration, N* g, coefficient N*
using the Whitman and iLiao (1985) relationship

. . . - 1 d!‘ * (A.g) ‘190
N* = A {0.66 ?TIln{_—Tﬁ—_—]} (90)

where

A'g = base acceleration in units of in/sec?

V is expressed in units of inches per second
d, is expressed in units ct inches

g = 386 in/sec?

According to Whitman and Liao, this relationship for the maximum transmissible
acceleration coefficient, N*, ensures that there will be 95 percent confidence
that the prescribed allowable permanent displacement will not be exceeded
during an earthquake for the assigned A and V values. Equation 90 was derived
using 14 earthquake records. All but two of the reccrds were for earthquakes
with magnitudes between 6.3 and 6.7. For severe seismic environments, struc-
tures located in epicentral rcgions, significant deformations, or critical
structures, additiocnal calculations should be made using other relationships
(see Section 6.2).

(5) Compute the value for the dynamic active earth pressure force P,z using
the Mononobe-Okabe relationship described in Section 4.2, or for vertical
walls ind level backfills, in terms of P, and AP,z using the simplified
Mononobe -Okabe procedure described in Section 4.2.2. When using the relation-
ships for ¥, Kae, 8Ksp, and ayg, N* is substituted for k,, and k, is set equal
to zero. Additional comments regarding these calculations are given in step 3
in Section 6.2.1.

(6) Compute the required welght of wall. Horizontal force equilibrium
requires that the shear stress required for equilibrium, T, (Equation 72) be
equal to the ultimate shear force along the base of the wall, T,, (Equa-
tion 74). Setting Equation 72 equal to Equation 74, and introducing the
normal force N (Equation 70) and solving for W results in the relationship
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¢« (Bapdx = (Papdy (tansy)

91
tant;b - N*

where
(Pae)g = Pag cos( 6 + 6 )
(Pag)y = Pap sin( 6 + 8 )

(7) No factor of safety nceds to be applied to the wall weight W cemputed in
step 6 when using Equaticn 90 (FSy = 1.,0).

(8) Proportion the geometry of the wall so that the overturning criterion is
satisfied. This is expressed in terms of the percentage of base contact area
B,/B, where B, is the width of the area of effective base contact, as
described in step 7 in Section 6.2 1. For a given trial geometry, the point
of action of the normal force along the base, xy. is computed using Equation
number 71, followed by the computation of the value of B, using either Equa-
tion 75 or 76, depending upon the foundation material. This B, value is then
compared to the minimum B, value, which is equal to 75 percent of the base
width B for earthquake loading conditions (50 percent for rock foundations).

This procedure is illustrated in example 29 at the end of this chapter.

6.3.2 Analysis of Earthquake Induced Displacements for a Wall Retaining Dry
Backfill

This section describes the analysis of the earthquake induced displace-
ments of an existing wall retaining dry backfill, identified as Case 1 in
Figure 6.1. The four steps in the analysis of the earth retaining structure
shown in Figure 6.9 are as follows:

(1) Determine the value for the average site specific peak horizontal acceler-
ation, A'g, and the value for the average peak horizontal velocity, V, at the
site. Refer to the discussion in step 2 of Section 6.3.1.

(2) In typical earth retaining wall design problems by Whitman and Liao dis-
placement controlled procedure, k, = O,

(3) Compute the value for the maximum transmissible acceleration, N* g, coef-
ficient N*. An iterative method consisting of the following five steps is
used to determine the value for N".

(3-A) Using the assumed value for N*, compute the value for the
dynamic active earth pressure force P,z using either the Mononobe-
Okabe relationship described in Section 4.2 or in terms of P, and
AP,g assuming the simplified Mononobe-Okabe procedure described in
Section 4.2.2 applies. When using the relationships for ¢, Kug,
OK,p, and a,z, N* is substituted for k,, and k, is set equal to
zero. Additional comments rergarding these calculations are given
in step 3 in Section 6.2.1.
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(3-B) Calculate the value of the shear force required for equilib-
rium along the base of the wall, T, using Equation 72,

(3-C) Calculate the value fur the normal foice, N, using
Equation 70.

(3-D) Calculate the value for the ultimate shear force along the
base of the wall, T, using Equation 74,

(3-E) 1f the value for T is not equal to the value for T,
adjust the value used for N" and repeat steps 3-A through step 3-D
until T = T,;,. The resulting value for N* is equal to the limit
acceleration.

(4) Calculate the permanent relative displacement d, using the Whitman and

Liao (1985) relationship
N“ ' ‘
d = l495.-gvz] . exp(-g.“ : -;r) (92)

where

N*'g = maximum transmissible acceleration in units of in/sec?
A'g = base acceleration in units of in/sec?

V is expressed in units of inches per second

d, is expressed in units of inches

g = 386 in/sec?.

The value of d; must be consistent with these movements that are required to
develop the dynamic active earth pressure (used in step 3-A). Refer to the
discussion in Section 2.2,2. The actual earthquake induced displacement will
be of the same relative magnitude as the computed d, value.

This procedure is illustrated in example 30 at the end of this chapter.

6.3.3 Displacement Controlled Design Procedure for a Wall Retaining Submerged
Backfill - No Excess Pore Water Pressures

The displacement controlled approach was originally formulated by Rich-
ards and Elms (1979) for gravity walls retaining dry backfills. This section
outlines a proposed procedure for extending this method of analysis to prob-
lems involving walls retaining submerged backfills that do not develop excess
pore water pressures during earthquake shaking, the Case 2 structure of
Figure 6.1. A pool of water is also present in front of the retaining wall.
The same procedures that were describecd in the conventional torce equilibrium
method of analysis to compute the effective earth pressures (P,g) and both
steady state pore watver pressure forces, Uy, and U,, and residual excess
water pressure forces, Ug..r and AU, acting on the wall, are used in the dis-
placement contrnlled design approach. The procedure used to evaluate the
liquefaction potential within the backfill and foundation and the magnitude of
the residual excess pore water pressures after shaking are described in Seed
and Harder (1990) or Marcus»nn, Hynes, and Franklin (1990).
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This cection describes tho application of the displacemernt controlled
approach to the design of a wall retaining submerged backfill, identified as
Case 2 in Figure 6.1, No excess pore water pressures result from earthquake
shaking. There are eight staps in the design of the earth retaining structure
shown in Figure 6.4, The first four steps are the same as those listed in
Section 6.3.1, with the first being the selection of the value for the perma-
nent relative displacement d, that is acceptable for the wall,

For steps (1) through (4), see Section 6.3.1.

(5) Compute the value for the coffective dynamirc active earth pressure force
P, using thc procedure described in step 3 of Section 6.2.2. When using the
relationships for ¥, K,s, and o, N° is substituted for k,, and k, is set
equal to zero (a more sophisticated analysis is required to consider k).

(6) Compute the required weight of wall. Horizontal force equilibrium re-
quires that the shear stress required for equilibrium, T, (Equation 80) be
equal to the ultimate shear force along the base of the wall, T,), (Equation
81). Setting Equation 80 equal to Equation 81, and introducing the effective
normal force N’ (Equation 78) and solving for W results in the relationship

W= (Pagdx = (Bpgly(tandy) + Uiiny,e - Upool * Upnoreis * Uy (93)
tand, - N*

where
(Ppg)x = Ppg cou( 6§ + 0 )
(Pap)y = Pup sin( 6§ + 6 )

(7) No factor of safety needs to be applied to the wall weight W computed in
step 6 when using Equation 990 (FS,; = 1.0).

(8) Proportion the geometry of the wall so that the overturning criterion is
satisfied. This is expressed in terms of the percentage of base contact area
B,/B, where B, is the width of the area of effective base contact, as
described in step 7 in Section 6.2.2. For a given trial geometry, the point
of action of the effective normal force along the base, xy., is computed using
Egquation 79, followed by the computation of the value for B, using zither
Equation 75 or 76, depending upon the foundation material. This B, value is
then compared to the minimuwa B, value, equul to 75 percent of thlie base width B
for earthquake loading conditions.

With no residual excess pore water pressures generated within the back-
fill nor the soil foundation during earthyuake shaking, there is no redistri-
bution of excess pore water pressures arter the earthquake. This implies that
the wall displacements :re due entirely to inertial effects during the earth-
quake (and not due to any post earthquake consolidation). Additional wall
movements would occur should the foundation soils exhibit creep behavior as
discussed in Seed (1987) and Whitman (1985). Creep displacements are not
included in this procedure.

6.3.4 Analysis of Earthquake Induced Displacements for a Wall Retaining Sub-
merged Backfill - No Excess Pore Water Pressures
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This section describes the proposed procedure for the analysis of the
earthquake induced displacements of an existing wall retaining submerged back-
fi1ll, identified as Case 2 in Figure 6.1. No excess pore water pressures are
generated within the backfill and the foundation during earthquake shaking.
The four steps in the analysis of Figure 6.4 retaining wall are as follows:

For steps (1) and (2), see Section 6.3.2,

(3) Compute the value for the maximum transmissible acceleration, N*'g, coef-
ficient N'. An iterative method consisting of the following five steps are
used to determine the value for N*.

(3-A) Using the assumed value for N', compute the value for the
dynamic active earth pressure force P,z using the procedure
described in step 3-A of Section 6.2.2. When using the relation-
ships for ¥,, Kae, AKug, and a,g, N* is substituted for k,, and k,
is set equal to zero.

(3-B) Calculate the value the shear force requires for equilibrium
along the base of the wall, T, using Equation 80.

(3-C) Calculate the wvalue for the effective normal force, N’
usiag Equation 78.

(3-D) Calculate the value for the ultimatz shear force along the
base of the wall, T,., using Equation J1.

(3-E) If the value for T is not equal to the value for T,,.,
adjust the value used for N' and repeat steps 3-A through 3-D
until T = T,;,. The resulting value for N" is equal to the limit
acceleration.

(4) Calculate the permanent relative displacement d, using Equation 92. The
value of d, mist be consistent with those movements that are required to
develop the dynamic active earth pressure (used in step 3-A), as described in
Section 2.2.2, The commentary following step 8 in Section 6.3.3 also applies
in this case.

6.3.5 Displacement Controlled Design Procedure for a Wall Retaining Submerged
Backfill - Excess Pore Water Pressures

This section describes the application of the proposed displacement
controlled approach to the design of a wall retaining a submerged backfill
that develups excess pore water pressures within the backfill or within the
foundation during earthquake shaking, the Case 3 structure of Figure 6.1. A
pool of water 1s also present in front of the retaining wall. There are nine
steps in the design of the earth retaining structure shown in Figure 6.5. The
first four steps are the same as those listed in Section 6.3.1, with the first
being the selection of the value for the permanent relative displacement d,
that is acceptable for the wall.

For steps (1) through (4) see Section 6.3.1.

(5) Compute the value for the effective dynamic active earth pressure force
P,g using the procedure described in step 3 of Section 6.2.3. When using the
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velationships for ¥,;, Kar, and ape, N* is substituted for k,, and k, is set
equal to zero (a more sophisticated analysis is required to consider k).

(6) Compute the required weight of wall. Horizontal force equilibrium
requires that the shear stress required for equilibrium, T, (Equation 84) be
equal to the ultimate shear force along the base of the wall, T,

(Equation 81). Setting Equation 84 equal to Equation 81, and introducing the
effective normal force N’ (Equation 82) and solving for W results in the
relationship

(PAE)X = (PAB)Y(tanab) + Uant.ic + Ushur - Upool + Uinu‘ch + Ub + AU (94)

Wa
tan&b - N*

where
(PAE)X - PAE cos( 6§ + 8 )
(PAE)Y = Pur sin( 6§ + 8 )

(7) No factor of safety needs to be applied to the wall weight W computed in
step 6 when using Equation 90 (FSy, = 1.0).

(8) Proportion the geometry of the wall so that the overturning criterion is
satisfied. This is expressed in terms of the percentage of base contact area
B,/B, where B, is the width of the area of effective base contact, as
described in step 7 in Section 6.2.2. For a given trial geometry, the point
of action of the effective normal force along the base, xy., is computed using
Equation 8], followed by the computation of the value for B, using either
Equation 75 or 76, depending upon the foundation macerial. This B, value is
then compared to the minimum B, value, which is equal to 75 percent of the
base width B for earthquake loading conditions.

(%) Compute the additional wall movements that occur as a result of the
dissipation of the residual excess pore water pressures. In this problem,
residual excess pore water pressures are generated during earthquake shaking
within the backfill and/or the soil foundation, resulting in a redistribution
of excess pore water pressures after the earthquake. The design wall dis-
placement selected in step 1 results from the inertial forces acting during
the earthquake and do not include the post earthquake settlements.

The cautions expressed regarding wall stability during the dissipation
of these excess pore water pressures as expressed in step 9 of Section 6.2.3
remain applicable.

This procedure is illustrated in Example 31 at the end of this chapter.

6.3.6 Analysis of Earthquake Induced Displacements for a Wall Retaining Sub-
merged Backfill - Excess Pore Water Pressures

This section describes the proposed procedure for the analysis of the
earthquake induced displacements of an existing wall retaining a submerged
backfill that develops excess pore water pressures within the backfill or
within the foundation during earthquake shaking, the Case 3 structure of
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Figure 6.1. A pool of water is also present in front of the retaining wall.
The five steps in the analysis of Figure 6.4 retaining wall are as follows:

For steps (l) and (2) see Section 6.3.2,

(3) Compute the value for the maximum transmissible acceleration, N":g, coef-
ficient N*. An iterative method consisting of the following five steps are
used to determine the value for N*.

(3-A) Using the assumed value for N', compute the value for the
dynamic active earth pressure force P,y using the procedure
described in step 3 of Section 6.2.3. When using the relation-
ships for ., Kug, AKse, and ayz, N* is substituted for k,, and k,
is set equal to zero.

(3-B) Calculate the value the shear force requires for equilibrium
along the base of the wall, T, using Equation 84.

(3-C) Calculate the value for the effective normal force, N’,
using Equation 81.

(3-D) Calculate the value for the ultimate shear force along the
base of the wall, T,,, using Equation 81.

(3-E) If the value for T is not equal to the value for Ty,
adjust the value used for N and repeat steps 3-A through step 3-D
until T = T,;,. The resulting value for N* is equal to the limit
acceleration.

(4) Calculate the permanent relative displacement d, using Equation 92.

(5) Compute the additional settlements that occur during the dissipation of
the excess pore water pressures and add these computed values to the lateral
displacement value calculated in step 4. Note that this value of displacement
does not include any creep displacements that may occur within the foundation
soils. The resulting displacements must be consistent with those movements
that are required to develop the dynamic active earth pressure (used in

step 3-A), as described in Section 2.2.2,

The commentary included in step 9 of Section 6.2.3 also applies in this
case.
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CHAPTER 6 - EXAMPLES

Contents

Example Problems 27 through 31.

Commentary

The following examples illustrate the procedures
described in Chapter 6. The results of the computa-
tions shown are rounded for ease of chacking calcula-
tions and not to the appropriate number of significant
figures. Additionally, the wall geometry and values
for the material properties were selected for ease of
computations,
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Example No. 27 Reference Section: 6.2.1

For a wall of height H = 40 ft and base width B = 32 ft founded on rock and
retaining a dry dense sand backfill, determine if the wall satisfies the
stability criterion listed in Table 5 for a peak horizontal site acceleration
equal to 0.3 g. Assume the contact surface between the wall and the founda-
tion rock to be entirely frictional (no hond).

~rrrTrrTYT YT
FER I TR RS N

DENSE SAND BACKFILL
Y, = 120 pcf
¢'= 35°
3 = b2
]

ROCK

Step 1
Determine Seismic Coefficient kh

ap = 0.3 g
k, = 0.2
Step 2

Determine Seismic Coefficient kv

k, = 0,
Step 3

Determine ?AE from Mononobe-Okabe relationships

- 0.2 '
P = tan]'[TTTTUTJ (by eq 35)

¥ =11.31°
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Example No. 27 (Continued) Reference Section: 6.2.1

co8?(35-11.31-21,8)

Kape *

2 8ini3o .2)81in 31
cos(11.31)cos (21.8)009(11.31+21.8+17.5)[1* cos(17.5+11.31*21.9)coe(0-21.8)]

Ky = 0.618 (by eq 34)

Pag = 0.618 (1/2) (120 pef [1 - 0)) (40°)2 (by eq 33)
Pag = 59,328 1b per ft of wall

Determine Point of Application of PAE

co:-;2 (35 - 21.8)

Ky = 5
2 — sin(35 + 17.5) sin(35 - 0)
cos?(21.8) cos(21.8 +17.5) [1 +I cos{17.5 +21.8) cos(0 - 21.8)
(by eq 16)

K, = 0.441

P, = (0.441) (1/2) (120 pcf) (40°)2 (by eq 7)

Py, = 42,336 1b per ft of wall, acting at 13.33 ft (i/3 H) above the base of

the wall
PAE - PA + APAE (eq 40)

APy = 59,328 - 42,336

APpp = 16,992 1b per ft of wall, acting at 24 ft (0.6 H) above the base of the
wall

(42,336) (13.337) + (16,992) (24’)

Y =
09,328 (by eq 44)

Y = 16.4 ft above the base of the wall

Step 4

Determine the weight of the wall.
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Example No. 27 (Continued) Reference Section: 6.2.1

—C - 16—
POINT OF APPLICATION OF W,
6 X1 = 1/2(C0)
" w, Xy = 8 FT

Iﬁ H 4 Yy = 20 FT
| Yw POINT OF APPLICATION OF W,
Ywe Xyz = C « 138 - ©)
P

xm « 2133 FT
T0C
X [+ Ywz = 13.33 FT
Xy —*
8 * 32—

(40”) (16°) (150 pcf)

k2
'

L]
i
1

96,000 1b per ft of wall

L]
N
]

(1/2) (16’) (40°) (150 pcf)

L3
N
\

48,000 1b per ft of wall

=
]

W, + W,

E >
]

96,000 + 48,000

=
]

144,000 1b per ft of wall
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Example No. 27 (Continued) Reference Section: 6.2.1
ont cat
X, - Wy (Xyy) + Wy (X2)
W
X, = (96,000) (8°) + (48,000) (21.33")
144,000

X, = 12.44’ from the toe of the wall

Determine the Vertical Point of Application of W

v = Y ) + W, (V) | 96,000 (207) + (48,000) (13.33")
" W T4%, 000

Yy = 17.78 £t fromn the base of the wall

[--c-:e——

Ywe 128

T TOE
N

fe—— B + 32 ——

Determine the total normal force between the wall and the foundation:
N = 144,000 + (59,328) [sin (17.5 + 21.8)] (by eq 70)

N = 181,577 1b per ft of wall

173




Example No. 27 (Continued) Reference Section: 6.2.1

Youe = ¥

x'“ - 8 - (Y") TAN 8
Xppe * 25.44°

(P‘ ). . 45.9‘0
(P‘),'P‘ SN (3'8)
(p‘ )' - 37.577

Determine the Point af Ap i i ¢ "me Nomal For

e Ll (see Figure)

4
[
N
-
(]
o
"
»
-
2

(Pag)y
(Pag)y = 37.577 ib per t° ut waii

Xpap = 327 - (l6.4) tan 21 &

Xpap = 25.44°
(Pag)x = (59,328) cos (17.5 + 21.8) (see Figure)
(Pag)x = 45,910 1b per ft of wall

Ypar = Y

Ypag = 16.4° above the base of the wall

Xy = (144,000) (12.44°) + (37,577) (25.44") - (45,910) (16.4) - (144,000} (0.2) (17.78)
181,577

Xy = 8.16" from the toe of the wall (by eq 71)

Find the horizontal shear force (T) required for equilibrium of the wall.
T = 45,910 + (144,000) (0.2) (by eq 72)

T = 74,710 1b per ft of wall
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Example No. 27 (Continued) Reference Section: 6.2.1

Step o
Find the ultimate shear force along the base (T,;.)

8§y = 35°, for clean sound rock. (from Table 2}
Tue = (181,577) tan (35) (by eq 74)

Tue = 127,142 1b per ft of wall

Compute the factor of safety against sliding (F,)

F o 127,142
s 74,710 (by eq 73)

(Fs)acr.uul =1.70

Step 6

Compare the computed factor of safety against sliding to the required factor
of safety

(Fs) requires = 1.2 (from Table 5)
(Fs) actuat > (Fs) required; theretore o.k.

Step 7

Determine the width of the area of effective base contact (B,)

B, = 3 (8.16’) (by eq 75)
B, = 24.48

For temporary loading cases, such as earthquakes, B,/B should be greater than

or equal to 0.5 (rock foundation, Table 5) to avoid overturning of the
structure.

B, . 24.48
T actual Y

B
: =0.765
[-B—]actual

(Be/B) actuar > (Be/B)required, therefore o.k.
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Example No. 27 (Continued) Reference Section: 6.2.1

Stap 8

Detarmine the factors of safety against bearing capacity failure, or crushing
of both the concrete and rock at the toe.

Compute g
m#, = (2/3) (N /Xy) = (2/3) [(181,577)/(8.16)]) (see Figure 6.3)
Qrax = 14,835 1lb per ft of wall

Check Fb for concrete

Assume for concrete:
Quit = (4,000 psi) (144 in.%/ft?)

Quit = 576,000 1b per ft of wall

(F.) o Quit , 576,000
b/ concrete Tn 15,875 (by eq 77)

(Fb)concrot.o = 38.8

Values of F, for concrete is adequate.

Check Fb for rock

Calculations omitted.

Swnpary

The effect of vertical accelerations on the wall are summarized in the follow-
ing table.

Example 27 with varying k.,

kh - 02
k, = 0, +0.1, -0.1
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Example No. 27 (Continued)

Reference Section:

6.2.

1

ﬂ Case kv P“ Yp“ F' .B./B Fb
Vertical Value Value L) Value % Value ) Value % Value %
Accelera-
tion

H None 0 59,328 0 16.4 0 1.7 0 0.765 0 38.8 0

I[vDownward +0.1 55,728 -6 15.89 -3 1.61 -5 0.751 -1 42.0 | +8

ﬂ Ugward -0.1 63|128 +6 16.84 | +3 1.79 +5 0.778 +2 36.2 -7

For structures with borderline values of F,, B,/B or F,, vertical accelerations must
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be considered to correctly evaluate wall stability.




Example No. 28 Reference Section: 6.2.3

For a wall of height H = 20 ft and base width B = 20 ft founded on "weathered" rock
and retaining a partially submerged cohensionless backfill (H, = 12 ft), determine if
the wall satisfies the stability criterion listed in Table 5 for a peak horizontal
site acceleration equal to 0.3 g. Assume the contact surface between the wall and

the foundation rock to act as a granulear material (i.e. with no bond), r, is equal to
0.1.

v b v e
Tye 120 pef kel irl
M il S
B . 17,5
H' . | 8 7.5 Pp_..-' '.l_. v::‘[.._'
“te 7ve TOEs
RN U
WEATHERED ROCK L B - 20—

step 1

Determine the seismic coefficient kh

a, -~ 0.3 g
kh - 02

Step 2

Determine seismic coefficient kv

k, = O.
Step 3
Determine P,y from the Mononobe-Okabe relationships.

Pag = 8,121 1b per ft of wall (see Example 19)

Ypar = Y = 9.52 ft (0.49 H) above the base of the wall (see Example 19)

~
o
[
N
»
|

8,121 cos (17.5)

~
W
3
~
]
| ]

7,745 1b per ft of wall

—~
o
&
~r
<
H

8,121 sin (17.5)

2,442 1b per ft of wall

~
W
[
~
-
| |

XPAE-B-ZOft

178




Example No. 28 (Continued) Reference Section: 6.2.3
Determine hydrostatic wateyr pressure force
Ugeatic = 4,493 1b per ft of wall (see Example 19)

Yust = 4 ft (see Example 19)

Assume 80 percent of the base in compression (B, = 16 ft) with full uplift
pressures acting along 4 ft (B - B,) of the wall to rock interface.

B A > v o v & ¢
(4
H 20 T =
Hy =12 vstane * 0
= T | =
aor
WEATHERED ROCK U gramnc * (Uy) yrimncLe
| e 8, —
(Uu) RECT
e =

(Uy) rect ™ Tw (H,) (B - B) = (62.4 pef) (12°) (20’ - 16")
(Uy) pect ™ 2,995 1b per ft of wall
(Xup)rect = B - [(B - B,)/2] = 20 - [(20 - 16)/2]
(Xyp)rect = 18 £t from the toe of the wall
(U) eriangle = 1/2 7 Ky, B, = 1/2 (62,4 pcf) (127) (167)
(Uy) triangle ® 5,990 1b per ft of wall
(Xub) triangle = 2/3 B, = 2/3(16")
(Xup) triangre™ 10.67 ft
Uy = (Uy)reot * (U)triangre = 2,995 + 5,990
U, = 8,985 1b per ft of wall

X, = (2,995) (18°) + (5,990) (10.67’)
—9%8 Z

X, = 13.11 ft from the toe of the wall
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Example No. 28 (Cont:inued) Reference Section: 6.2.3
e back of the wall

Ushear = 1,567 1b per ft of wall (see ex 19)

Yuan = 5.47 ft above the base of the wall (see ex 19)

Assuming redistribution of excess pore water pressure within the backfill
along the interface between the base of the wall and the foundation, the pres-
sure distribution will be distributed as discussed for U,.

ubet,, = 165.1 psf (see Example 19)

(AU) pyct = Whear (B - B,) = (165.1 psf) (4’) = 660 1b/ft

(AU) i = 1/72(ub%, ) (B,) = 1/2(165.1 psf) (16’) = 1,321 1b/ft
AU = AU, + AU, , = 660 + 1,321 = 1,981 lb/ft
Xpy = 13.11 £t from the toe of the wall
Step 4
Compute the wejght of the wall and pojnt of application
W = H(B)Voone ® (20°) (20°) (150 pcf)
W = 60,000 lb/ft
X, = B/2 = 20’ /2 = 10’ from the toe of the wall
Y, = H/2 = 20’ /2 = 10’ from the base of the wall
Determine the effective normal force (N’) between the wall and the foundatjon
N’ = 60,000 + 2,442 - 8,985 - 1,981 (by eq 82)
N’ = 51,476
0 ective no !

M, = 60,000 (10’) - 60,000 (0.2) (10’)
M, = 480,000 1b - ft
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Example No. 28 (Continued) Reference Section: 6.2.3

Mppp = 2,242 (20°) - 7,745 (9.52°)
Mpag = ~26,892

Mpocal"O

M = ~(4,493)(4") - (1,567) (5.47°)
Mo = =26,544 1b - ft

. 480,000 + (-24,892 ) + (-26,544) - (1,981) (13.11) - (8,985) ( 13.11) + 0
Xy 5T, 478

Xe = 284{,800 (by eq 83)

Xy = 5.53 ft from the toe of the wall

Find the horizontal shear force (T) required for equilibrium of the wall.

T=7,745 + 60,000 (0.2) + 4,493 +1,567 -0+ 0 (by eq 84)
T = 25,805 1b per ft of wall

Step O

Find the ultimate shear force along the base (T,.)

6, = 31° (from Table 2)

T, = 51,476 tan (31
ult G (by eq 81)

Tu1e = 30,930 1b per ft of wall
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Example No. 28 (Continued) Reference Section: 6.2,

Compute the factor of safety against sliding (F,).

F = 30,930 _, , (by eq 73)
s 75,805
Step 6
(Fy)actual * 1.2 = (F)pega = 1.2 - o.k. (from Table 5)
Step 7

Determine the width of the area of effective base contact (B,)

B, =3 (5.53")
* (by eq 75)
B, = 16.59’

B, _ 16.59’

5 " o =0.83>0.5req’d .. o.k.

Calculations show B,/B = 83 percent as compared to the initially assumed value
of 80 percent. If the calculated B, value differed sufficiently from the
assumed value, it would be necessary to recompute the uplift pressure dis-
tribution and repeat the analysis.

Step 8

Determine the factors of safety against bearing capacity failure or crushing
of the concrete and the rock at the toe of the wall.

Compute g

Gmax = (2/3) (N /Xy) = 2/3 [_-”é-f;;é] - 6,206

Check ?b for concrete

Assume for concrete:

Quit = 576,000 1b per ft of wall (see ex 27)
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Example No. 28 (Continued) Reference Section: 6.2.3

(Fb)eoncut.o - ute - Eéf-é-g-gg =92.8 (by eq 77)

1

Value for F, for concrete is adequate,

Check Fb for rock

Calculations omitted,
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Example No. 29 Reference Section: 6.3.1

Design a rectangular wall of height H = 20 ft to be founded on "weathered"
rock and retaining a dense sand backfill for a peak average horizontal site
acceleration equal to 0.3 g and a peak average velocity equal to 12 in/sec.
Assume the contact surface between the wall and the foundation rock to act as
a granular material (i.e. with no bond). Use the displacement controlled
design procedure for a wall retaining a dry backfill.

Yy * 120 pef e e
¢'- 35° AR

H'ZO’ ! . ' ,."_'
d-2.875 S,
S

Y JOE

L e &_

WEATHERED ROCK

Step 1 Decide upon a value for d,

Minimum value for d.. To achieve active earth pressures behind a 20 ft high
wall retaining a dense sand backfill, the minimum wall displacement equals
0.24 inch (Y/H = 0.001 from Table 1).

Specify a maximum allowable wall displacement d, equal to 0.5 inch (use the
Whitman and Liao method).

Step 2

A-g=0.3¢g

A-g = 0.3-(386 in/sec/sec) = 116 in/sec/sec
A=0.3

V = 12 in/sec

Step 3

k, =0
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Example No. 29 (Continued) Reference Section: 6.3.1

Scep &4

2
N* = (0.3)-{0.66 -1 4. [€0.5 1n) (116 in/sec )”
53 [ (12 in/sec)* (by oq 90)

* N* |
N* = 0,227, [—K 0.76]

Step 5
k, = N* = 0,227
k, -0

Use the simplified Mononobe-Okebe procedure, described in Section 4.2.2.

AKyp = 3/4 (0.227) = 0.170 (by eq 43)

APy = (0.170) (1/2) (120 pef) (20’ )2 = 4,080 1b per ft of wall
Yapag = 0.6H = 0.6 (20°) = 12 ft above from the base of the wall

K, = cos? (35 - 0)

2 sin (35 + 8.75) sin (35 - 0)
cos® (0) cos (0 + 8.75) [1 +J cos (B.75 + 0) cos (0 - 0)

(by eq 16)
K, = 0.2544
P, = (0.2544) (1/2) (120 pef) (20’ )2
A / P (by eq 7)
P, = 6,106 1b per ft of wall
Pye = 6,106 + 4,080
(by eq 40)

Pyz = 10,186 1b per ft of wall
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Example No., 29 (Continued) Reference Section: 6.3,

6,106 (20’ /3) + 4,080 (0.6) (20°)
10,186 (by eq 44)

Y = Yy, = 8.80 ft above the base of the wall

Y'YPAE-

Step 6

Compute the required weight of the wall,

(Ppg)x = 10,186 cos (8.75 + 0) = 10,068 1b per ft of wall
(Pyg)y = 10,186 sin (8.75 + 0) = 1,550 1b per ft of wall

L6, = 29° (from Table 2)

10,068 - 1,550 [tan(29)]
tan (29) - 0.227 (by eq 91)

W= 28,135 1b per ft of wall

W=

Assuming a rectangular block with H = 20 ft, compute B.

W = H(B) 7oonc

B - 28,135 =9.38° = 9.5

W= (20’) (9.5°) (150 pcf) = 28,500 1b per ft of wall
X, =B/2 =9.5/2 =4.75 ft from the toe ¢ the wall

Yy = H/2 = 20’ /2 = 10.00 ft above the base of the wall
Xppe = B = 9.5 ft from the toe

FSy = 1.0

N = 28,500 + 1,550 = 30,050 1b ft of wail (by eq 70)
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Example No. 29 (Continued) Reference Section: 6.3.1

Xy = 28,500 (4.75) + 1,550 (9.5%) 3313;56 (8.87) - 28,500 (.227) (10%) (by eq

Xy = -0.141 ft 71)

The negative Xy value indicates overturning controls the design width of the
wall, not shear,

Try B = 12.5 ft. (B/H = 0.60)

W = H(B)7Yconc

W= (20") (12.5) (150 pcf) = 37,500 1b per ft of wall
Xy = B/2 = 12.5" /2 = 6.25 ft from the toe of the wall
Yy = H/2 = 20’ /2 = 10.00 ft above the base of the wall

Xpag = B = 12.5 ft from the toe of the wall

x, = £37,500) (6.25") +1,550 (12.5") - (10,068) (8.80") - 37,500 (0.227) (10.00)
79,050

Xy = 2.05 ft from the toe of the wall (by eq 71)

B, =3 (2.05’) = 6.15 ft (by eq 75)

B, 6.15 ft. B.] £

= =0.5= «0.5 (from Table 5)
[-F]lctull 1775 [T req’ d
Chack Fb

Compute S

Quax * 2/3 (39,050/2.05) = 12,700 1b/ft  (see Figure 6.3)
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Example No. 29 (Continued) Reference Section: 6.3.1

Check Fb for concrete

Assuma fox concrete:

Quie * 576,000 1b/ft (see ex 27)

o Quie _ 576,000 _ by eq 77
(Fb)cononh E IT 700 45 (by eq )

Value for F,, for concrete is adequare.

Check Ebrfor rock

Calculations omitted.

Supnarxy

Overturning stability governs the design of the gravity wall (refer to

step 7). It would be more efficient to make a gravity wall thinner at top
than at the base. Doing so lowers the center of gravity and hence the seismic
overturning moment. A T-wall may be more economical for structures of this
height. In contrast with gravity walls, the addition of reinforced concrete
to the toe of the T-wall increases the overturning resistance with a
relatively minor increase in mass (and cost) of the structure.
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Example No. 30 Reference Section: 6.3.2

Compute the value of d, (Equation 92) for a rectangular wall of height H = 20
ft and width equal to 12.5 ft to be founded on "weathered" rock and retaining
a dense sand backfill for a peak average horizontal site acceleration aqual to
0.3 g and a peak average velocity equal to 12 in/sec, Assume active earth
pressure forces acting along the back of the wall and the contact surface
between the wall and the foundation rock to act as a granular material (i.e.
with no bond).

Y, « 120 pet MR
¢35 A
H -2 ) . ' et .‘,
3-%-a875 |y,
v . .OE
B
WEATHERED ROCK
— 825 e

Step 1

A-g - 0.3g

A-g - 0.3 (386 in/sec?) = 116 in/sec?
A=0.3

V = 12 in/sec

Step 2
k, = 0

Step 3

N°* = 0.227 (from example 29)

Py = 10,186 1b per ft of wall (see ex 29)
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Example No., 30 (Continued) Reference Section: 6.3.2
Ypaz = 8.80 ft above the base of the wall (see Ex 29)
step 3-B
T = 10,068 + (37,500) (0.227) (by eq 72)
T = 18,581 1b per ft of wall
Step 3:-C
N = 37,500 + 1,550 (by eq 70)
N = 39,050 1b per ft of wall
Step 3-D
8y = 29° (from Table 2)
T,;c = 39,050 tan (29
ult an (29) (by eq 74)
Ty = 21,646 1b per ft of wall
Step 3-E
Adjust the value used for N*
Fo- Jut . 21,646 g ¢5
ky = N* = (N)oa (F,) = (0.227) (1.165)
ky = N* = 0,264
Step 3-4 2nd Iteration
AK,; = 3/4 (0.264) =0.198 (by eq 43)
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Example No. 30 (Continued) Reference Section: 6.3.2

AP,z = (0.198) (1/2) (120 pcf) (20°)2
AP,y = 4,752 1b per ft of wall

P, = 6,106 1b per ft of wall

Py = 6,106 + 4,752
Pyg = 10,858 1b per ft of wall

(Pyg)x = 10,858 cos (8.75 + 0) = 10,732 1b per ft of wall
(Pyg)y = 10,858 sin (8.75 + 0) = 1,652 1b per ft of wall

Step 3-B 2nd Iteration
T =10,732 + 37,500 (0.264)
T = 20,632 1b per ft of wall
Step 3-C 2nd Jtexation
N = 37,500 + 1,652
N = 39,152 1b per ft of wall
ep 3-

5, ~ 29°

Tyer = 39,152 tan (29) = 21,702 1b per ft of wall

Step 3-E 2nd Iteration
Adjust the value used for N*
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(by eq 41)

(see ex 29)

(by eq 40)

(by eq 72)

(by eq 70)

(see ex 29)

(by eq 74)




Example No. 30 (Continued) Reference Section: 6.3.2

F,-I"#-%-l.%»sl.l

K, = N* = (N*) 14 (F,) = (J.264) (1.1) = 0.290

Step 3-4 3rd Iteration
AKyy = 3/4 (0.290) = 0,218

AP,y = (0.218) (1/2) (120 pef) (20’ )% = 5,232 b per ft of wall
P, » 6,106 1b per ft of wall
Py = 6,106 + 5,232 = 11,338 1b per ft of wall

(Pyg)x = 11,338 cos (8.75 + 0) = 11,206 1b per ft of wall
(Ppg)y = 11,338 sin (8.75 + 0) = 1,725 1b per ft of wall

Step 3-B  3xd Itexation
T = 11,206 + 37,500 (0.290)
T = 22,081 1b per ft of wall

Step 2-C 3xd Iteration

N = 37,500 + 1,725 = 39,225 1b per ft of wall

Step 3-D 3rd Iteration
6b = 29°
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(by eq 43)

(by eq 41)

(see ex 29)

(by eq 40)

(by eq 72)

(by eq 70)

(see ex 29)




Example No. 30 (Continued) Reference Section: 6.3.2
Toer * 39,225 “an (29) = 21,743 1b per ft of wall (by eq 74)
Step 3-E Jrd Iteration

Adjust the value used for N*

Afsume Tyur = T since F, is less than 2 percent from a value of 1.0 and use
N" = 0.290.

N* . 0.290 _ 967

A& 030
Step 4
o - [ e o e

d. = 0.07 inches

d = L of 11nch,[1 inch-0.00I-H]

% kA %
Check ﬂ
Calculation omitted.
Sumpary

The calculated earthquake induced displacement (approximately 1/10 inch)
is lesc than 1/4 inch displacement, the minimum value that is required to
develop active earth pressures in a dense sand backfill of 20 ft height (refer
to Example 29). The computed d; value is less than this required minimum
value due to the fact that to satisfy the stability criterion against over-
turning, the required width of the gravity wall was increased. The additional
concrete mass increased the shear resistance along the base of the wall and
thus reduced the magnitude of wall displacement for the design earthquake
load.

Since the computed displacement of the rectangular gravity wall 1is less
than that minimum value required to develop active earth pressures for the
design earthquake by a factor of four, the procedures discussed in Chapter 5
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Example No. 30 (Continued) Reference Section: 6.3.2

(walls retaining nonyielding backfills) would be used to compute the dynamic
earth pressure acting on the gravity wall. In geaeral, the dynamic earth
pressures for "nonyielding backfills" are two to three times larger than the
dynamic active earth pressure force. Analysis and design of walls retaining
nonyielding backfills are discussed in Chapter 8.

If the wall had been made thinner at the top than at the base, as dis-

cussed in the summary to Example 22, then the necessity to design the wall to
retain a nonyielding backfill might be avoided.
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Example No. 31 Reference Section: 6.3.

Design a rectangular wall of height H = 20 ft to be founded on "sound" rock
and retaining a dense sand backfill for a peak average horizontal site accel-
eration equal to 0.275 g and a peak average velocity equal to 10 in./sec.
Assume active earth pressure forces acting along the back of the wall and the
contact surface between the wall and the foundation rock acts as a granular
material (i.c. with no bond). Use the displacement controlled design
procedure for a wall retaining a submerged backfill, with d, = 0.5 inches and
ry = 0.1.

T
Y¢~120 pcf "i "
2 greds— o e
H-ZO' } = o8 v":‘.- =
vy 277 o« | PooL
l RN Pk 3
B L
ROCK te— 8 = 7]

Step 1

Specify a maximum allowable wall displacement d, equal to 0.5 inch.

Step 2

A-g = 0.275 g

A-g = 0.275 (386.4 in./sec?) = 106.3 in./sec?
A =0.275

V = 10 in./sec

S;ep 3
ky = 0
Step &
- . _ 1 f(0.5 in.) (106.3 in./sec?
N+ = 0.275 [).66 s 1n1 o oe H

k, = N¢ = 0.2 with [.’;: - o.73}

Step 5
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Example No. 31 (Continued) Reference Section: 6.3.5
kpe = 0.251 (see ex 19)
‘ae)y = 8,121 cos 17.5° (see ex 19)

(Pag)g = 7,745 1b per ft of wall (see ex 19)
Xpag = B

(Pag)y = 8,121 sin 17.5° (see ex 19)

(Pag)y = 2,442 1b per ft of wall (see ex 19)
Ypag = Y = 9,52 ft (0.49 H) above the base of the wall (see ex 19)

Determine hydrostatic water pressure force

Ugtatic = 4,493 1b per ft of wall (see ex 19)

Yyst = 4 ft from the base of the wall (see ex 19)

Assume full hydrostatic pressure beneath the base of the wall.

Up = (Hy) (vw) (B) = (12°) (62.4 pef) B

Up =~ 748.8 B

Xp = B/2 = 0.5 B

Ushear = 1,567 1b per ft of wall (see ex 19)

Yush = 5.47 ft (see ex 19)

Assume B /B = 0.5
£

Assume the excess pore water pressure generated in the backfill during earth-
quake shaking will propagate under the wall at a constant value in the base
separation zone (B - B,). The pore water pressure in the base under
compression (B,) will linearly decrease from the maximum value to zero at the
toe of the wall.
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Example No. 31 (Continued) Reference Section: 6.3.5

R .

weeof -
Hy *12  Upger

807
““” e 165.‘
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Example No. 31 (Continued) Reference Section: 6.3.5
u:’,‘,’:’“ = 165.1 psf (see ex 19)

(AU) pop = UPSt,. (B - B,) = (165.1 psf) (1/2) (B)
(AU) 0ce = 82.55 B
(AU) 4 g0 = 1/2CubSs,) B, = 1/2 (165.1 psf) (1/2) (B)
(AU),pq0 = 41.28 B
AU = AU, + AU, = 82.55 B + 41.28 B = 123,83 B

_ (82.55B) [B, + ((B - B,)/2)] +41.28 B (2/3 B,]
Xou 127.83 B

with B, = 0.5 B,

. (82.55B) (0.75 B) + (41.28 B) (2/3) (B/2) _
%o 123 .53 B 0.6111B

t e ost wate ssu orce ont of the wa (due to

the pool)

Upoor = 1/2 4 Hp2 = 172 (62.4 pef) (127)2
Upror = 4,493 1b per ft of wall

Yyp = Hp/3 = 12° /3 = 4.00" above the base of the wall

Determine the inertia force in front of the wall
(see Appendix B)

Py = (7/12) (0.2) (62.4 pef) (127)2

U
Uinertia ™ Pyg = 1,048 1b per ft of wall [ “‘"":' = 0.23]
poo

Y, = 0.4 Hp = (0.4) (12’) = 4.8 ft above the base of the wall
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Example No. 31 (Continued) Reference Section: 6.3.5

Step 6

Compute the required weight of wall.

§p = 35° (Table 2)

7,745 - 2,442[tan (35)] + 4,493 + 1,567 - 4,493 + 1,048 + 748.8 B + 123.8 B (BY

tan (35) - 020 eq 94)
We 8.650.1+872.6B
10,5002
W =B (H) Yeone
withW = W, B = Wﬁ%{ﬁ’m
B =~ 13,77
Let B = 14,0 ft
W = B(H)7Yeone = (14’) (20’) (150 pcf) = 42,000 1b per ft of wall
Xy = B/2 = 14’ /2 = 7.0 ft from the toe of the wall
Y, = H/2 = 20’ /2 = 10.0 ft from the base of the wall
Step 7
FS, = 1.0
Step 8
AU = 123 .83 B = 123.83 (14’) = 1,734 1b per ft of wall
Xpy = 0.6111 B = 0.6111 (14’) = 8.56 ft from the toe of the wall
Uy = 748.8 B = 748.8 (l4’) = 10,483 1b per ft of wall
Xp = 0.5 B =10.5 (14’) = 7.00 ft from the toe of the wall
N’ = 42,000 + 2,442 - 748.8 (14’) - 123.8 (14’) (by eq 82)

N’ = 32,226 1b per ft of wall

M, = 42,000 (7.0’) - 42,000 (0.2) (10.0’) = 210,000
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Example No. 31 (Continued) Reference Section: 6.3.5

Mpax = 2,442 (14°) - 7,745 (9.52°) = -39,544
Mpoor = 4,493 (4%) - 1,048 (4.8°) = 12,942

Moy = 4,493 (4) - 1,567 (5.47) = -26,544
(by

. 210,000 + (-39,544) + (-26,544) - (1,734) (8.56’) - (10,483)(7°) + 12,942 &4
Xy 37778 83)

Xy = 2.13’ from the toe of the wall

By = 3( 2.13") = 6.39 ft (by eq 75)

B, 6.39 ft B.]
- =0.46 < =0.5 (from Table 5)
[T]cctull. 12Tt [-B- req’ d

. overturning controls the design

The wall must be designed to resist overturning forces. Start from the mini-

mum overturning stability requirement,

B,
=0.5 (from Table 5)
[T]r-q’d

B, = 3Xy (adapted from eq 75)
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Example No. 31 (Continued) Reference Section: 6.3.5

3&'
- 0.5

M, = (H) (B) (Yeonc) (B/2) = (H) (B) (Vgone) (0.2) (H/2)

(H) (B) (Yeone)
o [0

M, = 1,500 B (B - 4)

][B - 0.2H] = (20" ) (150 pcf) B[B - (0.2) 20]

Mpae = 2,442 B - 7,745 (9.52’) = {2,442 B - 73,732)
Mpoor = 4,493 (47) - 1,048 (4.8") = 12,942
U, (Xyp,) = (748.8 B) (0.5 B) = 374.4 B2

AU(Xpy) = (123.83 B) (0.6111 B) = 75.7 B2

N’ « (H) (B) (Yoonec) + 2,442 - 748.8 B - 123.83 B
N” = (20°) (150 pcf) B + 2,442 - 872.6B = (2,127.4 B + 2,442)

Solution continues on following page.

Summary

The width of the retaining wall cannot be directly determined because
the resultant pore water pressure forces (both hydrostatic and excess) along
the base of the wall vary as a function of the base width. Pressure distri-
bution diagrams, for a specified value of the ratio B,/B, are expressed as a
function of the width of wall B for both hydrostatic and excess pore
pressures.

The design procedure is based on determining the weight of wall (using
Equation 94) which will satisfy base shear requirements. Values of N° and ¥y
are next calculated. The value nf Xy defines the value of B,. B,/B is used
to express the stability of the wall against overturning. If the value of
B,/B 1s sufficient and consistent with the assumed uplift pressures used in
the calculations, then base shear would have controlled the design width. If
B,/B is not acceptable (as in this example) then overturning controls the de-
sign width which must be increased such that the minimum value for B,/B is
satisfied.
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CHAPTER 7 ANALYSIS AND DESIGN OF ANCHORED SHEET PILE WALLS

7.1 Introduction

This sectlion describes the procedures for evaluating the stability and
safety of anchored sheet pile walls during earthquakes. Anchored sheet pile
walls are comprised of interconnected flexible sheet piles that form a contin-
uous and permanent waterfront structure. The free earcth support method is
used to determine the required depth of sheet pile penetration below the
dredge level and the force the anchor must resist so that excessive sheet pile
wall movements do not occur during earthquake shaking. The forces acting on
both the sheet pile wall and anchor during the earthquake include the static
and dynamic earth pressure forces, the static and hydrodynamic pool water
pressure forces and the steady state and residual excess pore watei pressure
forces within the submerged backfill and foundation soils. Because anchored
walls are flexible and because it is difficult to prevent some permanent dis-
placement during a major seismic event, it is appropriate to use active and
passive earth pressure theorles to evaluate dynamic as well as static earth
pressures. The Mononobe-Okabe theory is used to evaluate the dynamic earth
pressures.

There have been very few documented cases of waterfront anchored walls
that have survived earthquakes or of walls that have failed for reasons other
than liquefaction. Hence uncertainty remains concerning the procedures out-
lined in this chapter and the difficulty of ensuring adequacy of anchored
sheet pile walls during strong earthquake shaking (e.g. one rough index is
seismic coefficients above 0.2).

One of the few seismic design procedures for anchored sheet pile walls
is the Japanese Code, which is summarized in Section 7.2.1. Using the obser-
vations regarding the performance of anchored sheet pile walls during earth-
quake shaking (summarized in Section 7.2), the following improvements over
past practice are recommended:

(1) Anchors must be placed further away from the wall.

(2) Larger seismic coefficients are required. They are to be assigned
with consideration ¢f the seismotectonic structures as well as the
characteristics of soil and structural features comprising the wall, the
anchorage and its foundation.

(3) There is a limitation upon the build-up of excess pore pressures in
backfill.

The procedures outlined in this chapter are to be viewed as interim
guidance, an improvement over past practice. An anchored sheet pile wall is a
complex structure and its performance (e.g. displacements) during earthquake
shaking depends upon the interactions between the many components of the
structural system (e.g. sheet pile wall, backfill, soil below dredge level,
foundation, and anchorage), which impact overall wall performance. The
seismic design of anchored sheet pile walls using the procedures described in
this chapter requires considerable judgement during the course of design by an
earthquake engineer experienced in the problems associated with the seismic
design of anchored sheet pile walls.
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As a general design principle, anchored sheet pile walls sited in
seismic environments should be founded in dense and dilative cohesionless
solls with no silt or clay size particles. The proposed design procedure
presume this to be the case. Strength parameters are to be assigned in
accordance with the criteria in Section 2.3. Additionally, the design
procedure is limited to the case where excess pore water pressures are less
than 30 percent of the initial vertical effective stress (see Section 1.3,
Chapter 1).

7.2 Background

Agbabian Associates (1980) summarize the performance of anchored sheet
pile walls at 26 harbors during earthquakes in Japan, the United States, and
South America. Thelr survey indicates that the catastrophic failures of sheet
nile walls are due to the large-scale liquefaction of the backfill and/or the
foundatior , including the foundation soil located in front of the sheet pile
wall and below the dredge level. For those structures that underwent exces-
sive movements but did not suffer a catastrophic failure, there was little or
no evidence of damage due to the vibrations of structures themselves. For
those walls whose backfill and foundation soils did not liquify but did
exhibit excessive wall moments during the earthquake, the survey identified
the source of these excessive sheet pile wall movements as (1) the soil in
front of the sheet pile wall and below the dredge level moved outward (toe
failure), (2) the anchor block moved towards the pool (anchor failure), or
(3) the entire soil mass comprising the sheet pile structure and the anchor
block moved as one towards the pool (block movement). These three potential
failure modes within the backfill and the foundation soils are idealized in
Figure 2.1, along with the two potential structural failure modes during
earthquake shaking of anchored sheet pile walls. The report identified a
number of factors which may contribute to the excessive wall movements,
including (1) a reduction in soil strength due to the generation of excess
pore water pressures within the submerged soils during the earthquake shaking,
(2) the action of the inertial forces due to the acceleration of the soil
masses in front and behind the sheet pile wall and the anchor block, and
(3) the hydrodynamic water pressures along the front of the wall during the
earthquake.

The Japanese Ports and Harbors commissioned a study by Kitajima and
Uwabe (1979) to summarize the performance of 110 quay walls during various
earthquakes that occurred in Japan during the past several decades. This
survey included a tally of both damaged and undamaged waterfront structures
and the dates on which the earthquakes occurred. Most of these waterfront
structures were anchored bulkheads, according to Gazetas, Dakoulas, and
Dennehy (1990). In their survey, Kitajima and Uwabe were able to identify the
design procedure that was used for 45 of the bulkheads. This is identified as
the Japanese code. Their survey showed that (1) the percentage of damaged
bulkheads was greater than 50 percent, including those designed using the
Japanese design procedure and (2) the percentage of bulkhead failures did not
diminish with time. These two observations indicate that even the more e-
cently enacted Japanese code is not adequate. To understand the poor perfor-
mance of anchored sheet pile walls during earthquakes, it is useful to review
the Japanese code that was used in the design of the most recent sheet pile
walls that were included in the Kitajima and Uwabe survey.
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7.2.1 Summary of the Japanese Code for Design of Anchored Sheet Pile Walls

Most of the case histories regarding the performance of anchored sheet
pile walls during earthquakes that were included in the Agbabian Associates
(1980) and the Kitajima and Uwabe (1979) surveys are for Japanese waterfront
structures. To understand the performance of these Japanese waterfront struc-
tures, it is useful to review the Japanese design procedures that were used
for the most recently constructed waterfronc structures included in the sur-
veys. The Japanese code for the design of anchored sheet pile walls as de-
scribed by Gazetas, Dakoulas, and Dennehy (1590) consists of the following
five steps: '

(1) Estimate the required sheet pile embedment depth using the free

earth support method, with the factor of safety that is applied to the
shear strength of the soil reduced from 1.5 for static loadings to 1.2
for dynamic loadings. The effect of the earthquake is incorporated in
the analysis through the inertial forces acting on the active and pas-
sive soil wedges by using the Mononobe-Okabe method to compute P,z and

) -

(2) The horizontal seismic coefficient, k;, used in the Mononobe-Okabe
relationships for P,y and Py is a product of three factors: a regional
seismicity factor (0.10 * 0.05), a factor reflecting the subsoil condi-
tions (1 * ¢.2), and a factor reflecting the importance of the strucrure
(1 £0.5).

(3) Design the tie rod using a tension force value computed on the
assumption that the sheet pile is a simple beam supported at the dredge
line and by the tie rod connection. Allowable stress in the tie rod
steel is increased from 40 percent of the yield stress in a design for
static loadings to 60 percent of the yield stress in the design for
dynanic loadings.

(4) Design the sheet pile section. Compute the maximum bending moment,
referred to as the free earth support moment, in the sheet pile using
the simple beam of step 3. In granular soils Rowe'’s procedure is used
to account for flexure of the sheet pile below the dredge level. A
reduction of 40 to 50 percent in the free earth support moment value is
not unusual, Allowable stress in the sheet pile steel is increased from
60 percent of the yield stress in a design for static loadings to

90 percent of the yield stress in the design for dynamic loadings.

(5) Design the anchor using the tie rod force of step 2 increased by a
factor equal to 2.5 in the design for both static and dynamic loadings
and assume the slip plane for the active wedge starts at the dredge
line.

From the modes of failure observed in the Kitajima and Uwabe study of anchored
sheet pile walls that were designed using the Japanese code, Gazetas, Dakoulas
and Dennehy (1990) identified the following as the primary deficiencies in the
Japanese code procedure:

(1) The values for the seismic coefficients, k, and k,, used in the
Mononobe -Okabe relationships for P, and Ppg are not determined from a
site response analysis but are specified within the Japanese code (k, =
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0, and ky, is within a narrow range of values for most of the waterfront
structures involved in the study).

(2) The resistance provided by the ancher is over estimated because the
code allows the anchor to be placed too close to the sheet pile well
such that the passive wedge that develops in front of the anchor inter-
feres with the active wedge developing within the backfill behind the
sheet pile wall.

(3) The code does not account for the earthquake induced excess pore
water pressures within the submerged soils and the corresponding reduc-
tion in the shear strength for the submerged soil regions, nor the ex-
cess water pressure forces and hydrodynamic forces acting on the sheet
pile structure.

Gazetas, Dakoulas, and Dennehy (1990) listed only one of the failures of
the sheet pile walls designed using the Japanese Code as a general flexural
failure. In this case, the structural failure was attributed to corrosion of
the steel at the dredge level.

Each of these deficiencies is addressed in the steps used in the design nf
anchored sheet pile walls using the free earth support method of analysis as
described in Section 7.4.

7.2.2 Displacements of Anchored Sheet Piles during Earthquakes

In the Kitajima and Uwabe (1979) survey of damage to anchored sheet pile
walls during earthquakes, the level of damage to the waterfront structure was
shown to be a function of the movement of the top of the sheet pile during the
earthquake. Kitajima and Uwabe (1979) ~ategorized the damage as one of five
levels as given in Table 6 and reported in Gazetas, Dakoulas, and Dennehy
(1990). Their survey shows that for sheet pile wall displacements of 10 cm
(4 inches) or less, there was little or no damage to the Japanese waterfront
structures as a result of the earthquake shaking. Conversely, the level of
damage to the waterfront structure increased in proportion to the magnitude of
the displacements above 10 cm (4 inches). Using the information on the
anchored sheet pile walls survey reported in Kitajima and Uwabe (1979) and
using simplified theories and the free earth support method of analysis,
Gazetas, Dakoulas, and Dennehy (1990) showed that the post-earthquake dis-
placements at the top of the sheet pile wall correlated to (1) the depth of
sheet pile embedment belcw the dredge level and (2) the distance between the
anchor and the sheet pile,

Two anchored bulkheads were in place in the harbor of San Antnnio,
Chile, during the very large earthquake of 1985. A peak horizontal accelera-
tion of about 0.6g was recorded within 2 km of the site. One experienced a
permanent displacement of nearly a meter, and use of the quay was severely
restricted. There was evidence of liquefaction or at least poor compaction of
the backfill, and tie rods may not have been preloaded. The second bulkhead
developed a permanent displacement of 15 cm, but the quay remained functicnal
after the earthquake. This bulkhead had been designed using the Japanese
procedure with a seismic coefficient of 0.15, but details concerning compac-
tion of the backfill are unknown.
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Table 6 Qualitative and Quantitative Description of
the Reported Degrees of Damage

DEGREE OF ' PERMANENT DISPLACEMENT
DAMAGE AT TOP OF SHEETPILE
DESCRIPTION OF DAMAGE
« A + 8 ¢ cM INCHES
0 No damage <2 <1

( Neglible damage to the
wall Itgelf; noticebie
damage to related structures 10 4

1
(l.e. concrete apron)
I 2 Noticable damage to wall 30 12
Ganeral shape of anchored
sheetplle preserved, but
' 60 24
3 significantly damaged
i
4 Compiete destruction, no 120 48

recognizable shape of wall

+ A + Damaged Crliterla Grouping by Gazetas, Dakoulas, and Denneby (1880).
+ B + Damage criterla Grouping by Kitajima and Uwake (1978).

7.3 Design of Anchored Sheet Pile Walls - Static Loadings

In the design of anchored sheet pile walls for static earth pressure and
water pressure loads, the free earth support method or any other suitable
method may be used to determine the required depth of sheet pile embedment
below the dredge level and the magnitude of the design anchor force required
to restrict the wall movements to acceptable levels. The interrelationship
between the changes in earth pressures, the corresponding changes in the sheet
pile displacements, and the changes in the distribution of bending moments
along the sheec pile make the free earth support method of analysis an attrac-
tive design tool, as discussed in Section 7.4. Rowe's (1952) free earth sup-
port method of analysis assumes that the sheet pile wall moves away from the
backfill and displaces the foundation soils that are below the dredge level
and in front of the wall, as shown in Figure 7.1. These assumed displacements
are sufficient to fully mobilize the shear resistance within the backfill and
foundation, resulting in active earth pressures along the back of the sheet
pile wall and passive earth pressures within the foundation in front of the
sheet pile wall, as shown in Figure 7.1.
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Figure 7.1 Decrease in failure surface slope of the active and
passive sliding wedges with increasing lateral accelerations

To begin the analysis, a factor of safety equal to 1.5 is applied to the
shear strength cf the soil comprising the passive block in front of the sheet
pile wall, while active earth pressures are presumed behind the sheet pile
wall (factor of safety on shear strength of the backfill = 1.0). Equilibrium
of the moments for the active earth pressure distribution and the factored
passive earth pressure distribution about the anchor results in the minimum
required depth of sheet pile penetration. Horizontal equilibrium of the
active earth pressure distribution and the factored passive pressure earth
distribution results in the computation of the equilibrium anchor force. The
distribution of moments along the sheet pile is then computed using the earth
pressure distributions and the equilibrium anchor force.

Rowe’s (1952) model studies showed that because o¢f flexure in the sheet
pile below the dredge level, the free earth support analysis predicts larger
moments than those developing under working loads. According to Rowe'’s work,
the maximum moment to be used in the design of the sheet pile wall is equal to
the maximum moment corresponding to the free earth support analysis times a
correction factor; ry, where

ry = the moment reduction factor due to flexure below the
dredge level, as developed by Rowe. ry is typically
less than 1.0. Values for ry are given in Figure 7.2.
The value of ry is a function of the flexibility of the
sheet pile and the type and characteristics of the
foundation soil below che dredge level.

The value of the correction factor is a value less than or equal to one,
dependent upon (1) the flexibility of the sheet pile and (2) the type and
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Figure 7.2 Reduction in bending moments in anchored bulkhead from wall
flexibility
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characteristics of the foundation soil. The entire moment diagram is altered
due to incorrect earth pressure assumptions, idealized in Figure 7.3,

The corresponding design load, sheet pile displacements shown in
Figure 7.3 reflect the flexure that occurs below the dredge level. In sand
foundations the flexure below the dredge level increases with increasing den-
sity for the foundation sand, These reduced outward displacements along the
bottom of the sheet pile explain why the free earth support method over-
predicts the required design moment values for flexible sheet pile structures.
Note that the point of contraflexure is now above the tip of the sheet pile in
the case of the design loads.

For those anchored walls in which the water table within the backfill
differs from the elevation of the pool, the differences in the water pressures
are incorporated in the analysis. Terzaghl (1954) describes a simplified
procedure used to analyze the case of unbalanced water pressures and steady
state seepage. The distributions for the unbalanced water pressures along the
sheet pile for the case of no seepage and for the case of steady state seepage
are shown in Figure 7.4. In an effective stress analysis of frictional soils
are computed within these two regions, and the effective unit weights (Equa-
tion 27) are used to compute the active and passive earth pressures along the
sheet pile wall using the simplified relationship of the type described in
Section 3.3.3., The seepage force acts downward behind the sheet pile, in-
creasing the effective unit weight and the active earth pressures, and acts
upward in front of the sheet pile, decreasing the effective unit weight with
steady state seepage, and the passive earth pressures. For the case of no
flow, the buoyant unit weights are assigned to the frictional soils below the
water table to compute the active and passive earth pressures using the sim-
plified relationships of the type described in Section 3.3.2.

Various important lcad and material factors in common practice are as
follows: The allowable stress in the sheet pile is usually restricted to
between 50 percent and 65 percent of the yield stress of the steel (60 percent
in the Japanese Code). The allowable stress (gross area) in the tie rod steel
is usually between 40 and 60 percent of the yield stress, and the tie rod
force is designed using the equilibrium anchor force increased by a factor
equal to 1.3. The anchor is designed using the equilibrium anchor force in-
creased by a factor equal to between 2.0 and 2.5.

This design procedure for static loadings is extended to dynamic prob-
lems in the following sections.

7.4 Design of Anchored Sheet Pile Walls for Earthquake Loadings

The first step is to check for the possibility of excess pore pressures
or liquefaction (see Seed and Harder (1990) or Marcuson, Hynes, and Franklin
1990). The presence or absence of these phenomenon will have a major influ-
ence on design. The potential for excessive deformations is to be considered
{see National Research Council, 1985).

The proposed design procedure quantifies the effect of earthquake shak-
ing in the free earth support analysis of anchored sheet pile walls through
the use of inertial forces within the backfill, the soil below the dredge
level in front of the sheet pile wall and the hydrodyramic water pressure
force in the pool in front of the wall. These inertial forces are

210




SUOTINGIIISIP Juawom uFysep
PU ‘squdmededsIp pue sjusmow ‘saanssaid YIIve Jo UOIINGIIISTP sis{1eue 330ddns yaaee @31y ¢'/ 2and1y




=
= gy
L N
0
NO FLOW FLOW NET
YeHy YuHy
-1— $
== -Tr- ——
H, Hy
vy - v
- R L3
> L"- BOTTOM OF WALL ~— BOTTOM OF WAL
(a). NET WATER PRESSURE {b). NET WATER PRESSURE
FROM TERZAGH (1954} AND DAWKINS (1891

Figure 7.4 Two distributions for unbalanced water pressures

superimposed on the static forces along the sheet pile wall, Certain adjust-
ments are made to the load and material factors, as is detailed in the follow-
ing sections, when earthquake loads are included in the analysis.

An important design consideration is the placement of the anchor. It
should be located far enough from the wall such that the active wedge from the
wall (starting at the bottom of the wall) and the passive wedge from the
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anchor do not intersect. The inertial forces due to the acceleration of the
soil mass have the effect of decreasing the slope of the active and passive
soil wedge failure surfaces, as shown in Figure 7.1 and described in Chap-
ter 4. The slope angles a,y and apg for the slip planes decrease (the slip
planes become flatter) as the acceleration levels increase in value.

When the horizontal accelerations are directed towards the backfill
(+ky'g), the incremental increases in the earth pressure forces above the sta-
tic earth pressure forces, denoted as AP,y and APpy in Figure 7.1, are directed
away from the backfill, This has the effect of increasing the driving force
behind the sheet pile wall and decreasing the stabilizing force in front of
the sheet pile wall. The effect of increased accelerations on the distribu-
tion of moments are twofnld, (1) increased values for the maximum moment
within the sheet piie and (2) a lowering of the elevation of the point of
conflexure along the sheet pile (refer to Figure 7.3 for definition). The
anchored sheet pile wall model tests in dry sands by Kurata, Arai, and Yokoi
(1965), cteedman and Zeng (1988) and Kitajima and Uwabe (1979) have confirmed
this interrelationship, as shown in Figure 7.5. This type of sheet pile
response shows that as the value for acceleration increases, the point of
conflexure moves down the pile, and the response of the sheet pile (described
in terms of sheet pile displacements, earth pressures along the sheet pile and
distribution of moments within the sheet pile) will approach those of the free
earth support. This increase in the value of the maximum moment and the move-
ment of the point of contraflexure towards the bottom of the sheet pile with
increasing acceleration reflects the development of a fully active stress
state within the soil that is located below the dredge level and behind the
sheet pil2 wall. Thus, the value for Rowe's moment reduction factor that is
applied to the moment distribution corresponding to the free earth support
method will increase in value, approaching the value of one, with increasing
values for accelerations. This effect is not taken into account directly in
the design. However, it is indirectly considered if the moment equilibrium
requirement of the free earth method requires a greater depth of embedment
when earthquake loadings are included.

Another factor affecting the orientation of the fallure planes and thus
the corresponding values for the dynamic earth pressure forces is the distri-
bution of total pore water pressures within the backfill and foundation. The
total pore water pressure is a combination of the steady state seepage and any
excess pore water pressures resulting from earthquake induced shear strains
within the submerged soils.

The proposed procedures for the seismic stability analysis of anchored
sheet pile walls that undergo muvements during earthquakes are categorized as
one of three types of analyses, depending upon the magnitude of excess pore
water pressures generated during the earthquake (Figure 7.6). They range from
the case of no excess pore water pressures (Case 1) to the extreme case cor-
responding to the complete liquefaction of the backfill (Case 3) and the
intermediate case of residual excess pore water pressures within the backfill
and/or the soil in front of the sheet pile (Case 2).

In Figure 7.6, Ugieric-p corresponds to the steady state pore water pres-
sure force along the back of the sheet pile wall, U, .-y the steady state
pore water pressure force along the front toe of the wall and U,, the hydro-
static water pressure force exerted by the pool along the front of the wall.
In the case of balanced water pressures, the sum of Ugaic-p 18 equal to Uy,
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and Ugparic-t: Ujnertia cOrresponds to the hydrodynamic water pressure force
along the front of the wall due to earthquake shaking of the pool. Ugpear-p

and Ugpear-t correspond to the excess pore water pressure fcrce acting along

the back of the wall and along the front of the wall (Case 2). In the case of
a liquified backfill, HF,y .y, *nd HFjn4reia-p 8r2 equal to the equivalent heavy
fluid hydrostatic pressure of the liquified backfill and the inertia force due
to the acceleratior of a liquified backfill.

An anchored sheet pile wall cannot be designed to retain a liquified
backfill and foundation, and hence Case 3 is only of academic interest. Site
improvement technigues (the National Research Council 1985) or the use of
alternative structures should be investigated in this situation. A procedure
for determining the potential for liquefaction within the submerged backfill
or the potential for the development of excess pore water pressures is dis-
cussed in numerous articles, including the National Research Council ?1985),
Seed, Tokimatsu, Harder, and Chung (1985,, Seed and Harder (1990) or Marcuson,
Hynes, and Franklin (1990). The design procedure (Section 7.4.2) is limited
to the case where excess pore water pressures are less than 30 percent of the
initial vertical effective stress.

Flexure of the Sheet Pile Wall Below the Dredge Level:

Justification of the use of Rowe's moment reduction factor values,
obtained from static tests (Rowe 1952) on dynamic problems, is empirical. The
damage surveys of anchored sheet pile walls that failed due to earthquake
shaking listed one sheet pile wall that exhibited a general flexural failure
(Section 7.2,1). The structural failure of this wall, designed using the
Japanese Code, was attributed to corrosion at the dredge level. The Japanese
Code uses the Rowe's reduction factor values to reduce the maximum free earth
support moment in the design of the sheet pile section, thus relying on
flexure of the sheet pile wall below the dredge level during earthquake shak-
ing. Flexure of the sheet pile below the dredge level is caused by several
factors, including the depth of penetration and flexural stiffness of the
sheet pile wall and the strength and compressibility of the soil (Rowe 1952,
1956, and 1957, Tschebotarioff 1973). 1In Rowe's procedure, the dependence of
the value of ry on the soil type ircorporates the dependence of the level of
moment reduction on the compressibility and strength of the soil as well as
the magnitude and distribution of sheet pile displacements below the dredge
level.

The ability of the system to develop flexure below the dredge level
during earthquake shaking must be carefully evaluated prior to application of
Rowe'’s moment reduction factor or any portion of the reductrion factor. This
is especially true when analyzing the seismic stability of an existing sheet
pile wall founded in a contractive soil. A sheet pile wall founded in dense
granular soils is far more likely to develop flexure below the dredge level
during earthquake shaking than one founded in loose soils. Dense soils that
dilate during shearing are far less susceptible to large displacements during
earthquake shaking than are loose soils (Seed, 1987 and Seed, Tokimatsu,
Harder, and Chung, 1985). Loose soils contract during shearing and are sus-
ceptible to large displacements and even flow failures caused by earthquake
shaking (National Research Council, 1985, and Whitman, 1985). As a general
design principle, anchored sheet pile walls sited in seismic environments
should be founded in dense and dilative cohesionless soils with no silt or
clay site particles.
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7.4.1 Design of Anchored Sheet Pile Walls - No Excess Pore Water Pressures

The presence of water within the backfill and in front of the sheet pile
wall results in additional static and dynamic forces acting on the wall and
alters the distribution of forces within the active and passive soil wedges
developing behind and in front of the sheet pile wall. This section describes
the first of twc proposed design procedures using the free earth support
method to design anchored sheet pile walls retaining submerged or partially
submerged backfills and including a pool of water in front of the sheet pile
wall, as shown in Figure 7.7. This analysis, described as Case 1 in Fig-
ure 7.6, assumes that no excess pore water pressures are generated within the
submerged portion of the backfill or within the foundation during earthquake
shaking. The evaluation of the potential for the generation of excess pore
water pressures during the shaking of the submerged soil regions is determined
using the procedure described in the National Research Council (1985), Seed,
Tokimatsu, Harder, and Chung (1985), Seed and Harder (1990) or Marcuson,
Hynes, and Franklin (1990). Stability of the structure against block
movements, as depicted in Figure 2.1, should also be checked during the course
of the analysis. The ten stages of the analyses in the design of anchored
walls for seismic loadings using the free earth support method of analysis are
labeled A through J in Table 7. Appendix C contains a worked example. The
13 steps in the design of the anchored sheet pile wall retaining submerged
backfill as shown in Figure 7.7 are as follows:

(1) Perform a static loading design of the anchored sheet pile wall using the
free earth support method of analysis, as described in Section 7.3, or any
other suitable method of analysis.

(2) Select the k, value to be used in the analysis; see Section 1.4 of
Chapter 1.%

(3) Consider k, as discussed in Section 1.4.3.

(4) Compute P, using the procedure described in Section 4.3 and with the
shear strength of the backfill fully mobilized. P, acts at an angle § to the
normal to the back of the wall. The pore pressure force Ug,pjc-p 15 determined
from the steady state flow net for the problem. By definition, only steady
state pore water pressures exist within the submerged backfill and foundation
of a Case 1 anchored sheet pile wall (r, = 0). In the restrained water case
of a fully submerged soil wedge with a hydrostatic water table, P,z is com-
puted (Equations 33 and 38) using an effective unit weight equal to the buoy-
ant unit welght. K,z (Equation 34) or K\(8",0") (Equation 38) is computed
using an equivalent horizontal acceleration, kp,;, and an equivalent seismic
inertia angle, #,;, given by Equations 47 and 46 (Section 4.3.1).

* The values for seismic coefficients are to be established by the seismic
design team for the project considering the seismotectonic structures within
the region, or as specified by the design agency. The earthquake-induced
displacements for the anchored sheet pile wall are dependent upon numerous
factors, including how conservatively the strengths, seismic coefficients
(or accelerations), and factors of safety have been assigned, as well as the
compressibility and density of the soils, and the displacement at the
anchorage. :
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Figure 7.7 Anchored sheet pile wall with no excess pore water pressure
due to earthquake shaking (Case 1).

Table 7 Ten Stages of the Analyses in the Design of Anchored Walls for
Seismic Loadings

Stage of Analysis

Section 7.4.1
Design Steps

Description

A

Evaluate potential for liquefaction or
excessive deformations,

Static design: Provides initial depth
of penetration for seismic analysis.

Determine the average site specific
acceleration for wall design.

Compute dynamic earth pressure forces
and water pressure forces.

Sum the moments due to the driving
forces and the resisting forces ahout
the tie rod elevation.

4-6

Alter the depth of penetration and
repeat steps 4 and 6 until moment
equilibrium is achieved. The minimum
depth of embedment has been computed
when moment equilibrium is satisfied,

Sum horizontal forces to compute the
tie rod force (per foot of wall).

Compute the maximum bending moment,
apply Rowe'’'s moment reduction factor
and size the flexible wall (if
applicable).

10

Size the tie rods and select their
spacing.

11-13

Design and site the anchorage.
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In the case of a partjally submerged backfill, this simplified

procedure will provide approximats results by increasing the value
assigned to the effective unit weight, v,, based upon the proportion of
the suil wedge that is above and below the water table (sese Figure 4.13
in Section 4.3.3). Py is computed (Equations 33 and 38) with vy, replaced
by v,. Kar (Equation 34) or K,(8",8") (Equation 38) is computed using an
equivalent horizontal acceleration, k;,;, and an equivalent seismic
inertia angle, ¥, given by Equations and &6 in Section 4.3.1 with v,
replaced by vy,. A more retined analysis may be conducted using the trial
vedge procedure (Appendix A) for the forces shown in Figure 7.7.

To compute the point of action of Py in the case of a parcially sub-
merged backfill, redefine P,z in terms of the static force, P,, and the
dynamic active earth pressure increment, AP,z, using Equation 40. This
procedure is demonstrated in Figure 7.8. First compute K, and the static
effective earth pressure distribution along the back of sheet pile wall
using one of the procedures described in Chapter 3. P, is equal to the
resultant force for this static effective stress distribution along the
back of the wall, which also provides for the point of action for P,.
Solve for the force AP,y as equal to the difference between P,y and P,.
Assume that AP,y acts at a height equal to 0.6'H above the base of the
sheet pile. Compute the point of action of force P,z using Equation 44
and correcting this relationship for the new locations along the back of
the sheet pile for the forces P, and AP,z (refer to Example 19).

(5) Compute Ppp acting In front of the sheet pile using the procedure
described in Section 4.4 (Chapter 4) and using a factor of safety, FSp,
applied to both th: shear strength of the soil and the effective angle of
friction along the interface. ¢ equal to ¢’'/2 (Section 3.3.1) is a
reasonahle value for dense frictional soils. 1In a static free earth sup-
port method of analysis, FSp is set equal to 1.5, and in a dynamic earth
pressure analysis, the minimum value assigned to FSp is 1.2. Ugpapjc-r 1S
determined from the steady state flow net for the problem. By defini-
tion, only steady state pore water pressures exist within the submerged
backfill and foundation of a Case 1 anchored sheet pile

tang, = _t_;gf_ (95)
and
tané
tané, = (96)
¢ FSp

wall (r, = 0). In the restrained water case of a fully submerged soil
wedge with a hydrostatic water table, Pp; is computed (Equations 58 and
62) using an effective unit weight equal to the buoyant unit weight. For
low to moderate levels of earthquake shaking, assume that Ppy acts at a
height equal to approximately 1/3 of the height of the soil in front of
the sheet pile wall and at an angle §, to the normal to the face of the
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wall.* Kpr (Equation 59) or Kp(8",6") (Equation 62) is computed using an
equivalent horizontal acceleration, kp,;, and an equivalent seismic inertia
angle, v¥,;, given by Equations 47 and 46. In the case of a steady state
seepage, this simplified procedure will provide approximate results by
decreasing the value assigned to the effective unit weight (Equation 27)
according to the magnitude of the upward seepage gradient (Equation 26).

Equation 59 for Ky is restricted to cases where the value of ¢ (Equa-
tion 95) is greater than ¥,; (Equation 46). This limiting case may occur in
cases of high accelerations and/or low shear strengths. One contributing
factor is the submergence of the soil in front of the anchored wall, which
approximately doubles the value of the equivalent seismic inertia angle over
the corresponding dry soil case,

(6) To determine the minimum required depth of sheet pile penetration, the
clockwise and counterclockwise moments of the resultant earth pressure forces
and resultant water pressure forces about Figure 7.7 anchor are computed as
follows:

Counterclockwise Moment = P,pcos8,+ (Y, - Yue) + Ugparicop® (Yo - Yp)

(97)
* Uinereia® (Ya = ¥y)
and
Clockwise Moment = - U, (Y, - Y,,) - Ppgrcosé, (Y, - Yy)
(98)

- Ust.at.ic-t' (Ya - Yut,)

* In a static design by the free earth support method of analysis, a
triangular earth pressure is assumed along the front of the wall, with the
resulting force Pp assigned to the lower third point. Experience has shown
that reasonable static designs resulted when the appropriate strength
parameters and adequate factors of safety were used in conjunction with this
simplified assumption. A similar approach is used in the dynamic design.
The point of application of Py may move downward from its static point of
application for anchored sheet pile walls as the value for k, increases.
However, no satisfactory procedure was found for computing the point of
application of Ppg for this structure. In the interim, the assumption of Ppg
acting at approximately 1/3 of the height of the soil in front of the wall
is restricted to low to moderate levels of earthquake shaking (e.g. one
rough index is k, < 0.1) and with conservative assumptions regarding all
parameters used in the analysis. For higher levels of shaking and less
conservative assumptions for parameters, a larger value for FSp than 1.2
and/or a lower point of application would be assigned.




where
8, = effective angle of friction along the backfill to sheet pile wall

interface
5, = effective angle of friction along the toe foundation to sheet pile
wall interface
Ustatic-b ™ resultant steady state pore water pressure force along the
back of the wall
Ustatic-t = resultant steady state pore water pressure force below the
dredge level along the front of the wall
Upoor = resultant hydrostatic water pressure force for the ponol
Uinertia = hydrodynamic water pressure force for the pool, directed away
from the wall (see Appendix B)
Y, = distance from the base of sheet pile to the anchor
Ypr = distance from the base of sheet pile to P,y
Y, = distance from the base of sheet pile to Ugiaic-p (from a flow net)
Y; = distance from the base of sheet pile to U;nti. (see Appendix B)
Yy,p = distance from the base of sheet pile to Uy,
Ypr = distance from the base of sheet pile to Ppg
Y,. = distance from the base of sheet pile to Ugapic-y (from a flow net).

The value for the Clockwise Moment atout Figure 7.7 anchor is compared to the
value for the Counterclockwise Moment, resulting in the following three
possibilities:

(6a) If the value of the Clockwise Moment is equal to the value of the
Counterclockwise Moment, the sheet pile wall is in moment equilibrium,
and the depth of penetration below the dredge level is correct for the
applied forces.

(6b) If the value of the Clockwise Moment is greater than the value of
the Counterclockwise Moment, the trial sheet pile embedment depth below
the dredge level is too deep and should be reduced.

(6¢c) If the value of the Clockwise Moment is less than the value of the
Counterclockwise Moment, the trial sheet pile embedment depth below the
dredge level is shallow and should be increased.

Note that the sheet pile wall is in moment equilibrium for only one depth of
sheet pile penetration within the foundation. Feor those trial sheet pile
penetration depths in which moment equilibrium is not achieved, a new trial
depth of sheet pile penetration is assumed, and step 4 through step 6 are

repeated.

(7) Once the required depth of sheet pile penetration is determined in step 6,
the equilibrium anchor force per foot width of wall, Tggs, is computed using
the equations for horizontal force equilibrium.

Trgs = Pppcoséy + Uspapic-e * Upool = Ujnertia = Paec0séy = Ugearic-b (93)

In some situations the value for Tpgs computed in a seismic analysis can
be several times the value computed in the static analysis due to the effect
of the inertial forces acting on both the active and passive soil wedges and
the pool of water. Large anchor forces per foot width of wall will impact
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both the selection of the type of anchorage, anchor geometry and the number of
rows and spacing of tie rods along the wall (see steps 10 through 12).

(8) The distribution of the moments within the sheet pile is computed from the
external earth pressures along the front and back of the sheet pile and from
the anchor force. To accomplish this, the earth pressure forces shown in
Figure 7.7 must be converted to equivalent earth pressures distributions. One
approach for doing this is to separate P,y into its static and incremental
dynamic components and corresponding points of action, as discussed in step 4
and shown in Figures 7.8 and 7.9, Figure 7.10 is used to define the variation
in horizontal stress with depth for the dynamic earth pressure force increment
OPyr. At a given elevation, an imaginary sectlion is made through the sheet
pile, as shown in Figure 7.10, and the internal shear force V and internal
bending moment M are represented. The internal shear force V is equal to the
sum of earth pressures and water pressures and Tpgg acting on the free body
diagram of the sheet pile above Section A-A’. The internal bending moment M
is equal to moment of the earth pressures, water pressures about Section A-A’.
The maximum bending moment within the sheet pile is denoted as Mggg. The
value for Mpgg 1s determined by calculating the internal bending moment at che
elevation at which the shear is equal to zero.

(9) The design moment for the sheet pile, My, 1s equal to

Maesizn = Mres ¢ T (100)

where Mpzgs is the value of the maximum moment calculated using the Free Earth
Support Method, and ry is the Rowe's moment reduction factor discussed in
Section 7.3, Using the currently available moment reduction curve shown in
Figure 7.2, the value of co.rection factor will change from the static case
only if the depth of penetration or the flexural stiffness, EI, of the wall
changes in order to meet moment equilibrium requirements for seismic loadings.
The ability of the system to develop flexure below the dredge level during
earthquake shaking must be carefully evaluated prior to application of Rowe's
moment reduction factor or any portion thereof. This aspect of the design is
discussed in Section 7.4,

In a static design, the allowable stress in the sheet pile is usually
restricted to between 50 and 65 percent of the yield strength. Higher allow-
able stresses may be considered for use in the design for dynamic earth pres-
sures, given the short dura*ion of loading during earthquakes. The allowable
stresses for earthquake loading may be increased 33 percent above the value
specified for static loading. This corresponds to ar allowable stress in the
sheet pile restricted to between 67 and 87 perceat of the yield strength. The
effects or corrosion should be considered during the course of wall design for
static and seismic loadings.

(10) In a static design, the design tie rod force per foot width of wall,
Tdesign: 1S equal to

(101)

Thesign = 1.3 Tpeg




*r0

A'u
,
AE
'nl‘ ————
e
Y
AL
[ AR A
bot (H

Figure 7.9 Distributions
of horizontal stresses
corresponding to AP,g

SHEET PILE
WAL HYORODYNAUC

- - - e on an -_2—
' .} ! \ OREOGE
- en o en o= _\
k- -~ - S ==\
! N bl
f-—‘l’ oo oo o o o -"'\\ \

! | ! \ ] \
uc%'&'ﬁ?u HYOROSTATIC STATC DYNAMIC HYDROSTATIC
ACTIVE H‘é‘g‘" ‘gg}'ﬁ PEAS‘:II_VE WATER

EARTH SURE H PRESSURE
PRESSURE PRESSWE  ppressure

Figure 7.10 Horizontal pressure components and anchor force acting on
sheet pile wall

224




and the allowable stress in the tie rods is usually rastricted to between 40
and 60 percent of the yleld strength. The factor 1.3 is also recommended for
earthquake loading conditions. The Japanese code restricts the allowable
stresses to 60 percent of the yield strangth for earthquake loading (see the
discussion at the end of step 9). The value of 60 purcent is recommended.

The eftects of corrosion should be considered during the course of wall design
for both static and seismic loadings.

(11) The design of the anchorage for seismic loadings follows the approach
that is proposed for the design cf the flexible wall and differs from the
approach used when designing for static loadings. In the case of static
loads, the ultimate force (per foot width of wall) which the anchor is to be
designed, T,;..,, 18 equal to

Ture-a = 2.5 Tpes (102)

and the static earth pressure forces P, and Pp on the front and back of the
anchor block are computed using the ultimate shear strength with § = 0° for
slender anchorage (refer to discussion in Section C.1.9 of Appendix ¢ or to
Dismuke (1991). The proposed design procedure for seismic loadings is
described in steps 12 and 13. Seismic loads usually control the anchorage
design.

(12) For those waterfront structures in which the anchor consists of a plate
or a concrete block, a major contribution to the forces resisting the pulling
force T,);-. is provided by the formation of a passive soil wedge in front of
the block, as shown in Figure 7.1la. In a seismic analysis, T,,., is set
equal to Tpgs. The Mononobe-Okabe equations 33 and 58 are used to compute the
dynamic active earth pressure force, P,z, and the dynamic passive earth pres-
sure force, Ppg, acting on the anchor block during earthquake shaking

(Figure 7.11b). P, is computed with the shear strength of the backfill fully
mobilized and § = 0° for slender anchorage and § < ¢/2 for mass concrete
anchorage (Section C.1.9 of Appendix C). Py is computed using a factor of
safety FSp applied to the shear strength of the soil (Equation 95) and the
effective angle of friction along the interface (Equation 96). At a minimum,
FSp is set equal to a value between 1.2 and 1.5, depending on the allowable
displacement and on how conservatively the strengths and seismic coefficients
have been assigned. In general and with all parameters constant, the larger
the factor of safety, the smaller the anchorage displacement due to earthquake
shaking.

Water pressure forces are not included along the sides of the block
because most anchor blocks are constructed on or just above the water table,
as idealized in this figure. If the water table extends abové the base of the
block, these forces are to be included in the analysis.

The size of the block is proportioned such that
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Tut-a = PpreCOS6, - Pyzecosé, - Wek, + N)«tané, (103)

where

N =W(l ~k,) ~U,. - Ppgesing, + Pypesiné, (104)

When the magnitude of computed anchor block forces prohibit the use of
shallow anchor blocks, alternative anchorage systems are to be investigated.
These include the use of multiple tie rods and anchorage, A-frame anchors,
sheet pile anchorage, soil or rock anchors and tension H-piles. Discussions
of anchorage are readily available in numerous textbooks and sheet pile design
manuals, including the USS Steel Sheet Piling Design Manu:al (1969),

Dismuke (1991), McMahon (1986) and U. S. Army Corps of Engineers Manual
EM 1110-2-2906 (Headquarters, Department of the Army 1991).

By definition, no excess pore water pressures are generated within the
backfill (AU, = 0) for the Case 1 anchored sheet pile walls. U, is equal to
the resultant steady state pore water pressure force along the base of the
anchor. The orientation of a linear failure plane in front of the anchor
block, apg, in Figure 7.1la is approximated using Equatior 61.

(13) The anchor block is to be located a sufficient distance behind the sheet
plle wall so that the active falilure surface behind the sheet pile wall does
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not intersect the passive failure surface developing in front of the anchor
during earthquake shaking. The required minimum distance between the back of
the sheet pile and the anchor block increases with increasing values of
acceleration, as shown in Figure 7.1. The orientation of the active slip
surface behind the sheet pile wall, a,z, is calculated in step 4, and the
orientation of the passive slip surface in front of the anchor block, apg, is
calculated in step 12,

7.4.2 Design of Anchored Sheet Pile Walls - Excess Pore Water Pressures

This section describes the proposed procedure, using the free earth sup-
port method, to design anchored sheet pile walls retainlng submerged or par-
tially submerged backfills and including a pool of water in front of the sheet
plle wall, as shown in Figure 7.12. This analysis, described as Case 2 in
Figure 7.6, assumes that excess pore water pressures are generated within the
submerged portion of the backfill or within the foundation during earthquake
shaking. The magnitude and distribution of these excess pore water pressures
depend upon several factors, including the magnitude of the earthquake, the
distance frum the site to the fault generating the earthquake and the proper-
ties of the submerged soils. The evaluation of the magnitude of these excess
pore water pressures is estimated using the procedure described in Seed and
Harder (1990) or Marcuson, Hynes, and Franklin (1990). This design procedure
is limited to the case where excess pore water pressures are less than
30 percent of the initial vertical effective stress. Stability of the
structure against block movements, as depicted in Figure 2.1, should also be
checked during the course of the analysis. Many of the details regarding the
procedures used are common to the Case 1 analysis. The 14 steps in the design
of the anchored sheet pile wall retaining submerged backfill as shown in
Figure 7.12 are as follows:

(1) Perfurm a static loading design of the anchored sheet pile wall using the
free earth support method of analysis, as described in Section 7.3, or any
other suitable method of analysis.

(2) Select the k, value to be used in the analysis; see Section 1.4 of
Chapter 1.%

(3) Consider k,, as discussed in Section 1.4.3.

(4) Compute P,p using the procedure described in Section 4.3 and with the
shear strength of the backfill fully mobilized. P, acts at an angle § to the
normal to the back of the wall. The pore pressure force Ugpic-p 15 determined
from the steady state flow net for the problem. The post-earthquake residual
excess pore water pressures are identified as Ugge, in Figure 7.12 and are
determined using the procedures described in Seed and Harder (1990) or

* The values for seismic coefficients are to be established by the seismic
design team for the project considering the seismotectonic structures within
the region, or as specified by the design agency. The earthquake-induced
displacements for the anchored sheet pile wall are dependent upon numerous
factors, including how conservatively the strengths, seismic coefficients
(or accelerations), and factors of safety have been assigned, as well as the
compressibility and density of the soils, and the displacement at the
anchorage.
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Figure 7.12 Anchored sheet pile wall with excess pore water pressures
generated during earthquake shaking (Case 2)

Marcuson, Hynes, and Franklin (19290). In the restrained water case of a fully
submerged soil wedge with a hydrostatic water table, D,z is computed (Equa-
tions 33 and 38) using an effective unit weight equal to the buoyant unit
weight. K,z (Equation 34) or K,(8",0") (Equation 38) is computed using an
equivalent horizuntal acceleration, k,,;, and an equivalent seismic inertia
angle, ¥,3, given by equations 55 and 54 (Section 4.3.2). An alternative ap-
proach is to use a modified effective friction angle. ¢,; (Equation 56), with
r, equal to the average value within the backfill.

In the case of a partially submerged backfill, this simplified procedure
will provide approximate results by increasing the value assigned to the
effective unlit weight, v,, based upon the proportion of the soil wedge that is
above and below the water table (see Figure 4.13 in Section 4.3.3). P is
computed (Equations 33 and 38) with v, replaced by 7y,. ‘'lthe unit weight
assigned to the soil below the water table is given by Equation 57 when using
the procedure described in Figure 4.13 to compute the value of v,. Kaz (Equa-
tion 34) or K,(8%,6") (Equation 38) is computed using an equivalent horizontal
acceleration, ky,;, and an equivalent seismic inertia angle, #,;, given by
Equations 54 and 55 in Section 4.3.2 with 4,3 replaced by vy,. For this case,
the excess residual pure water pressures are superimposed upon the hydrostatic
pore water pressures,

To ~cmpute the point of action of P,z in the case of a partially sub-
merged backfiil, redefine P,z in terms of the static force, P,, and the
dynamic active earth pressure increment, AP,r, as described in step 4 of
Section 7.4.1,

(5) Compute Ppr acting in front of the sheet pile using the procedure
described in Section 4.4 of Chapter 4 and apply a factor of safety FSp equal
to 1.2 to both the shear strength of the soil and the effective angle of fric-
tion along the interface. Refer to step 5 of Section 7.4.1. The pore pres-
sure force Ugp,pyc-y is determined from the steady state flow net for the
problem., In the restrained water case of a fully submerged soil wedge with a
hydrestatic water table, Ppg is computed (Equations 58 and 62) with vy, re-
placed by the effective unit weight of soil below the water table, v,
(Equation 52 in Section 4.3.2). An average r, value is used within the soil
in front of the wall. Kp (Equation 59) or Kp(B*,0") (Equation 62) is computed
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using an equivalent horizontal acceleration, k,,;, and an equ’ . alent seismic
inertia angle, y.,3;, given by Equations 54 and 55 in Section 4.3.2. In the
case of a steady state seepage, this simplified procedure will provide approx-
imate results by decreasing the value assigned to the effective unir weight
(Equation 27) according to the magnitude of the upward seep-, . gradient (Equa-
tion 26). For low to moderate levels of earthquake shaking, assume that Py
acts at a height equal to approximately 1/3 of the height of the soil in front
of the sheet pile wall and at an angle §, to the normal to the face of the
wall ., *

(6) To determine the required depth of sheet pile penetration, the clockwise
and counterclockwise moments of the resultant earth pressure forces and resul-
tant water pressure forces about Figure 7.12 anchor are computed as follows:

Counterclockwise Moment = Pyzcosé,* (Y, - Ypg) + Ui p* (Y, - Yo

(105)
*+ Ushear-b® (Ya = Yutaub) * Uinertia® (Ya = Yi)
and
Clockwise Moment = = Uy, * (Y, = Y,,) ~ Ppgecosé, (Y, - Ypg)
(106)
= Ugratic-t® (Yl = Yut) = Ushear-t* (Yu = Yutaut)
where

Ushear-b = resultant excess pore water pressure force along the back of
the wall

Ushear-t = resultant excess pore water pressure force below the dredge
level along the front of the wall

Yutauwy = distance from the base of sheet pile to Ugnear-p

Yutaut = distance from the base of sheet pile to Uspear-e

Values for Yypaub, Ushear-b: Yutaut 80d Ugpear-e are computed using the procedure
described in Seed and Harder (1990) or Marcuson, Hynes, and Franklin (1990).

* In a static design by the free earth support method of analysis, a
triangular earth pressure is assumed along the front of the wall, with the
resulting force Pp assigned to the lower third point. Experience has shown
that reasonable static designs resulted when the appropriate strength
parameters and adequate factors of safety were used in conjunction with this
simplified assumption. A similar approach is used in the dynamic design.
The point of application of Ppg may move downward from its static point of
application for anchored sheet pile walls as the value for k; increases.
However, no satisfactory procedure was found for computing the point of
application of Pp for this structure. In the interim, the assumption of Ppg
acting at approximately 1/3 of the height of the soil in front of the wall
is restricted to low to moderate levels of earthquake shaking (e.g. one
rough index is k, < 0.1) and with conservative assumptions regarding all
parameters used in the analysis. For higher levels of shaking and less
conservative assumptions for parameters, a larger value for FSp than 1.2
and/or a lower point of application would be assigned.
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The value for the Clockwise Moment is compared to the value for the Counter-
clockwise Moment, resulting in one of three possibilities listed in steps 6a
through step 6¢c in Section 7.4.1. The sheet pile wall is in moment equili-
brium for only one depth of sheet pile penetration within the foundation. For
those trial sheet pile penetration depths in which moment equilibrium is not
achieved, a new trial depth of sheet pile penetration is assumed, and step 4
through step 6 is repeated.

(7) Once the required depth of sheet pile penetration is determined in step 6,
the equilibrium anchor force per foot width of wall, Tpgs, is computed using
the equations for horizontal force equilibrium.

Tpgs = Pprcosdy * Ugpatic-t * Ushear-t * Ypoor
(107)

= Ui.nort.u = PAE cos 6b = Ult.at.tc-b = Uxhur-b

Additional commentary is provided in step 7 of Section 7.4.1.

(8) The distribution of the moments within the sheet pile, Mpg, is conmputed
using the procedure described in step 8 of Section 7.4.1.

(9) The computation of the design moment for the sheet pile, Mgesign. 1S
described in step 9 of Section 7.4.1.

(10) The design tie rod force, Tyeien, is computed using the procedure
described in step 10 of Section 7.4.1.

(11) The design of the anchor block for seismic loadings differs from the
approach used when designing for static loadings. The reader is referred to
the discussion in step 1l of Section 7.4.1.

(12) For those waterfront structures in which the anchor consists of slender
anchorage or mass concrete anchorage, a major contribution to the forces re-
sisting the pulling force T,);., is provided by the formation of a passive soil
wedge in front of the block, as shown in Figure 7.1la. The procedure de-
scrived in step 12 of Section 7.4.1 is used to compute P,p, Ppg, and apg
(Figure 7.11b). The size of the block is proportioned using Equation 103
relationship, where N’ is equal to

N’ = W(! -k,) - U, - AU,. - Ppgesing, + Ppgesing, (108)

The excess pore water pressure force along the base of the block is equal to
AU, (sez Seed and Harder (1990) or Marcuson, lynes, and Franklin (1990)).

An alternative procedure for incorporating residual excess pore water pres-
sures in the analysis is by using r, and an equivalent angle of interface
friction along the base of block, §,.

tans, ., = (1 - r,)tans, (109)

in this case, the value for N’ in Equation 103 is given by
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N = W(l -k,) - U,. - Ppgesins, + Pypesiné, (110)

Reducing the effective stress friction angle along the soil to concrete inter-
face sc as to account for the excess pore water pressures is nnt an exact
procedure (see discussion in Section 4.3.2).

(13) The required minimum distance between the back of the sheet pile and the
anchor block is computed following the procedure described in step 13 of
Section 7.4.1,

(14) The residual excess pore water pressures within the submerged backfill
and foundation will be redistiibuted after earthquake shaking has ended. The
post earthquake static stability (k, and k, equal to zero) of any earth
retaining structure should be evaluated during the redistribution of the
excess pore water pressures within the soil regions (see discussions in the
National Research Council 1985 or Seed 1987).

7.5 Use of Finite Element Analyses

Finite element analyses should be considered only if: (a) the cost
implications of the simplified design procedures indicate that more detailed
study is warranted, (b) it is necessary to evaluate permanent displacements
that might result from the design seismic event, or (c) there is concern about
the influence of surface loadings. It is particularly difficult to model well
the various features of an anchored wall, especially when there is concern
about excess pore pressures. One example of a detailed analysis of an actual
failure is given by Iai and Kameoka (1991).




CHAPTER 8 ANALYSIS AND DESIGN OF WALLS RETAINING NONYIELDING BACKFILLS

8.1 Introduction

This chapter applies to design problems in which the allowable movement
of & well is small - less than one-fourth to one-half of Table 1 wall movement
valuas. Typical situations include the walls of U-shaped structures such as
dry docks, walls nf basements, and the lateral walls of underground struc-
tures. Under these conditions it may be inappropriate to base design upon
aarth pressures computed using the Mononobe-Okabe theory, which assumes that
active stress conditions are achieved. Hence, earth pressures generally
should be computed using the theory set forth in Chapter 5.

Design criteria for such situations will involve permissible combined
static plus dynamic bending stresses within the wall. In many cases it may be
necessary to ensure that such moments do not cause yielding of the material
composing the wall. If the wall is free-standing, then avoidance of sliding
or overturning will be design criteria.

In many cases it may be appropriate to use Wood's simplified theory to
compute the dynamic increment of stresses. In this case, a key decision will
be the choice of the horizontal acceleration coefficient k,. Important con-
siderations are:

* If displacement of the wall is not permissible, the assigned peak
acceleration coefficient should be used. Use of a seismic coefficient less
than the peak acceleration coefficient implies that some displacement of the
backfill is acceptable during the design earthquake event.

* The acceleration at ground surface should be used to define k,. This
is a conservative assumption. If the peak acceleration varies significantly
over the height of the backfill, which may often be the situation when the
high side walls of dry docks are involved, consideration should be given
to the use of dynamic finite element studies (see Appendix D).

Use of finite element studies should also be considered when there are imper-
tant surface loadings. In many cases an elastic analysis using soil moduli
and damping adjusted for expected levels of strain will suffice.

There may be cases in which it is overly conservative to design struc-
tures using lateral pressures from the theory for walls retaining nonyielding
backfills., If the structure is founded upon soil with the same stiffness as
the backfill (see Figure 8.1), the structure itself will experience movements
that may be sufficient to develop active stress conditions. Finite element
studies, and measurements as large scale field models in Taiwan (Chang et al.
1990), nave showr. this to be the case. However, in such situations, it would
seem that larger, passive-type stresses shouid develop on the opposite wall.
If there are large cost implications for design using stresses computed assum-
ing monyielding backfills, finite element studies should again be considered.

If liquefaction is of concern, methods for evaluating residual pore
pressures may be found in Seed and Harder (1990) or Marcuson, Hynes, and
Franklin (1%90). 1In princinle it is possible to design walls to resist the
pressures from full, liquetied soil, including Westergaard's dynamic pressure
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Figure 8.1 Simplified procedure for dynamic analysis
of a wall retaining nonyielding backfill

increment based upon the total unit weight of the soil. However, in such a
situation the lateral pressures on a wall can be vory high. Unless there are
gstructures (including cranes) adjacent to the wall, it might be possible to
allow values of r, in excess of 40 percent. If ss, a check should be made for
post-seismic stability, using the residual stvength of the backfill soil.

8.2 An Example

The epplication of the simplified procedure %o the dynamic analysis is
demonstrated for a wall retaining nonyielding backfili founded on rock as
shown in Figure 8.1a. A pool of water is included in front, of the wall in
this problem. The forces acting along the back, front, and base cf the wall
includes both static and dynamic incremental forces (Figure 8.1b). With
negligible wall movements. the value for the static effzactive esarth pressure,
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P, corresponds to at-rest earth pressures. For gravity earth retaining
strurtures founded on rock, K, usually ranges in value from 0.45 for com-
pacted granular backfills to 0.55 for uncompacted granulac backfills (Duncan,
Clough, and Ebeling 1990). Ugic and U, are determined from the steady state
flow net for the problem. Uy, is equal to rhe hydrostatic water pressure
force alung the front of the wall., Ujpeia 18 the hydrodynamic water pressure
force for the pool computed using the Wextergaard procedure that is described
in Appendix B. Given the horizontal base acceleration value, ky'g, the
dynamic eaxth pressure force F,, is computed using Equation 68, acting at Y,
equal to 0.63'H above the base of the wall. The horizontal force T is the
shear force required for equilibrium of the wall and is equal to

T o= Ph + Far + w°kh + Unt,nt.ic - Upool. + Uln-n.ia' <111)

The effective normal foice betwmen the base of the wall and the rock founda-
tion is equal to

N =W - U,. (112)

Th= ultimate shear force zlong the base, T,,, is given by

T, » N'tané, (113)
where
§p = the effective base Interface friction angle.
The factor of safety against sliding alung the base, Fy, is given by
F o« ultimate shear force (114

* 7 ~Shear Torce required for equilibrium

and compared to the minimum value of 1.1 or 1.2 for tewporary loading cases.
The point of acticen of the force N', xy., is computed Ly summing moments about
the toe of the wall.

Ry = w'x“ - Ph.YPh i Fsr'Yst - Ust.at.chus: - w‘kh.YW - beub + M]oool (115)
N T
M

where

Mpoo]. = UpoolYup - anoruayux




Y = point of action of P,. Yp, = 0.4'H for a completely dry
or completely submerged backfill with a hydrostatic water table (Duncan,
Clough, and Ebeling 1990)

The overturning criterion is expressed in terms of the percentage of
base contact area B,/B, where B, is the width of the area of effective base
contact. Assuming that the bearing pressure varies linearly between the base
of the wall and the foundation, the normal stress is a maximum at the toe
(Q = Qpax) and a minimum at the inner edge (q = 0) as shown in Figure 8.2,

B, = 3e%y (116)
8y <INy
L2
Qoar * 3%,
q-
Xy
[
I 8,
Linear Bose Pressure Oistribution
8, - &,
PR
N 24" \
5 \
Q_
— Xy h_
M
8,
Uniform Bose Pressure Distribution

Figure 8.2 Linear and uniform base pressure
distributions
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An alternative assumption regarding base pressure distribution and contact
area was suggested by Meyerhof (1953). Meyerhof assumed a uniform distribu-
tion of pressure along the base, resulting in the effective base contact equal
to

B = 24x,. (117)

Meyerhof's presaure distribution has been used widely for foundations on soil,
and is most appropriate for foundation materials that exhibit ductile mechan-
isms of failure. The assumption is less appropriate for brittle materials,

Many retaining walls are designed using static active earth pressures
with full contact along the base, B,/B ( or B',/B), equal to 100 percent. For
temporary loading cases, such as earthquakes, this criteria is relaxed to a
minimum value of 75 percent (50 percent for rock foundations, Table 5).

For those structures founded on rock, the factor of safety against bear-
ing capacity failure, or crushing of the concrete or the rock at the toe can
be expressed as

Fp = —ult (118)
Tnax

where q,), is the ultimate bearing capacity or compressive strength of the
concrete or the rock at the toe, and qu. is the maximum bearing pressure at
the toe, For brittle materials like unconfined concrete, the ultimate bearing
capacity is equal to the compressive strength of the material. Building codes
are commonly used to obtain values for the allowable bearing stress on rock,
Qa11+ Alternately, a large factor of safety is applied to the unconfined com-
pressive strength of intact samples. The maximum bearing pressure (g, is
restricted to an allowable bearing capacity q,;;. For ductile foundation
materials that undergo plastic failure, the ultimate bearing capacity is larg-
er than the compressive strength of the material, excluding those foundation
materials exhibiting a loss in shear resistance due te earthquake induced
deformations or due to the development of residual excess pore water pres-
sures. In these cases, a conventional bearing capacity evaluation is con-
ducted to establish the post-earthquake stability of the structure,

In those stability analyses where the vertical accelerations are con-
sidered, the force acting downward through the center of mass of the wall that
represents the weight of the wall, W, in Figure 8.1, is replaced by the force
(1-k,) W acting downward. The first term in equations 112 and 115, W and W'x,,
are replaced by (1-k,)'W and (1l-k,)'W'x,, respectively. The direction in which
the vertical inertia force, k, W, acts is counter to the direction assigned to
the effective vertical acceleration, k,'g. A k,W force acting upward destahi-
lizes the wall, while a k,'W acting downward increases the stability of the
wall.

This nrocedure is illustrated in example 32 at the end of this chapter.




CHAPTER 8 - EYAMPLE

Content

Example Problem 32,

Commentary

The following example illustrates the procedures
described in Chapter 8. The results of the computa-
tions shown are rounded for ease of checking calcula-
tions and not to the appropriate number of significant
figures. Additionally, the wall geometry and values
for the material properties were selected for ease of
computations.




Example No, 32 Reference Section: 8.2

Design an "nonyilelding" rectanguiar wall (i.e. no wall displacements) of
height H = 20 ft to be founded on rock and retaining a dense sand backfill for
a peak horizontal acceleration at the ground surface equal to 0.2 g. Assume a
frictional contact surface between the wall and the foundation rock (i.e, with
no bond).

7 Ko~ 0.45 7y =120 pet | )
¢‘-55. ".".l,' v’
l. "...‘."“ b
H'ml = v e | =
4 A | v: H’.9
Hy® 1& AR AR N
| fu=0 A<0.2g L .‘,'il-'J"—,
ROCK L} t
87" pocx
(] o] tien
For Wood's procedure:
ky =~ A = 0.2 (where A is peak ground
surface acceleration)
et the vertical acceleration
k, = 0

Determine P, (at rest horizontal effective earth pressure) and the point of

application.

Find the vertical effective stresses at the ground surface (o;)™F, at the
water table (o;)"", and at the base of the wall (o} )BT,
Vertical ective Stresses at the Top of the Wal
(05)1F = 0
Vertical Effective Stress at the Water Table
(oy)"T = v, (H - H,) = (120 pcf) (20" - 12') = 960 psf
U = Ugparic + Ushear = 0 + 0 = 0

(05)"" = gy - u = 960 psf - 0 = 960 psf
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Example No.32 (Continued) Reference Section. 8.2
CTy - U O}'
Yy /I Yy =120 pet
'V (H - Hw)
L] m’j
=L
% y Wb = He o
1
Ushear * 0 V V y Hu = 1&
‘'=57.6 pcf
/" Ustatrc pe
TOTAL PWP EFFECTIVE
STRESS STRESS
Vertical Effective Stress at the Base of the Wall

(03)50T = ()% + [y, (H,) - uldl,,. - BT, ]
(95)BT » 960 psf + [ (120 pef) (12°) - (12°) (62.4 pcf) - 0]
(a')m" = 960 psf + (120 pcf - 62.4 pcf) (12)

Yy

(0,)B%T = 1,651.2 psf

Determine the horizontal at rest effective stress at the top of the wall o,™F,

at the water table o,"T, and at the bottom of the wall o, 5T,

U:OP =0

ot = K (0,)%T = 0.45 (960 psf) = 432 psf

agOT

= K, (0,)8T = 0.45 (1,651.2 psf) = 743 psf

Break the stress distribution diagram inte rectangles and triangles to find
the magnitude of the resultant force (P,) and its point of application (Yg,).

E,

1/2 o, (H - H,) = 1/2 (432 psf) (20° - 127)

1,728 1b per ft of wall

H, + 1/3 (H - H,) = 12 + 1/3 (20* - 12') = 14.67 ft
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Example No.32 (Continued) Reference Section: 8.2

£ A T
wr A
. Th ~ “h
H -
' ! y
My g2 . - &
£3= " —l——
| U Frey g2 {voe
ROCK
g, f—

1

T3
N
]

(on"T) (H,) = (432 psf) (12*)

(2]
~
]

5,184 1lb per ft of wall

Ye, = 1/2 (H,) = 172 (12’) = 6 ft

Ey = 1/2 (0BT - o*T) (H,) = 1/2 (743 psf - 432 psf) (12')

E; = 1,866 1b per ft of wall

Yes = 1/3 (H,) = 1/3 (12 ft) = &4 ft

Phb =~ E, + E; + Eg = 1,728 + 5,184 + 1,866

8,778 1b per ft of wall

o
4
1

Sum moments about the base of the wall and solve for:

Y. = E; (Yg1) + E; (Yg) + Ey (Yg3)
Ph Ph

v = (1,728) (14.67°) + (5184)(6°) + (1866) (4°)
Ph 8778

= 7,28 ft above the base of the wail



Example No.32 (Continued) Reference Section: 8.2

Retermine water pressure forces acting against the wall

v, R
. e v" '
L] » L., . »
. " c » Ulnﬂlo-.;' -9
. L) . ' - . Uﬂ; - 4
v " TOE RQQ.K_L.. __"_
) 1
’ Yo Yy
Xy~
Uy
8
Determine the hydrostatic water pressure force acting against the back of the
wall
Ugratic = 4,493 1b per ft of the wall (see ex 19)
Yyst = 4 ft from the base of the wall (see ex 19)

Determine the hydrostatic water pressure force acting against the front of the
wall

Upoor = Ustatic ™ 4,493 1b per ft of wall

Yyp = Yust = 4’ from the base of the wall

Determine the hydrodyriamic water pressure force acting on the front of the
wall

(see Appendix B)
7
Pug = v kn 7w Hp (eq B-5)
Pya ~ 7/12 (0.2) (62.4 pcf) (9)? (by eq B-5)
Uinertia ™ Pwq = 589.7 1b per ft of wall
Yy, = 0.4 Hp + 3* =~ 0.4 (97) + 3

Yy; = 6.6 ft above the base of the wall

242




Example No.32 (Continued) Reference Section: 8.2
t e ssure_force acting on the base of the wall

Assume full hydrostatic pressure beneath the base of the wall.
U, = Hy (yw) B

U, = (12°) (62.4 pcf) B = 748.8 (B)

Xp = B/2 = 0.5 B

Determine the dynamic incremental earth pressures (total stress based
calculation)

For = (120 pcf) (20°)2 (0.2) (by eq 68)
Feyr = 9,600 1b per ft of wall

Yy = 0.63 H = 0.63 (20’)

Y4y = 12.6 above the base of the wall, acting horizontally
Determine the weight of the wall

W= (H) (B) (Yconc) = (20°) (B) (150 pcf)

W = 3,000 B

Xy = B/2 = 0.5 B

Yy = H/2 = 20’ /2 = 10’

Determine the effective normal force between the base vf the wall and the
foundation

N = 3,000 B - 748.8 B = 2,251.2 B (by eq 112)
e t t e e orce (o] the base
8p = 35° (from Table 2)

Ture = (2,251.2 B) tan (35) = 1,576.3 B
e e e orce_requ or_equ b

Let F, = 1.2

Solving Equation 114 for T,




Example No.32 (Continued) Reference Section: 8.2

T-.?E_lﬁ-l'_?{f,j_:’_‘}-l.sn.sa
- ;

Solve Equation 111 for B required for shear force equilibrium
1,313.6 B = 8,778 + 9,600 + 3,000 B (0.2) + 4,493 - 4,493 + 589.7

. 18,968 _ o o
b= vyr3g =9

let B = 10’ for F, = 1.2.

Solve Equation 115 such that overturning criteria are met
B, | 0.5 (from Table 5)
- .
B, = 3 Xy (adapted from eq 116)
3 Xy
-5 0.5
0.5B 1
= = B
X = —3— "%
M - WXy - Wk,Y,=1,500B (B - 4) (see ex 31)
MZ - M1::001 Uscatic (Yusb> - Upool (YUp) - Uinertia (Yui) - Ust.ut.ic (Yusb)
M, = -Uipertia (Yui) = -589.7 (6.6") = -3,892
My = -Py (Yp,) = -8,778 (7.28”) = -63,904
M, = -Fgr (Yor) = -(9,600) (12.6°) = -120,960
Mg = -U, (Xyp) = -(748.8 B) (0.5 B) + -374.4 B2 .




Example Na,32 (Continued) Reference Section; 8.2

My« My + My « M, + My

XN: =

NT
%. = 1,500 B (B - 4) - 3,892 - 63,904 - 120,960 - 374.4 B2
¥ 7,.251.2° B
X, = 1,125.6 B2 - 6,000 B - 188,756
N 7,251.2 B
— F:
N B,
B 1/6 B 1,125.6B%2 | -6,000 B | -188,756 CALC, Xy —
2,251.2
B
20’ 3.333 450,240 -120,00n | -188,756 45,024 3. 14 0.471
20.5 3.417 473,033 -123,000 | -188,756 46,150 3.50 0.512
—
B (B
Since |2 =0,512 = |2 = (.500,.
[-F]actual L-E]a-:swnad

Therefore select B = 20.5 ft

Check Fb

Compute Ynax

Umax = </3 (46,150/3.5) = 8,791 1b/ft (see Figure 8.2)

Check F, for concrete

b
Assume for concrete: q,, = 576,000 lb/ft (see Ex 27)
576 ,000C
(F,,) concrete = duie ~3—§§T_ = 65.5 (by eq 118)
b qmﬂx )

Value for F, for concrete is adequate.

Check F, for rock

Calculations omlitted.
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APPENDIX A: COMPUTATION OF THE DYNAMIC ACTIVE AND PASSIVE EARTH PRESSURE
FORCES FOR PARTIALLY SUEMERGED BACKFILLS USING THE WEDGE
METHOD

A.l1 Introduction

This appendix describes the derivation of the dynamic active and passive
earth pressure forces for partially submerged backfills using the wedge
method. The effect of, earthquakes is incorporated through the use of a
constant horizontal acceleration, a, = k,'g, and a constant vertical
acceleration, a, = k,'g, acting on the soil mass comprising the active wedge
(or passive wedge) within the backfill, as shown in Figure A.1 (and

Figure A.3).
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Figure A.1 Dynamic active wedge analysis with excess pore wat~i pressures
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The earth and water pressure forces acting on the wedge are derived for
the case of restrained water within the backfill and a hydrostatic water
table. Any increase Iin the pore water pressures above their steady state
values in response to the shear strains induced within the saturated portion
of the backfill during earthquake shaking is reflected in a value of r, > 0.
A constant r, value is used throughout the submerged portion of the backfill

in this derivation.
A.2 Active Earth Pressures

Figure A.l represents a free body diagram for the derivation which
follows. The base of the wedge is the trial planar slip surface representing
the active failure plane, which is inclined at angle alpha to the horizontal.
The top of the wedge is bounded by a horizontal ground surface, and a vertical
face along the interface between the backfill and the retaining wall.

The weight of the wedge acts at the center of mass and is computed as

v, 2 L (a-1)

The three forces acting along the planar slip surface are represented by
an effective normal force N’, a shear force T and the pore water pressure
force. Assuming a cohesionless backfill and €full mobilization of shear
resistance along the slip surface, the shear force may be computed utilizing
the Mohr-Coulumb failure criteria as

T = N’ tang’ (A-2)

The total pore water pressures acting along the submerged faces of the soil
wedge are described in terms of the steady state pore water pressure component
and the excess pore water pressure component attributed to earthquake shaking.
A.2.1 Calculation of Water Pressure Forces for a Hydrostatic Water Table

The pore water pressure at the ground water table (Figure A.2) is

(A-3)

top  _
Ugspatic = 0

For a hydrostatic water table the pore water pressure distribution is linear
with depth, and at the bottom of the wedge is computed as

bot -
ust?at.ic = Tw Hw (A 4)
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Figure A.2 Equilibrium of horizontal hydrostatic water
pressure forces acting on backfill wedge

A.2.2 Static Water Pressure Forces Acting on the Wedge

The static pore pressure distribution immediately behind the wall is
triangular and the resultant force may be calculated as

1 2 -
U seatic = 5 Y« Hu (A-5)

The static pore pressure force acting along the planar slip surface is also
triangular and the resultant force may be computed as

1 2 1 .
U static-a = 7 Tw Ha sToa (A-6)

A.2.3 Excess Fore Water Pressures Due to Earthquake Shaking with Constant r,

Excess pore water pressures due to earthquake shaking are computed
assuming the restrained water case as described in rection 4.3.2. With r,
constant throughout the submerged portion of the backfill the pressure

distribution is linear. The excess pore water pressure at the ground water
table is computed as

Uik =y, (H-H) r, (A-7)

Note that when the water table is below the surface of the backfill uj®, . >0,

The excess pore water pressure at the bottom of the wedge is computed as

ubet = [y (H-H) + (v, -~ 7o) H, ] 1, (A-8)
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The total pore water prassures are equal to the sum of the hydrostatic pore
water pressures plus the excess pore water pressures,

A.2.4 Excess Pore Water Pressure Forces Acting ou the Wedge.

The resultant excess pore water pressure force of a trapezoidal pressure
distribution acting normal to the back of the wall s equal to

top bot ] }‘L' (A'g)

1
U shear © '2‘ [ U ghear * Y shear

The resultant excess pore water pressure force of the trapezoidal pressure
distribution acting noimal to the planar slip surface is equal to

- 1 1 .
U shear-a = v [Ufﬂfu +u :g:ar H, sIna (A-10)

A.2.5 Equilibrium of Vertical Forces

Equilibrium of vertical forces acting on the Figure A.l soil wedge
results in the relationship

~Psind +W(1l-k,)-Tsina - N cosa

- ( Ustatic-a + Ushear~a )Cosa =0 (A-11)

Introducing Equation A-2 into A-1l results in

-Psind +W(1-X%k,) - N tang’sina

- N’ cosa = (Uyparic-a * Ushear-a JCOS@ = 0 (A-12)

and solving for the normal effective force, N, becomes
N = -P siné (1-k)

+ W

tand’ sina + cosa tand’ sina + cosa

cosa (A-13)
tang’ sina + cosa

- ( Uspatic-a * Ughaar-a )
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A.2.6 Equilibrium of Forces in the Horizonal Direction

Equilibriwn of horizontal forces acting on the Figure A.l s»il wedge
results in the relacionship

Pcosé - N sina = ( Uppariv-a * Ushoar-a )Sina

+ Tecosa = Wiy + { Uppueie * Untiwar J = 0 (A-14)

Substituting Equation A-2 into A-14, and with the horizontal components of
water pressure forces of equal magnitude and opposite direction, (refer to
Figure A.2), Equation A-14 simplifies to

Pcosé - N’ sina + N’ tang’ ccsa - Wk, = 0 (A-15)

Combining the N’ terms results in

Pcoss - N’ ( sina - tang’cosa ) - Wk, = 0 (A-16)

Multiplying Equation A-13 (for N’) by [ - ( sina - tan¢’cosa ) |
and simplifying hecomes

- N’ ( - tan¢’ cosa + sina ) = + Psinétan( a - ¢’ )
-W(1l-k)tan(a - ¢" )

*+ ( Uypatic-a * Ushear-o )cOsSatan( a - ¢ ) (A-17)

Substituting Equation A-17 into A-16 gives
Pcosf + Psindtan( a - ¢* )

-W(1l-k, )tan( a - ¢ )

+ ( Ustntic-a * Ushenr-« ) COSatan( a - ¢ ) - Wk, =0 (A-18)

Combining terms results in

P [ cos§ + sinftan( a - ¢” ) )=

W[ (1-k)tan(a-¢" ) +k, ]

= ( Ustatic-a * Ushesr-a Jcosatan( a - ¢" ) (A-19)
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Solving for the resultant fcrce P which acts at angle §

P = CONSTANT,;, - CONSTANT,, (A-20)
cosé + sinftan(a - ¢ )
where
CONSTANTAl-W[(l-h)tan(a-—¢' ).',kh]
and

CONSTANT,; = (Ujiaticea * Ushear-o) COSatan{ a - ¢ ) |

The dynamic active earth pressure force P,z is equal to the maximum value of P
for the trial wedges analyzed and a, = a for this critical wedge, as discussed
in Section 3.4 and shown in Figure 3.10.

A.2.,7 Surcharge Loading

The presence of an additional mass located on top of the backfill during
earthquake shaking can increase the magnitude of the dynamic active earth
pressures acting on the wall. The effects of an additional surcharge mass
idealized in Figure A.3, or a surcharge loading idealized in Figure A.4, may
be incorporated within the dynamic active widge analysis of Section A.2.6 by
expanding Equation A-20. For each slip surface analyzed, that portion of the
surcharge loading contained within the wedge is included within the equations
of equilibrium of forces acting on the wedge. When the surcharge is
represented as a uniform pressure distribution g, that portion of the
surcharge loading contained above the wedge is replaced by an equivalent force
Wy acting at its center of mass. The uniformly distributed surcharge pressure
qs shown in Figure A.4 is replaced by the equivalent force (per foot of wall)

Wy =qy 1 (a-21)

where
lg = 1 = ((H/tana) - x) for 15 > 1 (refer to Figure A-4),

otherwise

1, - 1

The variable 1, represents the effective lesngin of the surcharge load.
Equation A-20 becomes ’

P = CONSTANT,, + CONSTANT,5, - CONSTANT,, (A-22)
cosd + sindtan( a - ¢" )
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Figure A.3 Dynamic active wedge analysis including a surcharge
loading

where

CONSTANT,e; = Ws [ (1 ~ k, )tan( a - ¢’ ) + K, |

and CONSTANT,; and CONSTANT,, are computed as in Section A.2.6 for
Equation A-20.

For surcharge loadings of finite length, a wide range of slip surfaces
must be investigated to ensure that the maximum value for P is calculated and
equal to P,g, corresponding tn the critical slip surface a,f as shown in
Figures A.3 and A.4,

A.2.8 Static Active Wedge Analysis
In the case of a static wedge analysis with k, = ky = Ugnaar-e = 0,

Equation A-20 simplifies to

[ W~ Ugpapic-uC0so Jtan{ a - 4" ) (A-23)

P =
coshd + sindtan( @ - &° )

with a restricted to values of a > ¢, since P > 0.
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Figure A.4 Dynamic active wedge analysis including a surcharge
loading

P, = P and ay = o for the static critical wedge as well. For a
surcharge loading, Equation A-22 simplifies to

[W + W, - Ugparic-aCosa | tan( a - ¢ ) (A-24)

P cos8 + sindtan( a - ¢ )

where W, is computed using Equation A-21.
A.3 Passive Earth Pressures

Figure A.5 represents a free body diagram that is used in the derivation
of the wedge procedure for computing the value of the dynamic passive earth
pressure force Ppg. The base of the wedge represents the trial planar slip
surface and is inclined at angle a to the horizontal. The top of the wedge is
defined by a horizontal ground surface, and the vertical face is located along
the interface between the backfill and the retaining wall.

The weight of the wedge acts at the center of mass and is computed using
Equation A-1. The three forces acting along the planar slip surface are the
normal force N’, the shear force T, and the pore water pressure force. The
shear force T shown in Figure A.3 for the passive case acts opposite to the
shear force shown in Figure A.1 for the active case. Assuming a cohesionless
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Figuce A.5 Dynamic passive wedge analysis with excess pore water
pressures

backfill and full mocbilizatio:n of shear resistance along the slip surface, the
shear force may be computed utilizing the Mohr-Coulomb failure criteria as
given by Equation A-2.

A.3.1 Calculation of Water Pressure Forces for a Hydrostatic Water Table

The total water pressure forces are equal to the sum of the steady state
water pressures plus the excess water pressures due to earthquake shaking.
Steady state water piessure forces for a hydrostatic water table are computed
using the procedures described in Sections A.2.1 and A.2.2. Excess pore water
pressures due to earthquake loads with constant r, throughout the submerged
portion or the backfill are computed using the procedures described in
Sections A.2.3 and A.2.4.
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A.3.2 Equilibrium of Vertical Forces

Equilibrium of vertical forces acting on Figure A.3 wedge results in the
relationship

Psind +W(1l -k,) + T sina - N’ cosn

-{U ca * U . )cosa =0 (A-25)
static-a shear-a

Introducing Equation A-2 into A-25 results in
Psiné + W1 -k, ) + N tan¢’ sina

- N’ cosa - ( Usbltic-a * Ughear-a Jeosa = 0 (A-26)

and solving for the normal effective force becomes

N =P siné oy ( 1'fkv )
- tang’ sina + cosa - tang’ sina + cosa

CcCOoSsw (A'27)

-(U
( - tan¢’ sina + cosa

+U

static-a shear-a )

A.3.3 Equilibrium of Forces in the Horizonal Direction

Equilibrium of horizontal forces acting on Figure A.5 soil wedge results
in the relationship

Pcoss - N’ sina - ( Ugparic-a * Ushear-o JSiNa

- Tcosa + Wk; + ( Uppatic * Ushear ) = 0 (A-28)

Substituting Equation A-2 into A-28 and with the horizontal components of the
water pressure forces of equal magnitude and opposite direction (refer to
Figure A.2), Equation A-28 simplifies to

Pcosé - N’ sina - N’ tang’ cosa + Wk, = O (A-29)

combining the N’ terms results in
Pcos§ - N’ ( sina + tang’cosa ) + Wk, = 0 (A-30)

Al0




Multiplying Equation A-27 (for N’) by [ = ( sina + tan¢g’cosa ) ]
and simplifying becomes

- N ( tan¢’cosa + sina ) = - Psinftan( a + ¢’ )

-W(1l-k )tan(a +¢* )

+ ( Ugpatie-a * Ushear-a JcOSatan( a + ¢° ) (A-31)

Substituting Equation A-31 into A-30 gives
Pcesé ~ Psinftan( a + ¢° )

-W(l-k )tan(a + ¢ )

+ ( Ustutic-u + Ushoar-a )cosatan( a + ¢' ) + th =0 (A-32)

Combining terms result in
P [ cosé - sinftan( a + ¢’ )]=

W[(l-k )tan(a +¢’ ) -k, ]

- (Ust.at.ic-a + Ushur-a ) cosatan ( a + ¢' ) (A“33)

Solving for the resultant force P which acts at angle §

. CONSTANTp, - CONSTANTy, (A-34)
cosd - sindtan{ a + ¢’ )

where

CONSTANT;; = W[ (1 -k, )tan(a +¢’ ) - k|

and

CONSTANTp, = (Usparic-a * Ushear-a) COSatan (a + ¢’ )

The dynamic passive earth pressure force Pp; is equal to the minimum value of
P for the trial wedges analyzed and ap = a for this critical wedge.

All




A.3.4 Surcharge Loading

The nresence of an additional mass located on top of the backfill during
earthquake shaking can decrease the magnitude of the dynamic passive earth
pressures acting on the wall. The effects of an additional surcharge mass
idealized in Figure A.6, or a surcharge loading idealyzed in Figure A.7, may
be incorporated within the dynamic passive wedge analysis of Section A.3.3 by
expanding Equation A-34. For each slip surface analized, that portion of the

0 QpQpe  (90°-a)

P

GROUNG -
ACCELERATION a9 k9

Figure A.6 Dynamic passive wedge analysis including a surcharge load

surcharge loading contained within the wedge is included within the equations
of equilibrium of forces acting on the wedge. When the surcharge is
represented as a uniform pressure distribution q,, that portion of the
surcharge loading contained above the wedge is replaced by an equivalent force
W, acting at its center of mass. The uniformly distributed surcharge pressure
gy shown in Figure A.7 is replaced by the equivalent force (per foot of wall)
Wy, computed using Equation A-21 in Section A.2.7. Figure A.7 surcharge
pressure ¢, is equivalent to Figure A.6 case of a surcharge of weight Wy, and

Equation A-34 becomes
CONSTANT,; + CONSTANTps, - CONSTANT,,

(A-35)
cosd -~ sindtan( a + ¢’ )
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Figure A.7 Dynamic passive wedge analysis including a surcharge load

where

CONSTANTpg; = W[ ( 1 -k, Ytan( a + ¢’ ) -k, ]

and CONSTANTy; and CONSTANTy, are computed as in Section A.3.3 for Equation
A-34,

For surcharge loads of finite length, a wide range of slip surfaces must
be investigated to ensure that the minimum value for P is calculated and equal
to Ppg, corresponding to the critical slip surface apg as shown in Figures A.6
and A.7.

A.3.5 Static Passive Wedge Analysis

Note that for static problems with k, = ky = Ugnear-« = O Equation A-34
simplifies to

[w - Ulnbic-acosa ] tan( a + ¢’ ) (A-36)

P cosd - sindtan (a + ¢" )
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with a restricted to values of a« > 0 and 6§ < ¢/2.

Pp = P and ap = a for this critical wedge. For a surcharge loading, Equation
A-35 simplifies to

P - [W + W, - U““ic_acosa] tan( a + ¢’ ) (A-37)
cosd ~ sindtan (a + ¢ )
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APPENDIX B: THE WESTERGAARD PROCEDURE FOR COMPUTING HYDRODYNAMIC WATER
PRESSURES ALONG VERTICAL WALLS DURING EARTHQUAKES

This section describes the Westergaard procedure for computing the mag-
nitude of the hydrodynamic water pressures along rigid vertical walls during
earthquake shaking. The solution developed by Westergaard (1931) is for the
case of a semi-infinite long water reservoir retained by a concrete dam and
subjected to a horizontal earthquake motion. The fundamental period of the
concrete dam is assumed to be much smaller than the fundamental period of the
earthquake so that the acceleration for the massive structure is approximated
as the acceleration of the earthquake motion along the rigid base. This
allows the problem of a very stiff concrete dam to be simplified to the case
of a rigid vertical face moving at the same horizontal acceleration as the
base horizontal acceleration. Using the equations of elasticity of a solid to
describe the propagation of sounds in liquids (waves which propagate without
shear distortions) and with the water considered to be compressible, a solu-
tion to the equation of motion of the water was developed for a harmonic
motion applied along the base of the reservoir. This solution ignores the
effects of surface waves and is valid only when the period of the harmonic
excitation is greater than the fundamental natural period of the reservoir
(Chopra 1967). The fundamental period for the reservecir, T,, 1is equal to

T (B-1)

w

|y
i

where the velocity of sound in water, C, 1is given by

c =[l: (B-2)

and the mass density of water, p, is given by

o (B-3)

p =
&

With the bulk modulus of elasticity of water, K, equal to 4.32 X 107 1b per
ft?, the unit weight for vater, v,, equal to 62.4 lb per ft® and the accelera-
tion due to gravity, g, equal to 32.17 ft per sec?, C ic equal to 4,720 ft per
sec. For example, with a depth of pool of water, H,, equal to 25 ft, T, is
equal to 0.02 seconds (47 Hz) by Equation B-1.

The resulting relationship for hydrodynamic pressure on the face of the
dam is a function of the horizontal seismic coefficient, k,, the depth of
water, Y,, the total depth of the pool of water, H,, the fundamental period of
the earthquake, and the compressibility of the water, K. The hydrodynamic
pressure is opposite in phase to the base acceleration and for positive base
accelerations the hydrodynamic pressure is a tensile. Westergaard proposed
the following approximate solution for the hydrodynamic water pressure distri-
bution: a parabolic dynamic pressure distribution, p,4, described by the
relationship

Bl
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Pua = g Kuve 952 (B-4)

The resultant dynamic water pressure force, P,, is equal to

P'd = 'I?? KhTw sz (B'S)

acting at an elevation equal to 0 4 H, above the base of the pool as shown in
Figure B.1. This dynamic force does not include rhe hydrostatic water pres-
sure force acting along the face of the dam

I

g um T

HYDROSTATIC WATER PRESSIRES k- ~YOROO YNAMIC WATER PRESSURES

iWestergoore ~rocedure!

Figure B.1 Hydrostatic and Westergaard hvdrodynamic water pressures
acting along vertical wall during earthquakes

B.1 The Westergaard Added Mass Procedure

A complete dynamic analysis of a structure that is in contact with a
pool of water requires that the hydrodynamic effects be accourted for during
the dynamic analysis. This requires that the pool of water must be incor-
porated within the idealized mode! for the problem. Most dynamic finite ele-
ment computer code formulations that are used for soil-structure interaction
analyses do not include a fluid element in their catalog of elements. The
Westergaard added mass procedure is one method that is usad to incorporate the
hydrodynamic effects in the analysis for computer codes without a fluid ele-
ment formulation. With the hydrodynamic water pressure on the vertical face
of a rigid structure opposite in phase to the ground acceleration, these
hydrodynamic pressures are equivalent to the inertia force of an added mass
moving with the dam (Chopra 1967). The Westergaard (1931) added water mass
procedure adds an additional water mass to the mass matrix along the front
face of the structure. For pools that are wider than three times the depth of
the pool, this additional mass of water is enveloped within the parabolic
pressure distribution given by Equation B-4 and the front of the wall. This
procedure is applicable when the period of harmonic excitation (i.e. the
earthquake) is greater than the funcamental natural period of the reservoir
(Chopra 1967), which is the case for shallow pools.
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APPENDIX C: DESIGN EXAMPLE FOR AN ANCHORED SHEET PILE WALL

The calculations involved in the design of Figure C.l anchored sheet
pile wall and its anchorage is described in this appendix for both static and
seismic loadings using the procedures described in Chapter 7. Assume k, =
0.2, k, = 0.1 and no excess pore water pressures are generated during earth-
quake shaking (r, = 0). The results of the computations shown are rounded for

ease of checking calculations and not to the appropriate number of significant
figures,

SHEET PILE WALL
Hrg = 7"
4~ TIE ROD re
_.— \ HTI, LI o
=\ mcHor aLock =
H -
DENSE SAND oy * 20
7y = 120 pef DREDGE LEVEL
@'~ 35 degrees .
ru - 0 D - ?

Figure C.1 Anchored sheet pile wall design
problem

Section C.1 describes the design of anchored sheet pile wall for static
loading and Section C.2 the design for earthquake loading.

Section C.1 DNesign of An Anchored Sheet Pile Wall for Static Loading
This section describes the design of Figure C.l anchored sheet pile wall
for static loads using the free earth support method of analysis.

C.1.1 Active Earth Pressures Coefficients K,

Factor of Safety on shear strength = 1.0
A -4
ssume § 50
6 =17.5 degrees

Cl



By Equation 16, K, = 0.246
Say K, = 0.25

Karcos 6§ = 0.24

C.1.2 "Factored" Passive Earth Pressure Coefficient K,
Factor of Safety on shear strength = 1.5

By Equation 95,

tan ¢; = _t_e{\_%_S_:

¢; = 25 degrees

By Equation 96 with § = ¢/2 and § = 17.5°,

tans, = tan(1l7.5)

5, =11.9
say §, = 12 degrees

8
and -t =0.5
EN

Using the Log-spiral solutions in Figure 3.11 for K, with

§/¢ = -0.5, Ry = 0.808
K, (6/¢ = -1.0,¢ = 25 degrees) = 4.4
K, (6/¢ = -0.5) = 0.808 » 4.4 = 3.56
K, cos§, = 3.56 »cosl2® = 3.48

C.1.3 Depth of Penetration

Table C.1 summarizes the horizontal force components acting on Figure
C.2 sheet pile wall and are expressed in terms of the generalized dimensions
Hri, Hrz, Hpoop, and D.  The horizontal force components and their moment about
the elevation of the tie rod are summarized in Tables C.2 and C.3. The forces
and moments are expressed in terms of the unknown depth of penetration, D.

c2




X )
Tres  Ey/) Hn T
-y N Hr 'J’ =
= » =
€
€3 /T Hron* &0
DREDGE LEVEL
RN
Ea
Es [| = PToe o
“F ACTORED"
ACTIVE PASSIVE
PRESSURES  preeciice

Figure C.2 Horizontal earth pressure
components in free earth support
design

Table C.1 Horizontal Force Components

Horizontal Distance
Force to
Designation Horizontal Force Tie Rod
1 1
E Kycosse v, (Hry + Hyp)? (2 Bz - By

E; Kyevsde %‘Yt (Hn # Hn) Hpoo1 By + '; Hpoo1

K, cosé '-;-'71; (Hpool)z Hp, + .§ Hpool

By + Hooy * D
Kpcosé '[‘Yt.(H'n +Hg) + ‘Hpoox]‘D

Kycoss '%7): (D)2 Hy, + Hpc.m.l + ‘%‘D H

K,cos8, » 2vy* (D)? Bz * Hooy + 2D
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Table

C.2 Moments About Tie Rod Due to Active Earth Pressures

Distance Moment About
Horizontal Horizontal to Tie Rod
Force Force Tie Kod -CCW Moment +‘ve-
Designation (lb per ft wall) (ft) (ft-1b per ft wall)
H E, 1,440 -0,33 -475
E, 5,760 13 74,880
” Eg 2,765 16.33 45,149
L E, 564.5D 23 + % D 12,983.5 D + 282.3 D?
|
Es 6.91 (D)? 23 + % D 159.0 D? + 4.6 D®

Mactive = 4.6 D® + 441.3 D? + 12,983.5 D +

119,554

s e

Table C.3 Moments About Tie Rod Due to Passive Earth Pressures

Distance Moment About
Horizontal Horizontal to Tie Rod
Force Force Tie Rod -CCW Moment +’ve-
Designation (lb per ft wall) (ft) (ft-1b per ft wall)
Prog 100.2 (D)? 23 ,{% D -66.8 D3 - 2,304.6 D?

MPnsivo - -66.8 D* - 2,304.6 D2

Equilibrium of moments about the elevation of the tie rod

(CCW moment +' ve) requires
IMese roa = 0

0 = Maoctive * Mpagsive

C4

0= -62.2 D - 1,863.3 D?® + 12,983.5 D + 119,554




From the calculations summarized in Table C.4, D = 10.02 ft for calculation
purposes (D = 10 ft for construction).

Table C.4 Calculation of the Depth of Penetration

C.1.4 Tie Rod Force Tggs

Trial D Moment Imbalance
(ft) (ft-1b per ft wall) Comment
9 40,134 shallow
10 859 shallow
10.1 -3,473 deep
10.02 -1 exact

Horizontal force equilibrium (refer to Figure C.2).

ZF, = 0

E1+E2+E3+E~+E5-PTQB-TFES-O

From the calculations summarized in Table C.5,

16,315 - 10,060 - Tpgg = O

Tpes = 6,255 1b per £t of wall

Table C.5 Horizontal Force Components for D = 10 Feet

Horizontal Horizontal
Force Force
Designation (1b per ft wall)
E, 1,440 "
E, 5,760 "
E, 2,765 "
" E, 5,656 "
" Es 694 "

CS




C.1.5 Maximum Moment Mpps

The maximum value of moment, Mpps, occurs at the elevation of zero shear
within the sheet pile. First, determine the elevation of zero shear and then
compute the moment internal to the sheet pile by computing the moments of the
earth pressures and water pressures about the elevation of the tie rod (refer
to Step 8 discussion in Section 7.4.1). This usually occurs at an elevation
above the dredge level. By modifying the relationships given in Table C.1,
the equilibrium of horizontal forces at a depth, y, bhelow the water table is
expressed as

Ey + Exx + Egx - Tpgs = O
1,440 + 288-y + 6.912 -y2 - 6,255 = 0

6.912.y% + 288y - 4,815 = 0

_ -(288) * /(288)% - 4(6.912) (-4815)
y VICRVA)

y = 12,79 ft below the water table

From the calculations summarized in Table C.6, the maximum moment internal to
the sheet pile at y = 12.79 ft below the water table is equal to Mpgs = 47,165
ft-1b per ft of wall.

Table C.6 Moment Internal to the Sheet Pile at y = 12.79 Feet Below the Water
Table and About the Elevation of the Tie Rod

mem
Horizontal Horizontal Lever
Force Force Arm Moment
Designation (1b per ft wall) (ft) (ft-1b per ft wall)
E, 1,440 -0.33 -475
Eax 3,683.5 3,,__;(12_79) 34,607
Eax 1,130.7 3+ _§ (12.79) 13,033

Mpps = 47,165 ft - 1b per ft wall
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Refined Procedure for Computing Mpgs:

The computed value for maximum moment Mggs equal to 47,165 ft-1b per ft
of wall is greater than would be obtained using the US Army Corps of Engineers
(Corps) design procedure for static loading, as described in the U.S. Army
Engineers Manual EM 1110-2-2504 (Headquarters, Department of the Army 1992).
The Corps design procedure is a refinement to the procedure described in this
gsection with the value for the maximum moment Mg computed using a depth of
penetration with FSp in Equations 95 and 96 set equal to unity. The Corps
procedure avoids compounding factors of safety in the selection of the sheet
plle section. The value specified for depth of penetration for sheet pile

wall construction would be unchanged, ecual to 10 ft in this example
(Section C.1.4),

Section C.1.6 Design Moment Myee;gn

The design moment, My,.i4n, is obtaired through application of Rowe's
moment reduction procedure that is outlined in Figure 7.2.
H = Hp, + Hyp + Hpool + D
He7+ 3+ 20+ 10 = 40 ft (480.24 in.)
E = 30 x 10% psi

4
Flexibility number, p » H

ET

where

I = moment of inertia per ft of wall

(480.24 in,)*
(30 x 10° psi).I

= 1,773.0
=20

n =

The values of My,.y,n are given in Table C.7 for four sheet pile
sections,

Table C.7 Design Moment for Sheet Pile Wall in Dense Sand

S R - o —
I P Mdollgn
Section (in.% per ft (in.%/1b per rq (ft-1b per
Designation of wall) ft of wall) (Figure 7.2) ft of wall)
PZ22 84.4 21.0 0.45 21,224
PZ227 184.2 9.62 0.68 32,072
PZ35 361.2 4,91 1.0 47,165
PZ40 490.8 3.61 1.0 47,165
- e




where Megign = ra ‘Mrrs (by eq 100)

Section €.1.7 Selection of the Sheet Pile Section

In this design example of sheet pile walls for static loadings, assume
the maximum allowable stress within the sheet pile is restricted to

Oallowable ™ 0.65: Oyield
for ASTM A328 steel sheet piling,
Oyierd = 39,000 psi

Oalrowable = 0.65 + 39,000 psi = 25,000 psi

The allowable bending moment (Table C.8), Majowable: is given by
Muliowable ™ S * Callowsble Per ft run of wall
where
S = section modulus (in.? per ft run of wall)

Table C.8 Allowable Bending Moment for Four ASTM A328 Grade Sheet Pile
Sections (0ajioweble = 0.65 * Oyie1d)

o et SN
Section S Ma1lowable
Designation (in.? per ft of wall) (ft-kips per ft run of wall)
P222 18.1 38
P227 30.2 64
PZ35 48.5 102
PZ40 I T 60.7

Comparison of the design moment values (Mgesign In Table C.7) to the
allowable bending moments (M,)jowapie in Table C.8) indicates that all four pile
sections would be adequate. The lightest section, PZ22, would be selected for
this desigr based upon static loading. Corrosion must also be addressed dur-
ing the course of the sheet pile wall design. Additionally, the deflection of
the anchored sheet pile wall would be checked (Dawkins 1991).

C.1.8 Design Tie Rod

Tdesign = 1.3 Tees
Tees = 6,255 1b per £t of wall (from Section C.1.4)

Tdesign = 8,132 1b per ft of wall
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Assume
(a) 6 ft spacing of anchors
(b) Oyie1a = 36,000 psi

Callowable = 0.4 0yye14 (40 3 of yield)

6 ft « 8,132 1b per ft of wall
0.4 «30,000 nsi

Minimum area of rod =

Gross Area = 3.39 in.?

Diameter = J 4_':‘1'_“ = 2,08 in.

C.1.9 Design Anchorage

T\llb-. =2.5 .TFES (by eq 102)

with

Tees = 6,255 1b per ft of wall (from Section C.1.4)
Tuit-a = 15,638 1b per ft of wall

Details regarding the design of anchorage are provided in numerous ref-
erences including Dismuke (1991) and the USS Steel Sheet Piling Design Manual
(1969). 1If the overall height of the anchor, h,, is not less than about 0.6
times the depth from the ground surface to the bottom of anchorage, designated
d, in Figure C.3, the anchor behaves as if it extended to the ground surface.

hy > 0.6 -d,

The full angle of interface friction, §, used in computing Kp can only be
mobilized if the anchor has sufficient dead weight or, in general, is
restrajned against upward movement (Dismuke 1991). For a slender anchor the

ultimate capacity for a continuous anchor is required to satisfy the
expression

Tult-a s PP - PA

with § = 0 degrees (refer to Figure C.3).
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Figure C.3 Horizontal active and passive
earth pressure components acting on a
continuous slender anchor

For anchorage above the water table
T s 1 2. (K -
ult-a -z'Yr. (hn) (Kf KA)

For ¢' = 35 degrees and § = 0 degrees,
K, = 3.69 (by eq 11)

K, = 0.27 (by eq 3)

% ¢120 pcf (107 )2 +(3.69 - 0.27)

15,638 1b per ft of wall < 20,520 1b per £t run of coptinuous anchor

h, 2 0.6 - 10’

h, 2 6 ft.
Because the value of T;;., is significantly less than the capacity of a
continuous wall, a series of separate anchorages would be investigated (refer

to the procedures described in the USS Steel Sheet Piling Design manual,
1969).
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C.1.10 site Anchorage

To be effective, the anchorage must be located such that the potential
active failure zone behind the sheet pile wall and the potential passive
failure zone in front of the anchorage does not intersect. Design criteria
for deadman anchorage is shown in Figure C.4. The use of the estimated

point of zero moment in the wall ( at z.% D ) accounts for the increased

depth of penetration due to the use of FSp = 1,5 used in the calculation of
the passive earth pressure force provided by the soil below the dredge level
(Duncan 1985),

‘.'c; “ g HT/
= .
ANCHOR ‘\ - M =
BLxK ‘\\ T2 Hm
ANCHOR BLOCK
SHOULD BE smzo_/ . [oReoce Lever
BEYOND THIS UNE o/ r
\\ 0
ESTIMATED POINT OF )
ZERO MOVENT ABOVE ]

THE BASE OF THE WALL

(@) Simplified procedure for siting anchor block

\\\ 'S ' ‘é‘“\‘. HTI
— L D
ANC;:JR_// \ =
BLOCK (45%-dr2) Hrs "
ANCHOR BLOCK
gEH%”Lg ?fﬂssn'ﬁg \ DREDGE LEVEL
U ] \‘
(45 wth)/ \ 0
ESTIMATED POINT OF = YD

ZERO MOMENT ABOVE
THE BASE OF THE WALL

(b) Simplified-procedure for siting a continuous anchor wall

From NAVFAC DM 7.2

Figure C.4 Design criteria for deadman anchorage
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C.2 Design of an Anchored Sheet Pile Wall for Seismic Loading

This section describes the calculations involved in the design of Fig-
ure C.l anchored sheet pile wall for earthquake loading using the free earth
support method of analysis (13 steps) described in Section 7.4.1 with r, = 0.
C.2.1 static Design (Step 1)

The static loading design of Figure C.1 anchored sheet pile wall is described
in Section C.1. The calculated depth of penetration D equals 10.02 ft
(Section C.1.3).

C.2.2 Horizontal Seismic Coefficient, k, (Step 2)

ky = 0.2

C.2.3 Vertical Seismic Coefficient, k, (Step 3)
k, = +0.1, 0 and -0.1

according to Section 1.4.3. This appendix contains details regarding the case
for k, = +0.1 only due to the length of the calculations involved.

C.2.4 Depth of Penetration (Steps 4 to 6)

The depth of penetration, D, equal to 10 ft was found not to be stable
under earthquake loading. The required minimum depth of penetration is best
determined by the trial and error procedure of first assuming a value for D
and checking if moment equilibrium of the earth and water pressure forces
about the elevation of the tie rod is satisfied (steps 4 through 6).

This iterative procedure results in a minimum required depth of pene-
tration equal to 20.24 ft. The calculations involved in Steps 4 through 6 are
summarized in the following paragraphs for the case of D set equal to
20.24 ft.
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Backfill )

\'A ubme ac

According to Figure 4.13,

h, )? h, }?
7.'[—5-1 '(7;'7\1)"’[[’[1%]'7;

with D = 20.24 ft

h; = 40.24 ft
h = 50,24 ft
y z 2
40.24] 40.24
Yo * + (120 pef - 62.4 pcf) + @ - [ ] ]. 120
¢ }UT?Z LA
Yo = 79.97 pcf
Equivalent Horizontal Seismic Coefficient, 1 for the backfill

For the restrained water case with r, = 0

Ko = Te ¢k, (adapted from eq 47)

T

Kpes ™ 7;?_‘;7!’;_:{ . 0.2 = 0.3001

Seismic Inertia Angle, wglf for the Backfill

Vo1 ™ tan-ll kf‘l ] (adapted from eq 48)

boy = tan™ lo.som]

Yo, = 18.44°

Dynamic Active Earth Pressure, PAE

with ¢° = 35°%, § = ¢/2 = 17.5°% and ¥, = 18.44°, Kyg = 0.512

(by eq 36)

* Strength parameters to be assigned in accordance with the criteria in

Section 2.3.
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Par = Koy * .;.[7. (1 - k)] K2 (adapted from eq 33)
Py = 0.512 ,} [79.97 psf - (1 - 0.1)] (50.24" )2

Py » 4€,506 1b per ft of wall
(Pug)x = Py * cos$§ = 44,354 1b per ft of wall

Horizontal Static Active Earth Pressure Component of PAE

With a hydrostatic water table and r, = O, the horizontgl static active
earth pressure force components of P,z are computed using the relationships in
Table C.1,

With ¢’ = 35° and 6§ = ¢/2 = 17.5°,
Ko = 0.246 (by eq 16)
Ko + cos § = 0.235

Above the water table ¢, = 120 pcf is used to calculate the effective
overburden pressure while below the water table y* = v, - v, (= 57.6 pcf) is
used to calculate the effective overburden pressure with r, = 0. The result-

ing values for the five horizontal static force components E, through E; of Pyg
are given in Table C.9 (forces shown in Figure C.2).

“ Table C.9. Five Horizontal Static Active Earth Pressure Force Components
of Pur with D = 20.24 feet

" Horizontal Force Horizontal Force Distance to Pile
Designation (lb per ft wall) Tip (ft)
E, 1,410 43.57
Ez 5,640 30.24
E, 2,707 26.91
E, 11,187 10.12
Ei 2,772 6.75

(PA)x-E1+E2+E3+E;.+E5
(PA)x = 23,716 1b per ft of wall

1,410 - 43,57 + 5,640 « 30.24 + 2,707 - 26.91 + 11,187 - 10,12 + 2,772 + 6.75

Yea = 73,716

Yp, = 18.42 ft above the pile tip.
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Horizontal Component of the Incremental

Dynamic Active Earth Pressure Force, (APAE)

(8Pap)x = (Pap)x - (Pa)yx (adapted from eq 40)

(AP,g)y = 44,354 - 23,716 = 20.638 1b per ft of wall

Yapaz = 0.6 + H = 0.6 + 50,24’ = 30.14 ft above the pile tip.

(Pp)x * Yy + (OPyg)y * Yopax (adapted from eq 44)
YPA! (Pﬂ)x P q

23,716 « 18.42 + 20,638 - 30.14
%4, 352

Ypae = 23.87 ft above the pile tip.

[ Blow Dredge vel !

Equivalent Horizontal Seismic Coefficient, k;hgl' Used in Front of Wall

Ypaz =

For the restrained water case with r, = 0
Kpe1 = -'-_:—t * ky (by eq 47)
b

120 pcf .
(120 pcE - 67 4 pel) 0.2

Kpey = 0.4167

khol

Seismic Inertia Angle, wgl' Used in Front of Wall

Vo1 = tan‘l' kfcl ] (adapted from eq 48)
Yo, = tan’ lo.a167]

Vo1 = 24.84°

ng - )

By equation 95 with FS, = 1.2,*
tan 35°

Can¢; . —
$, = 30.3°
By equation 96 with § = ¢/2

* FSp = 1.2 for illustration purposes only. See discussion in footnote to
step 5.
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tans, = tan 17.5°

§, = 16.7°

"Factored" Dynamic Passive Earth Pressure Coefficient KPE

Method 1: Using the equivalent static formulation with K, by Log-Spiral
method (Section 4.4).

B* = B - ¥ = -24.84°
0" = 0 - ¥y = -264.84°

K, (8" = -24.84, 6" = -24.84, ¢ = 30,3, § = -¢) = 3,56 and R = 0.746 from
Caquot and Kerisel (1948). For ¢ « 30.3° and § -~ -¢/2,

Kp (B*, 6%, ¢, 6 = -4/2) = 3.56 - 0.746
Ky ((B*, 6%, ¢, 6 = -4/2) = 2.66

cos? (0 - ¥,,)

Fre = cos Y, cos® § (ea &3)
Fon = cos? [0 - (-24.84)] 0.907
cos (24.84) cos* (0)
Kpp = Kp (B*, 6%, 6, 6 = -4/2) + Fpp (adapted from eq 62)
Kpp = 2.66 - 0.907 = 2.41
Kpg © cos §, = 2.41 « cos(14.7) = 2,33
--------------------------------- Reference---c-c--eommemumumacnnccnccencccnanes
Method 2: Kpp by Mononobe-Okabe.
with ¢’ = 30.3°, 6§ = 14.7°, ¥ = 24.84°, 8 = 0° and § = 0°
Kpg = 2.85 (by eq 60)

and

Kpg * cos §, = 2,76

The value of Ky by Mononobe-Okabe is 18 percent larger than the value
calculated using the log-spiral method. Use the values computed by the Log-
spiral method in the calculations that follow.
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"Factored" Horizontal Dynamic Passive Earth Pressure Force P

ER
(Ppg)x = Kpg * cos 6, - % lw + (1 -k)] D? (adapted from eq 58)
-2.33. % [(120 pcf - 62.4 pef) + (1 - 0.1)] (20.24)2
(Ppg)y = 24,740 1b per ft of wall
Ypg® 4 -+ Ds = 3 - 20,24 = 6.75 £t above the pile tip,
' Pool In Front of Wall l
Hydrodynamic Water Pressure Force Py
Pwd - '1'72' kh'yw (H]mol)z (by eq B-5)

= 7 . . o )2
7 0.2 «62.4 pcf (2°)

Pyda = 2.912 1b per ft of wall

Yewa = 0.4 + Hpgop = 8 ft above the dredge level.

Depth of Penetration

Equilibrium of Moments About The Elevation of the Tje Rod
Y Moy = (Bagdy ¢ (Hpp + Hogoy + D - Ypup)

+ Fyg* (Hyz + Hpooy ~ 0.4¢pool)

= 44,354 «(3” + 20" + 20,24’ - 23.87%)

+2,912 - (3 + 20 - 8")

= 859,137 + 43,680

* YPE - % + D for illustration purposes only. See discussion in footnote to
step 5.
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3 Mooy = 902,817 ££, - 1b per ft. cf wall
Y Moy = ~(Peg), ¢ (Hr2 * Hogoy + D =~ Yiy)
@ =24 ,740+(3% + 20’ +20.24' -6.,75")
¥ iy = -902,763 £t-1b per ft of wall
Moment Imbalance = IMccy + EMcy
= 54 ft-1lb par ft of wall

Small moment imbalance value so D = 20.24 ft for the case of k, = 0.2 and k, =
+0.1,

The two additional cases of k, = 0 and k, = -0.1 are summarized in

Table C.10. The required minimum depth of penetration is equal to 20.24 ft
(20.5 ft for construction).

Table C.10 Summary of Depth of Penetration Calculations

D
Case

Dgtatic

Static 1.0

Dynamic . 1.5
1.7
2.0

C.2.5 Tie Rod Force Tpgs (Step 7)

Horizontal force equilibrium for the case of D = 20.24 ft with k, = 0.2 and k,
- +0.1,

EF,,-O
results in

Tres ® (Pax)x * Pug = (Ppp)yx (adapted from eq 99)

for a hydrostatic water table with r, = 0,
Teps = 44,354 + 2,912 - 24,740
Tpes = 22,526 1b per ft of wall.

The two additional cases of k, = 0 and k, = -0.1 are summarized in
Table C.11. The anchorage is designed using Ty = 22,526 lb per ft of wall.
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Table C.11 Tie Rod Force Tppg

Tres Tres
Case kn ky (ft) 1b°tPewx;1f1t (Tl-:;;)_::uc
Static 0 0 10.02 6,255 1
Dynamic 0.2 -0.1 14.88 20,819 3.3
Dynamic 0.2 0 17.1 21,368 3.4
Dynamic 22,526 3.6

C.2.6 Maximum Moment Mpgg (Step 8)

The maximum value of moment internal to the sheet pile wall, Mpg,
occurs at the elevation of zero shear within the sheet pile, First determine
the elevation of zero shear and then compute the moment of earth and water
pressure forces about the tie rod (refer to Figure 7.10).

Above the dredge level, at elevation y below the hydrostatic water table

(Pag)x * Pug - Tpes = O
with

(PAE)x - (PA)X + (APAE)x
(Pa)x above the dredge level (refer to Figure C.2)

(PA)x = E; + Epy + Ejy

(Pa)x = 1,410 + 282 y + 6.768 y,

With (AP,g), equal to 20,638 1lb per ft of wall, the equivalent stress
distribution is given in Figure C.5 (adapted from Figure 7.9).

(AByg), = ,} © (Opop * Ty) * (10° +y)

-1 [ ]

5 * (657.3 +559.2 - 9.807y) + (10 +y)

APy = -4.9035 y?2 + 559,215 y + 6,082.5
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GROUND SURFACE
N

Oioo R

Oy = 559.2 - 9.807 *y

4 T
o
i
AR, = 20638 1b .
—-| H=50.2¢
0.6 H = 30.4
PILE TIP
O ot
AP
g, =16 £ = 657.3 psf
top = " m 3p
Ap
O . =04 —% ). 164.3 pst
bot = % H 2P

Figure C.5 Distributions

Tpes =

of horizontal stresses corresponding to AP,g

Pug = 1:"2 « Ky (¥)2

Pyg = 7.28 y?

22,526 1b per ft of wall

Above the dredge level

(PA)x

becomes

9.1445 y? + 841.215 y - 15,033.5 = 0

y-

+ (APpg)x + Pyg - Tpgs = O

(adapted from eq B-5)

-(841.215) * y/(841.215)% - 4(9.1445) (-15,033.5)

< (9.1445)

y = 15,32 ft below the water table (above dredge level .. ok) (Table C.12)




Table C.12 Moment of Forces Acting Above the Point y = 15.32 feet Below the
Water Table and About the Tie Rod

Horizontal Horizontal Lever Moment About
Force Force Arm Tie Rod
Designation (1b per ft wall) (ft) -CCW +'ve -
(ft-1b per ft
L* wall)
E, 1,410 -0.33 <465
Ezx 4,320 3+ %(15.32) 46,051
Eax 1,588 34 %.(15.32) 20,983
(APap)x 13,499 4.68% 63,175
Pug 1,709 3+0.6 + (15.32) 22,836

5= 150,580 ft-1b per ft wall

* From Figure C.5 pressure distribution for y = 15.32 ft

The maximum moment internal to the sheet pile at y = 15.32 ft below the water
table is equal to Mpgs = 150,580 ft-1b per ft of wall.

Section C.2.7 Design Moment Mye,isn (Step 9)

The design moment, Mye.ie, 18 obtained through application of Rowe's
(1952) moment reduction procedure that is outlined in Figure 7.2. The ability
of the system to develop flexure below the dredge level during earthquake
shaking must be carefully evaluated prior to application of Rowe's moment
reduction factor or any portion of the reduction factor (refer to the intro-
ductory discussion of Section 7.4).

H-HTI+HTZ+HPOOL+D
He=7" 4+ 3 + 20’ + 20.24’ = 50,24 ft = (602,88 in.)
E = 30 x 10% psi
H‘

Flexibility number, p = T

where

I = moment of inertia per ft of wall

(602.88 in)*
(30 x 10°% psi) « I

p = 4,403.56
AL

p =

The values of Mgye44n are given in Table C.13 for four sheet pile sections.
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Table C.13 Design Moment for Sheet Pile Wall in Dense Sand

I P Mt:hlun
Section (in.* per ft (in.3/1b per rq (ft-1b per
Designation of wall) ft of wall) (Figure 7.2) ft of wall)
PZ22 84.4 52.2 0.38 57,220
P227 184.2 23.9 0.46 69,267
II PZ35 361.2 12.2 0.58 87,336
" PZ40 490.8 9.0 0.74 111,429
where Myouign ™ Ya * Mpgs (by eq 100)

In this design example, the maximum allowable stress within the sheet
pile for seismic loadings is restricted to

Oallowable = (1.33) + 0.65 : o0y1q14 = 0.87 : 0yiq4
for ASTM A328 steel sheet piling,
Oyierd = 39,000 psi

Callowsble = 0.87 + 39,000 psi = 34,000 psi
The allowable bending moment, M,jj,wabie; 18 given by

Maliowable = S * Oallowable Per ft run of wall
where

S = section modulus (in.? per ft run of wall)

Comparison of the design moment values (Myesign in Table C.13) to the allowable
bending moments (M,jjowebie in Table C.14) indicates that the pile section would

be upgraded from PZ22 to PZ27 due to seismic considerations. Corrosion must
also be addressed during the course of sheet pile wall design.

“ Table C.14. Allowable Bending Moment for Four ASTM A328 Grade Sheet Pile
SECTIONS (0p110wanie = 0.87 « oy 14)
S Mallowable
Section Designation (in.? per ft of wall) (ft-kips per ft of wall)
PZ22 18.1 51.3
PZ27 30.2 85.6
PZ35 48.5 137.4
“ PZ40 60.7 172.0




©.2.8 Design Tie Rods (Step 10)

For seismic loadings

Tdestgn = 1.3 * Tps (by eq 101)
with Tpps = 22,526 1b per ft of wall

Taesign = 29,284 1b per ft of wall
Assume

(a) 6 ft spacing of tie rods

(b) 0yie14 = 36,000 psi

Tallowable ™ 0.6:0y 414 (60% of yield)

- 6 ft, « 29,284 1b per ft of wall
Minimum area of rod U6~ 35000 psi

Gross Area = 8,13 in.2

Minimum Diameter = J “'#“: = 3.22 inches

Table C.15 summarizes the required geometry of tie rod fo. \ne four load
cases,

Tablz C.15 Required Geometry of Tie Rod*

(lb Tduun £ { Rod
D O allowable per ft o Area Diameter
—20wanie 2
Case kp k, (ft) Oyierd wall) (in.*%) (in.)

Static 0 0 10.02 0.4 8,132 3.30 2.08
Dynamic | 0.2 | -0.1 | 14.88 0.6 27,065 7.52 3.09 ]I
Dynamic | 0.2 0 17.1 0.6 27,778 7.72 3.13
Dynamic | 0.2 | +0.1 | 20.24 0.6 29,284 8.13 3.22

&* AR

*Calculated for the case of

(a) 6 ft spacing of tie rods
(b) 0Oyie14 = 36,000 psi

(c) Tduun -1.3. Tres




Comparison of the minimum diameter of tie rod (Table C.15) required for seis-
mic loading to the diameter required for static loading indicates that for a
6 ft spacing, the diameter of the tie rods (oy a4 = 36,000 psi) would be
upgraded from 2.08 in. to 3.22 in.

C.2.? Design of Anchorage (Step 11)

For seismic loadings

Tuit-a ™ Trrs (refer to discussion in step 11)

In the case of k, = 0.2 and k, = +0.1,

Tult-a = 22,526 1b per ft of wall

The dynamic forces acting on the continuous anchor wall are shown in
Figure C.6.

ba
I I GROUND - SURF ACE
WRERK

—— I (PE-A )y

h =d =I5 f we k)
] a (PEoA )‘+w |
(

a-x,Jr b=(—,,;a-z'- Tura
-—%—-———-;—- ﬂ%fa)y-"-ﬂﬁé%F'
L5 - ?

N
*‘ﬁ

Figure C.6 Seismic design problem for a
continuous anchor block

€.2.10 Size Anchor Wall (Step 12)

Assume that a continuous concrete wall is selected to be the anchorage.
The "factored" dynamic earth pressures that develop in front of the anchor
wall provides nearly all of the lateral resistance to the pull force T,)i.,.
The anchor wall will be designed using ¢, and §, (Equations 95 and 96) due to
the magnitude of T,;,-, for seismic loading (equal to 3.6 times the static
value). The required depth and width of anchor wall is best determined by the
trial and error procedure of first assuming a value for d, and checking if
equilibrium of horizontal forces acting on the anchor (Equation 103) is

C24




satisfied (step 12). Once the value of d, is determined, equilibrium of the
vertical forces ¢:ting on the anchor wall (Equation 104) will dictate the
minimum velue of wall width b,. Refer to Section C.1.9 in this appendix for
additional discussion of anchorage design.

This iterative procedure results in a minimum required depth of
anchorage equal to 11.5 ft and a minimum width cf anchor wall equal to 4.5 ft
The calculations involved in Step 12 are summarized in the following
paragraphs for d, = 11.5 ft and (b-)mm = 4.5 ft in Figure C.6

Dynamic Active Earth Pressure Force Pag-a

For the case of d, = 11.5 ft (the anchor submerged 1.5 ft below the
water table), the effective unit weight is equal to

Ye = 118,94 pcf
with h; = 1.5 ft and h = 11.5 ft in Figure 4.13.

The equivalent horizontal seismic coefficient k;,; is equal to 0,2018
(obtained by substituting v, for 7, in Equation 47). A value of k;,; equal to

0.2 is used in the subsequent calculations.

For the case of Ky = 0.2 and k, = +0.1

Yo, = tan-l l Knei } (adapted from eq 48)
el =

Yo = 12.529°
With ¢* = 35°, § = 17.5° and y,; = 12.529°
Kaz = 0.3987

and
Kaz *'cos 6§ = 0,38

Kag *8in § = 0,12
With d, = 11.5 ft in Figure C.6.

(adapted from
eq 33)
(Pag-a), = Kpg *cosé * .; [re(1 - k)] (d)?

Py, =0.38 « 1 [118.94 pef (1 -0.1) ] (11.57)2
AE-A), vl

(Pu:-A), = 2,690 1b per ft of wall
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by a similar calculation
(Pap-a)y = 849 1b per ft of wall

Dynamic Passive Earth Pressure Force Ppg.,

With ¢’ = 35° and with FS, set equal to 1.2 in this exauple (see step 12
discussion regarding the relationship between anchorage displacement and FS;)

¢ = 30.3° (by eq 95)
and § = 17.5°,
Sy = 14.7°
For ¥ = 12.529° (refer to P,z., calculations), ¢. = 30.3° and 6, = 14.7°
Keg = 4.06 (by eq 60)
Keg * cos &, = 3.93
and
Kpg * sin §, = 1.03

With d, = 11.5 ft in Figure C.6

1 2 (adapted from eq
(Pee-a)y = Keg ccoss « 5 [v,(1 - k)] (dy) 58)

(Pez-a), = 3.93 ,} [118.94 pef (1 - 0.1) ] (11.5° )2

(Pex-a), = 27,818 1b per ft of wall

by a similar calculation

(Pn.,\)y = 7,291 1b per ft of wall

Size Ancher

The depth of the continuous anchor wall is, governed by the equilibrium
of horizontal forces. Ignoring the contribution of the shear force along the
base of the wall, Equation 103

Tulg-a (PP!-A), - (PA!-A): - Weky,

For Figure C.6 concrete wall, the weight W per foot run of wall with d, =
11.5 ft and ygone = 150 pcf 1s given by
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W = Yoone * by + dy = 1,725 « b,
Introducing this relationship for W and
kp = 0.2
Tult-a = 22,526 1b per ft of wall (k, = +0.1)
(Ppg-a)x = 27,818 1b per ft of wall
(Pax-a)x = 2,690 1bh per ft of wall

into the modified equation of horizontal equilibrium results in a maximam
value of b, equal to 7.5 ft for d, = 11.5 ft. Larger b, values would result
in excessive horizontal inerti~ forces acting on the concrete block, requiring
revisions of the previous calculations.

Mobilization of friction along interface between the front of the anchor
wall and the passive wedge requiras that the wsll have sufficient dead weight
to restrain against upward movement as it displaces the soil in front of the
wall (Dismuke 1991). The equation of equilibrium of vertical forces acting on

the wall is used to compute the minimum width of anchor wall. With N’ set
equal to zero, Equation 104 becomes

0 =W(l-k)-Uy - (Ppg.p), + (Paz-a),

with
We=1,725 b,

k, = 0.1
¢
Uy = 62.4 pef 1.5 b, = 93.6:b,

(Ppg-a)y = 7,291 1b per ft of wall
(Ppg-a)y = 849 1b per ft of wall

the modified equation of vertical equilibrium results in a minimum value of b,
equal to 4.4 ft or (b )pn = 4.5 ft.

Alternative Anchorage:

Other types of anchorages to be considered include slender anchorage,
multiple tie rods and anchorage, A-frame anchors, sheet pile anchorage, soil
or rock anchors and tension H-piles. Slender anchorage refers to a slender

wall designed using the procedure described in this section with § set equal
to 0 degrees.

C.2.11 S$ite Anchorage (Step 13)

The anchor wall is to be located a sufficient distance behind the sheet
pile wall so that the dynamic active failure surface does not intersect the
passive failure developing in front of the anchor wall. Figure C.7 outlines
the minimum required distances for this design problem.



Rynamic Activg Wedge - Sheat Pile Wall

With ¢’ = 35°, § = 17.5° and ¥, = 18.44° (from Section C.2.4, Step 4)
ape = 40,695° (by eq 37)

L 50.24° _ o,

I QR >8

CONTINOUS UNEAR
ANCHOR kup PLANE

WALL - DYNAMIC SHEET PILE
7 GROUND SURFACE WAL
T ¥ T/ RoD
do=i5'} L e N o TE RO e g
Qe Hot ® 207

DREDGE LEVEL

D= 20.24
. .

"_XPE

Figure C.7 Simplified procedure for siting a continuous

anchor wall \

Dynamic Passive Wedge - Anchor Wall
with ¢ = 30.3°, 6, = 14.7° and
Vo1 = 12.529° (Section C.2.10, Step 12)
apg = 18.27° (by eq €1)
11.5° _ ac.
‘P! tan "PE 35
Site Anchorage

Site concrete anchor wall at a disitance of 93 ft behind the sheet pile
wall (= x,p + Xpg).
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APPENDIX D: COMPUTER-BASED NUMERICAL ANALYSES

This appendix is a brief guide to issues that must be faced when making
a decision to utilize a computer-based numerical analysis and to the
literature concerning such methods. As discussed in the main body of this
report, there are circumstances in which analyses carried out by some such
method may be appropriate during design of a waterfront structure.

There exists a bewildering array of computer-based methods applicable to
analysis of the dynamic response of earthen mosses or soil-structure systems.
Table D.1 presents a partial listing of some of the better-known methods.
Most, but not all, such methods use a finite element formulation, and hence
somewhat incorrectly are referred to collectively as finite element methods.
Most methods were developed originally for applications other than waterfront
structures - especially problems related to nuclear power plants and
earthdams.

Some methods are relatively simple but approximate only one or two
aspects of soil behavior. Others, which can be quite complex and difficult to
use, simulate a number of different features of soil behavior quite well. All
must be used with care and judgment. A key is to select a method no more
complex than is required for the problem at hand.

Table D.1 Partial Listing of Computer-Based Codes for Dynamic Analysis
of Soil Systems

Reference Names of Code
" Lysmer, Udaka, Tsai and Seed (1975) FLUSH
Il Earthquake Engineering Technology, Inc. (1983) SuperFLUSH
|| Hallquist (1982) DYNA2D
" Finn, Yogendrakumar, Yoshida, and Yoshida TARA
(1986)
|| Provost (1981) DYNA - FLOW
I Lee and Finn (1975, 1978) DF.SRA
Streeter, Wylie and Richart (1974) CHARSOIL
Provost (1989) DYNALD
Li (1990) SUMDES
Schnabel, Lysmer, and Seed (1972) SHAKE
Roth, Scott, and Cundall (1986) DSAGE
Zienkiewicz and Xie (1990) SWANDYNE -X
Ial (see Ial and Kameoka 1991) ----
Earth Mechanics‘ Inc. of Fountain Vallez, CA LINOS
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D.1 Some Key References

For dynamic soil-structure interaction analysis related to hcavy
buildings resting on earth, a concise summary of the various procedures
available is reported in the 1979 ASCE report by the Ad Hoc Group on Soil-
Structure Interaction of the Committee on Nuclear Structures and Materials of
the Structural Division. While in many ways out-of-date, this is still a
useful reference concerning basic principles.

Several different finite element formulations are described in detail in
Chapter 3, titled Geomechanics and written in part and edited by W. D. L. Finn
in the Finita Element Handbook, edited by H., Kardestuncer. The scope and type
of laboratory and/or field testing program used to characterize the soil model
parameters will vary among the computer codes, as discussed by Finn, the
Committee on Earthquake Engineering of the National Research Council (1983),
and others.

Whitman (1992) has suggested a scheme for categorizing the various types
of methods, and has discussed the status of validation of various methods by
comparison to observations during actual earthquakes or to results from model
tests.

D.2 Principal Issues

According to the guidelines set forth by the ASCE Ad Hoc Group on Soil-
Structure Interaction of the Committee on Nuclear Structures and Materials of
the Structural Division 1979 report on the "Analysis For Soil-Structure
Interaction Effects For Nuclear Power Plants" and the ASCE Standard (1986), to
perform a complete soil-structure interaction analysis the analytical
procedure must (1) account for the variation of soil properties with depth,
(2) give appropriate consideration to the inaterial nonlinear behavior of soil,
(3) consider the three-dimensional nature of the problem, (4) consider the
complex nature of wave propagation which produced the ground motions, and
(5) consider possible interaction with neighboring structures.

The reference to a "complete" analysis results from the existence of two
distinguishable aspects of soil-structure interaction: (1) the relative
motion of the foundation of the structure with respect to the surrcunding soil
&s a result of the inertial forces in the structure being transmitted to the
compliant soil foundation and backfill and/or (2) the inability of the stiffer
structural foundation and walls to conform to the distortions of the soil
generated by the ground motion. The former is referred to as inertial
interaction and the latter is referred to as kinematic interaction. Both
features co-exist in most actual problems. However, several analytical
procedures available to perform the soil-structure interaction analysis of
earth retaining structures take advantages of this separation of behavior in
their numerical formmlation.

Specific feature that must be accounted fur in some problens include
softening the soil stiffnass during shaking, the material and geometrical
damping and the separation of portions of the backfill from the structure,
followed by recontact or “slap," that can occur during shaking. It may be
necessary to use special interface elements at boundaiies between soil and
structure. It also may be necessary to model the actual process of
construction as accurately as possible.
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D.2.1 Total versus Effective Stress Analysis

Effective stress analyses explicitly predict and take into account the
effects of excess pore pressures caused by the cyclic shearing of seoll during
earthquake shaking. The generation of significant excess pore pressures
causes the stiffness of soil to degrade and may lead to a nearly-total loss of
shear strength. TARA, DYNAFLOW, DESRA, and DSAGE are examples of effective
stress analyses. As a general rule, such analyses should be used if
glgnificant excess pore pressures are anticipated.

Total stress analyses do not explicitly account for the effects of
excess pore pressures, although some may consider this effect indirectly by
adjusting stiffness for the anticipated intensity of cyclic shear strains.
FLUSH and SHAKE are examples of total stress analyses. Total stress analyses
are appropriate when cohesionless soils are dry or very coarse, with most

cohesive soila, and for problems such as analyzing lateral earth pressures
caused by surface loadings.

D.2.2 Modeling Nonlinear Behavior

Using an effective stress analysis accounts partially, but not fully,
for the nonlinear behavior of soils, 1In addition, it is necessary to consider
the effect of shear strain upon stiffness at a given effective stress.

As somewhat of an oversimplification, three ways of introducing such
non-linearity have been utilized, (1) By using a linear analysis in which
shear modulus is linked, via an iterative procedure, to a measure of cyclic
shear strain during shaking. FLUSH and SHAKE are examples of this approach.
(2) By introducing a nonlinear stress-strain law, such as a hyperbolic
backbone curve together with Masing rules for strain reversals. DESRA and
TARA are examples. (3) By utilizing concepts and principles from the theory
of plasticity. DYNAFLOW is an example of this approach.

It is not really possible to say that one way is better than another.
All involve some degree of approximation. The choice involves a trade-off
betwaen accuracy and convenience/cost, and perhaps the availability of a code.

D.2.3 Time versus Frequency Domain Analysis

Problems involving nonlinear material behavior can be solved in either
(1) the time domain or (2) the frequency domain by using equivalent linear
materlal property approximations for the nonlinear material(s). The one-
dimensional computer programs DESRA, CHARSOIL, DYNA1D, and SUMDES and the two-
dimensional programs TARA, DYNA-FLOW, and DYNA2D are examples of the time
domain procedure. The one-dimensional computer program SHAKE and tlie two-

dimensional programs FLUSH and SuperFLUSH are examples of the frequency domain
solutions.

Frequency-domain techniques formerly favored owing to greater
computational efficiency. However, the growth in the power of relatively
inexpensive computers has diminished this advantage.
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D.2.4 1-D versus 2-D versus 3-D

Today it is, in principle possible to model the three-dimensional
aspects of soil responise problems, but seldom is the effort justified. In
man)’ cases the responses of a soll profile can be modeled satisfactorily using
one-dimensional programs such as SHAKE, CHARSOIlL, or DESRA. For most problems
involving retaining structures, a 2-D analysis (such as TARA, DYNAFLOW,
DYNA2D, or DSAGE) will be necessary. The code FLUSH approximates some aspects
of 3-D response,

D.2.5 Nature of Input Ground Motion

Typically analyses use the idealization that the patterns of ground
motion are simple mechanisms; the most common procedures use vertically
propagating shear waves or dilatation waves. While it is possible to consider
more general forms of input with horizontally traveling waves, seldom will
such an effort be warranted for waterfront structures.

D.2.6 Effect of Free Water

Consider the problem of a complete soil-structure interaction analysis
of the earth retaining structure shown in Figure D.la. The finite e¢lement
mesh used to model this problem includes the retaining structure, the soil
backfill and the pool of water in front of the wall, as shown in Figure D.1b.
The mass and stiffness effects are included within the analysis for both the
structure and the soil backfill by incorporating these regimes within the
finite element mesh that is used to model the problem. Most computer codes do
not include within their formulation a water element among their catalog of
finite elements, so the Westergaard (1931) added water mass procedure is used
to account for the effect of the hydrodynamic water pressures on the dynamic
response of the retaining wall (see Appendix B). One computer code that does
include a fluid element within its catalog of elements is SuperFLUSH.

D.3 A Final Perspective

The preparation time for developing the finite element mesh, assigning
material properties, selecting the ground motion, performing the analysis, and
interpreting the computed results is much grester than the time required for
performing a simplified analysis. However, the information provided by a
dynamic finite element analysis is much more complete and extensive. The
computed results include: the variation in computed accelerations with time
and the variation in computed dynamic normal and shear stresses with time
throughout the wall and the soil regime(s). Thus, a complete sovil-structure
interaction analysis, when done properly, provides much more accurate and
detailed information regarding the dynamic behavior of the earth retaining
structure being analyzed.

In a complete soil-structure interaction analysis, the total earth
pressures along the back of the wall at any time during the earthquake are
equal to the sum of the computed dynamic earth pressures and the static earth
and water pressures. At any elevation along the back of the wall, the
effective stress component (static + dynamic) of this total pressure is
restricted to range in values between the static active earth pressure value
and the static passive earth pressure value. Exceedence of these values may
occur where in actuality separation may occur during earthquake shaking.
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Figure D.1 Earch retaining structure, soil-structure interaction

The potential for liquefaction within the submerged soils comprising the
backfill may be computed using the equivalent values for the induced shear
stresses form the results of the complete soil-structure interaction analysis.
The residual excess pore water pressures are then computed using the procedure
described in Seed and Harder (1990) or Marcuson, Hynes, and Franklin (1990).
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APPENDIX E: NOTATION

GREEK LETTER SYMBOLS

a (alpha) Inclination from horizontal of a planar slip surface
extending upward through the backfill

a, (alpha) Inclination from horizontal of a planar slip surface
extending upward through the backfill, static active case

ax (alpha) Inclination from horizontal of a planar slip surface
extending upward through the backfill, dynamic active case

ap (alpha) Inclination from horizontal of a planar slip surface
extending upward through the backfill, static passive case

apy (alpha) Inclination from horizontal of a planar slip surface
extending upward through the backfill, dynamic passive case

B (beta) Inclination of backfill from horizontal

I (beta) Inclination of backfill from horizontal, used in the
equivalent static procedure for computing K,y and Kgp

) (delta) Effective angle of interface friction between the soil and
the structure

Sy (delta) Effective angle of interface friction between the base of
the wall and its foundation

Ah (delta) Change in total head

AK,x (delta) Incremental dynamic active earth pressure coefficient

AKpy (delta) :ncrgmental dynamic passive earth pressure coefficient with

Al (delta) The length of flow path over which Ah occurs

AP,y  (delta) Incremental dynamic active earth pressure force

APpy  (delta) Incremental dynamic passive earth pressure force with § = 0

AU (delta) Resultant excess pore water pressure force along the base of
a wall

Au (delta) Excess pore water pressure due to earthquake shaking

v’ (gamma) Effective unit weight of soil

T (gamma) Buoyant unit weight of soil

Y4 (gamma) Dry unit weight of soil
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Yo

Ye3

T
Yw

Twa

'ﬁol

¢¢2

1603

¢oh

(gamma)

(gamma)

(gamma)
(gamma)

(gamma)

(phi)
(phi)
(psi)
(psi)

(psi)

(psi)

(psi)

(psi)

(sigma)
(sigma)
(sigma)
(sigma)

(sigma)

o' y-initial

!
7 wt

r

Te

(sigma)
(tau)
(tau)

(theta)

Effective unit weight of & partially submerged backfill for
the restrained water case

Effective unit weight of soil for the restrained water case
with r, > 0

Total unit weight of soil
Unit weight of water

Effective unit weight of water for the restrained water case
with r, > 0

Effective angle of internal friction for soil

Equivalent angle of internal friction for soil with r, > 0
Seismic inertia angle

Seismic inertia angle

Equivalent seismic inertia angle for the restrained water
case with r, = 0

Equivalent seismic inertia angle for the free water case
with r, = 0

Equivalent seismic inertia angle for the restrained water
case with r, > 0

Equivalent seismic inertia angle for the free water case
with r, > 0

Total normal stress

Effective normal stress

Active earth pressure (effective stress)

Passive earth pressure (effective stress)
Vertical effective stress

Pre-earthquake vertical effective stress
Effective weight of backfill, excluding surcharge
Shear stress

Shear stress at failure

Inclination of the back of wall to soil interface from
vertical

E2




0.

(theta) Inclination of the back of the wall to soil interfuce from
vertical, used in the equivalent static procadure for
computing K,r and Kpx

ROMAN LETTER SYMBOLS

A

a

ci1

C2

Cs

Cy

Ciae

C2ax

Capr

Maximum ground acceleration as a fraction of g (dimensionless)
Maximum horizontal ground acceleration, equal to ky'g

Maximum ground acceleration, equal to A'g

Maximum vertical ground acceleration, equal to k,'g

Width of wall base

Effective base width of the wall in contact with the foundation
Effective cohesion

Constant used to compute a,

Constant used to compute a,

Constant used to compute ap

Constant used to compute ap

Constant used to compute a,g

Constant used to compute a,g

Constant used to compute apg

Constant used to compute apg

Maximum displacement

Factor used in the equivalent static procedure to compute K,
Factor of safety against bearing capacity failure of a wall
Factor used in the equivalent static procedure to compute Kpg
Factor of safety against sliding along the base of a wall
Lateral seismic force component by Woods procedure

Factor of safety applied to both the shear strength of the soil and the
effective angle of friction along the interface when computing Ppg for
a sheet pile wall and the anchorage.

Acceleration of gravity

Height of wall
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h,
hP

HFyeatic

HFino:t.h

Kne

khol

khcz

khca

khob

Ko

Mduign

Mpes

Total head
Elevation head
Pressure head

Static component of heavy fluid force behind a wall retaining liquefied
backfill

Inertial component of heavy fluid force behind a wall retaining
liquefied backfill during shaking

Seepage gradient, equal to Ah/Al

Static active earth pressure coefficient

Dynamic active sarth pressure coefficient

Horizontal earth pressure coefficient

Horizontal seismic coefficient as a fraction of g (dimensionless}

Limiting value for the horizontal seismic coefficient a4s a fraction of
g (dimensionless)

Equivalent horizontal seismic coefficient as a fraction of g
(dimensionless)

Equivalent horizontal seismic coefficient as a fraction of g
(dimensionless) for the restrained water case with r, = 0

Equivalent horizontal seismic coefficient as a fraction of g
(dimensionless) for the free water case with r, = 0

Equivalent horizontal seismic coefficient as a fraction of g
(dimensionless) for the restrained water case with r, > 0

Equivalent horizontal seismic coefficient as a fraction of g
(dimensionless) for the free water case with r, > 0

Static passive earth pressure coefficient

Dynamic passive earth pressure coefficient

Vertical seismic coefficient as a fraction of g (dimensionless)
At-rest horizontal earth pressure coefficient

Design moment for a sheet pile wall

Maximum moment computed using the Free Earth Support method for a sheet
pile wall

Total normal force uetween the wall and the foundation
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N'

qall

Quie

Iy

Tult

Tulb-l

Up

Uinorua

Upool

Effective normal force between the wall and the foundation

Maximum transmissible acceleration coefficient, as a fraction of g
(dimensionless)

Resultant earth pressure force acting on a wall

Active earth pressure force acting on a wall for static loading

Active earth pressure force acting on a wall for pseudo-static loading
Passive earth pressure force acting on a wall for static loading
Passive earth pressure force acting on a wall for pseudo-static loading
Westergaard hydrodynamic water pressure force

Vertical surcharge stress

allowable bearing pressure of rock

maximum bearing pressure below toe of wall

ultimate bearing capacity or unconfined compressive strength of
concrete

Moment reduction factor due to Rowe
Excess pore water pressure ratio, equal to Au/o’'y.injtial
Undrained shear strength of soil

Horizontal shear force along the base of the wall required for
equilibrium

Design tie rod force for a sheet pile wall

Tie rod force computed using the Free Earth Support method for a sheet
pile wall

Uitimate horizontal shear force along the base of the wall

Ultimate force for which the sheet pile wall anchorage is to be
designed

Resultant steady state pore water pressure force normal to the base of
the wall

Hydrodynamic water pressure force for the pool, directed away from the
wall

Resultant hydrostatic water pressure force for the pool
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Ulhur

Ulhnr-b

Ulhnr-t.

Ulhnr-u

U-tlt.ic

Ult.nt.lc‘b

Uluuc-t.

Ult.-bic-a

Resultant excess
acting normal to

Resultant excess
acting normal to

Resultant excess
acting normal to

Resultant excess
acting normal to

Resultant steady
backfill to wall

Resultant steady

pore water pressure force due to earthquake shaking

the backfill to wall interface

pore water pressure force due to earthquake shaking

the backfill to sheet pile wall

interface

pore water pressure force due to earthquake shaking
the dredge level soil to sheet pile wall interface

pore water pressure force due tc earthquake shaking

planar slip surface inclined at

state pore water pressure force
interface

state pore water pressure force

backfill to sheet pile wall interface

Resultant steady

state pore water pressure force

dredge level soil to sheet pile wall interface

Resultant steady

state pore water pressure force

planar slip surface inclined at a from vertical

Steady-state pore water pressure

Maximum ground velocity

Weight of rigid body (e.g. wall or soil wedge)

Water content of

soil

Point of action of normal force N
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